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HellermannTyton is a leading,
global manufacturer of systems
and solutions which help world-
class customers better manage
and identify wire, cable, and

components.

HellermannTyton is proud to
manufacture products in
Milwaukee, Wisconsin, our
North American corporate
headquarters and employ a
growing number of workers
in its offices and plants. With
thanks to customers like you,
we continue to expand our
commitment to growing

our manufacturing

presence in the USA.
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At HellermannTyton, we use cutting- Through advanced product suites

edge materials and distinctive designs to market specific tools and resources,

manufacture the products which improve HellermannTyton holds leading

performance, exceed safety guidelines, industry postions in key markets.
and deliver reliable implementation at
the lowest cost. Our varied and ever- OEM

evolving collection of solutions offer the MRO/Industrial

differentiated advantage that enables Industrial Automation

project wins and delivers a point of Renewable Energies

difference to end-users. Wire Processing
Datacom

Let us know how we can lend our
industry expertise and experience in
The breadth and depth of these markets to your project.

HellermannTyton’s product line covers

a range of highly engineered products
from bundling and securing to routing,
protection, insulation, network
connectivity and identification solutions.
We have all the major categories

covered with our comprehensive line
of products that offer a combination
of flexibility, simplicity and value to
an end-user customer. In this catalog,
see what HellermannTyton offers in
cable management and identification

solutions. Check out our other catalogs
or website for the full range of products.

° For product information visit or www.hellermann.tyton.com or call 800-537-1512




The International Standards Organization
(ISO) establishes worldwide standards for
products and services in recognition of
increasing globalization of markets. The
ISO program determines the requirements
for the quality assurance programs.
HellermannTyton has achieved I1SO 9001
certifications at all of its U.S. locations.

AS9100 is a recognized standard for
manufacturers maintaining a strict
Quality Management System servicing
the aerospace industry. HellermannTyton
has achieved and maintains registration
to this standard.

ISO / TS16949 is a recognized standard
for manufacturers maintaining a strict
Quality Management System servicing
the automotive industry. HellermannTyton
has achieved and maintains certification
to this standard.

Representatives from key industry
suppliers participate in creating
standards that provide continuous
improvement for products and services.
HellermannTyton chaired the committee
that created standard 62275 (replaced
1565) for Wire Positioning Devices.

ISO 14001 is a voluntary standard for
Environmental Management Systems
established by the International
Organization for Standardization. Its goal is
to provide benchmarks for reviewing and
improving environmental performance.
HellermannTyton takes an active role in this

process of continuous improvement.

The scope of the European Union’s
Restriction of Hazardous Substances
(RoHS) and the Waste Electrical and
Electronic Equipment (WEEE) directives
covers all electrical and electronic
equipment and their components sold
into the European Union. Throughout
this catalog, you will see designations
where materials are RoHS compliant.

|

Bics/

HellermannTyton products are warranted to be free from defects in material and workmanship at the time sold by us; but our

obligation under this warranty and that of the seller is limited to the replacement of the product, and neither we nor the seller

are bound by any other warranty, expressed, implied or statutory. Under no circumstances are we or the seller liable for any loss,

damage, expenses or consequential damages of any kind arising out of the use or inability to use these products. All are sold with the

understanding that the user will test them in actual use and determine their adaptability for the intended uses.
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Cable Management and Identification Solutions

Materials Information

HellermannTyton has worked very closely with its material suppliers to develop resins that are specifically formulated for
fastener and cable tie production. HellermannTyton has spearheaded material advancements in component manufacturing to
assure customers the finest quality of products. Environmental factors can have an adverse effect on fasteners. It is very important
to use the most suitable material for each application. HellermannTyton fasteners are available in a variety of materials ranging

from polyamides (nylon) to fluoropolymers. All materials listed below are RoHS compliant. @

General purpose polyamide 6.6 features lightweight, high
strength and a wide temperature range. Polyamide 6.6 is
hygroscopic, and therefore, absorbs or releases moisture
depending on its environment. Thus, the moisture level of the
material will affect tensile strength, stiffness and elongation of
the product.

With similar properties and benefits as polyamide 6.6, products
manufactured with heat stabilized polyamide 6.6 material have
a chemical stabilizer added for higher continuous temperature
applications.

_*Polyamide 6.6 — UV Resistant
Chemical inhibitors are used to give polyamide 6.6 material
added properties to fight against premature aging of products
due to the effects of ultraviolet rays.

Polyamide 6.6 — UV Stabilized (2% Carbon for
_Military Specification)

The physical properties of this material include carbon, which

acts as a UV stabilizer, prolonging the life of the product under

ultraviolet conditions. It also allows HellermannTyto black cable

ties to meet the particular military specification for cable ties.

Polyamide 6.6 — VO Flame Retardant

This material meets UL 94V-0 flammability requirements.
Flame retardant additives generally reduce tensile strength
when compared to general purpose polyamide 6.6, but this
resin has been formulated to minimize such effects.

*Polyamide 6.6 — Impact Modified, Heat Stabilized and
UV Resistant

Impact modified polyamide 6.6 offers the increased flexibility,
heat resistance and UV resistance of the high impact material
with the added feature of greater resistance to vibration, heat
and sunlight for mobile applications.

Polyamide 6.6 — Impact Modified, Heat Stabilized,

_UvV stabilized 0000000000000
This material has impact modifiers that increase flexibility,
impact strength and improves resistance to moisture
fluctuations. Heat stabilizers are added to increase heat
resistance and UV stabilizers are added to increase UV
resistance.

Polyamide 4.6

Polyamide 4.6, like polyamide 6.6, offers lightweight and high
strength benefits, but offers an even wider temperature range.
This material can be used at a higher continuous operating
temperature than polyamide 6.6 - heat stabilized. In addition to
having excellent heat resistance, polyamide 4.6 has low creep
effects and retention of stiffness at elevated temperatures.

* UV Resistant = Material contains less than 2% carbon or a UV additive to improve UV resistance.

H

Polypropylene

Polypropylene is used in environments where chemical effects
on polyamide are a concern. It is not affected by inorganic acids
(hydrochloric), polyhydric alcohols (ethyleneglycol), neutral salts
(sodium chloride) and basic salts (sodium bicarbonate). Polypropylene
also resists a number of other chemicals with good results,
although it has lower tensile strength than polyamide 6.6 (about
half). Polypropylene has good UV resistance.

_Polyamide 11
Polyamide 11 is a renewably sourced material which has
excellent UV resistance and is resistant to many chemicals
including metal oxides. Although it is not as strong as Polyamide
6.6 materials, it absorbs very little moisture which makes it ideal
for outdoor applications.

_Polyamide 12

Polyamide 12 possesses many of the same characteristics as
Polyamide 11, however it absorbs slightly less moisture, making
it ideal for outdoor applications.

- ETFE
ETFE is resistant to a wide range of chemicals, such as
concentrated hydrofluoric and sulfuric acids, but it is not as
strong as polyamide 6.6 materials. It is also a low water
absorbing material, therefore, is not adversely affected by water.
ETFE is radiation resistant up to 200 megarads and meets the
fire and smoke requirements of IEEE 383. ETFE also withstands
high temperatures and ultraviolet light exposure. Products made
from ETFE material also have non-outgassing properties for zero
gravity applications.

|
Polyacetal has excellent dielectric properties, UV and chemical
resistance, and a UL94-HB flame rating. It has been tested for
excellent weatherability against moisture, sunlight, and other
environmental conditions.

This material is an excellent choice for high temperature
environments. It also has excellent chemical resistance and is
resistant to abrasion. PEEK material has a relatively high tensile
strength and it has the ability to retain its tensile strength when
continuously conditioned in water at elevated temperatures
and pressures.

_Thermoplastic Vulcanizate (TPV)
TPV is a durable rubber material that is chemical and abrasion
resistant and remains flexible at low temperatures.

For more information on RoHS/WEEE Compliance, go
online to: http://www.hellermann.tyton.com/rohs.asp

For product information visit or www.hellermann.tyton.com or call 800-537-1512



Cable Management and Identification Solutions

Materials Information

Material Specifications
CONTINUOUS TENSILE STRENGTH
OPERATING AT 73°F uL GAMMA MILITARY, FEDERAL,
TEMPERATURE DRY AS MOLDED FLAME OXYGEN RADIATION uv ASTM AND FDA
MATERIAL MAX. MIN. ASTM D-638 (PSI) RATING INDEX % RESISTANCE RESISTANCE SPECIFICATIONS
Polyamide 6.6 - 185°F | -40°F 12,000 94V-2 28 1 x 10° Rads Poor ASTM D-4066PA0111,
General Purpose (PA66) 85°C | -40°C FDA CFR177.1500
Polyamide 6.6 - 221°F | -40°F 12,000 94V-2 26 1 x 10° Rads Poor ASTM D-4066PA0121
Heat Stabilized (PA66HS) 105°C | -40°C
*Polyamide 6.6 - 185°F | -40°F 12,000 94V-2 26 1 x 10° Rads Good -
UV resistant (PA66UV) 85°C | -40°C
Polyamide 6.6 - 2% Carbon 185°F | -40°F 12,000 94V-2 26 1 x 10° Rads Very Good ASTM D-4066PA0181,
UV stabilized (OUV) 85°C | -40°C MS3367/8
Polyamide 6.6 - Flame 185°F | -40°F 10,800 94V-0 34 1 x 10° Rads Poor ASTM D-4066PA0110
Retardant (PA66VO) 85°C | -40°C
*Polyamide 6.6 - Impact Mod.| 230°F | -40°F 9,500 94-HB N/A N/A Very Good ASTM D-4066PA0161
Heat Stabilized, UV 110°C | -40°C
Resistant (PA66HIRHS)
*Polyamide 6.6 - Impact Mod.| 230°F | -40°F 8,900 94-HB 19 1 x 10° Rads Very Good | ASTM D-4066PA0151
Heat Stabilized, UV 110°C | -40°C
Stabilized (PA66HIRHSUV)
Polyamide 4.6 - Heat 275°F | -40°F 14,400 94V-2 27 9 x 10° Rads Poor ASTM D-4066PA0922
Stabilized (PA46) 135°C | -40°C
Polypropylene - 239°F | -40°F 3,400 94-HB N/A 1 x 10° Rads Good ASTM D-4101PP0327
Chemical Resistant (PP) 115°C | -40°C
Polyamide 11 - UV 203°F | -40°F 6,600 94-V2 N/A 1 x 10° Rads Excellent ASTM D-4000PA0321
Resistant (PA11) 95°C | -40°C
*Polyamide 12 - 203°F | -40°F 6,600 94-V2 N/A 1 x 10° Rads Excellent ASTM D-4066PA411
UV resistant (PA12) 95°C | -40°C
Ethlenterafluorineethylene | 302°F | -112°F 5,800 94V-0 30 2 x 10° Rads Oustanding | UL2043, ASTM D-3159
(ETFE) 150°C | -80°C Type 1 Grade 1
Polyacetal (POM) 185°F | -40°F 6,500 94-HB N/A N/A Excellent -
85°C | -40°C
Polyetheretherketone 500°F | -67°F 14,600 94V-0 24 1 x 10° Rads Poor 21CFR 177.2415,
(PEEK) 260°C | -55°C EEC 93/9/EEC 151G
Thermoplastic 392°F | -50°F n/a 94V-0 N/A N/A Excellent -
Vulcanizate (TPV) 200°C | -45°C

* UV Resistant = Material contains less than 2% carbon or a UV additive to improve UV resistance.

Material Performance Guide
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Tensile Strength 8 8 8 9 | 7 8 7 | 10 | 2 5 6 | 5 5 | 10 | - 10=MostRecommended
1 = Least Recommended
High Temperature 2 3 2 2 2 3 2 9 2 1 1 10 3 10 10
Flammability 5 5 5 5 10 2 2 5 2 2 2 10 2 10 2
UV Resistance 1 1 5 7 1 7 2 1 5 8 8 10 9 1 1
Radiation 3 3 3 3 3 3 3 6 3 3 3 8 3 10 -
Chemical Resistance 6 6 6 6 6 6 6 6 8 8 8 10 - 10 -
- Hydrocarbons 8 8 8 8 8 8 8 8 6 8 8 10 8 10 4
- Chlorinated 6 6 6 6 6 6 6 6 3 8 8 10 5 10 4
Hydrocarbons
- Acids 2 2 2 2 2 8 5 5 10 8 5
- Bases 8 6 6 6 6 6 6 6 8 6 6 10 8 10 8
- Salts 3 3 3 3 3 3 3 3 10 8 8 10 8 10 8
Relative Cost low | Low | Med | Med | Med | Med Med | Med | Med | Med | Med | High Med | High | Med
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Bundling and Securing

Materials Information

Optimum storage conditions for cable ties made of polyamide (PA)
HellermannTyton cable ties and mounts are manufactured from high-quality polyamide (PA). This material is mainly
processed using injection molding, but can also be extruded.

Polyamide is a hygroscopic material. This means that the material absorbs and loses moisture. For optimum handling of
cable ties, it is important that the material is in a condition of equilibrium with a water content of approximately 2.5%.

The packaging used by HellermannTyton ensures that the water content in the material remains constant. Therefore, it is
important to store the products in their original packaging to preserve the quality of the ties and mounts.

A // (4
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A
// N )
Once opened you should use Do not expose the product to Store the product away from
the ties as quickly as possible. direct sunlight direct sources of heat

Ideal storage conditions:

w
o

73 °F 50%
relative
humidity
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Bundling and Securing

Cable Ties

Standard Cable Ties
T18 - T30 Series - Natural and Black

Material Data | @

Material Polyamide 6.6 (PA66) - L
Operatingﬁh-40 °F to +185 °F (-40 °C to +85 °C) continuous
Temperature

(O s I T W

_f
Flammability | UL94 V2 ()
ammabllity L 1]
i\ T

LISTED
File# E64139  File# E64139

Product Selection |

Min. Tensile Max. @
Strength Length (L) Bundle Width (W)
US Gov.
Article No. | Part No. | Type | Designation Ibs. (N) in. (mm) in. (mm) in. (mm) Color Pkg. Qty.
T18S
111-02805 [T1859C2 T18S - 18 Ibs (80) 3.27"  (83) 63" (16) 09" (2.3) Natural 100
111-02809 [T1859M4 | T18S - 18 Ibs (80) 3.27"  (83) 63" (16) 09" (2.3) 1000
111-02810 |T1850C2 T18S - 18 Ibs (80) 3.27"  (83) 63" (16) 09" (2.3) Black 100
111-02811 [T1850M4 | T18S - 18 Ibs (80) 3.27"  (83) 63" (16) |.09" (2.3) 1000
T18R
112-01819 [T18R9C2 | T18R | MS3367-4-9 18 Ibs (80) 4" (100) 87" (22) 10" (2.5) Natural 100
111-01872 [T18R9M4 | T18R | MS3367-4-9 18 Ibs (80) 4" (100) 87" (22) 10" (2.5) 1000
111-00405 |[T18R0C2 | T18R * 18 Ibs (80) 4" (100) 87" (22) 10" (2.5) Black 100
111-01841 [T18ROM4 | T18R * 18 Ibs (80) 4" (100) 87" (22) 10" (2.5) 1000
T18I
111-02311 |T1819C2 T18I - 18 Ibs (80) 5.51" (140) |[1.38" (35) 10" (2.5) Natural 100
111-02322 (T1819M4 T18I - 18 Ibs (80) 551" (140) |[1.38" (35) 10" (2.5) 1000
111-02308 |T18l0C2 T18I - 18 Ibs (80) 5.51" (140) |[1.38" (35) 10" (2.5) Black 100
111-02315 (T18l10M4 T18I - 18 Ibs (80) 5.51" (140) |[1.38" (35) 10" (2.5) 1000
T18L
111-02189 |T18L9C2 T18L - 18 Ibs (80) 8.0"  (205) |2.17" (55) 10" (2.5) Natural 100
111-02026 [T18L9M4 | T18L - 18 lbs (80) 8.0" (2050 [2.17" (55 |.10" (2.5) 1000
111-00401 |T18LOC2 T18L - 18 Ibs (80) 8.0" (205) |2.17" (55) 10" (2.5) Black 100
111-02015 [T18LOM4 | T18L - 18 Ibs (80) 8.0” (205) |2.17" (55) 10" (2.5) 1000
T30R
112-03019 |T30R9C2 | T30R | MS3367-5-9 30 Ibs (135) 5.9” (150) |1.38" (35) 14" (3.5) Natural 100
111-03047 [T30R9M4 | T30R | MS3367-5-9 30lbs  (135) 59”7 (150) [1.38" (35) |.14" (3.5) 1000
111-00438 |T30R0C2 | T30R * 30 lbs (135) 5.9” (150) |1.38" (35) 14" (3.5) Black 100
111-03034 [T30ROM4 | T30R * 30 Ibs (135) 5.9” (150) |1.38" (35) 14" (3.5) 1000
T30L
111-03325 |T30L9C2 T30L - 30 Ibs (135) 7.48" (190) [1.97" (50) 14" (3.5) Natural 100
111-03327 [T30L9M4 | T30L - 30lbs  (135) | 7.48" (190) [1.97" (50) |.14" (3.5) 1000
111-03313 |T30LOC2 T30L - 30 lbs (135) 7.48" (190) [1.97" (50) 14" (3.5) Black 100
111-03315 [T30LOM4 | T30L - 30 Ibs (135) 7.48" (190) [1.97" (50) 14" (3.5) 1000
T30LL
111-03515 |T30LL9C2 | T30LL - 30 Ibs (135) [11.42" (290) |3.15" (80) 14" (3.5) Natural 100
111-03517 |T30LL9M4 | T30LL - 30 Ibs (135) [11.42" (290) |3.15" (80) 14" (3.5) 1000
111-03501 |T30LLOC2 |T30LL - 30 lbs (135) [11.42" (290) |3.15" (80) 14" (3.5) Black 100
111-03511 [T30LLOM4 | T30LL - 30 Ibs (135) [11.42" (290) |3.15" (80) 14" (3.5) 1000
T30XL
111-02900 |T30XL9C2 | T30XL - 30 Ibs (135) [14.37" (365) [4.13" (105) |.14" (3.5) Natural 100
111-02907 [T30XL9M4 | T30XL - 30 Ibs (135) [14.37" (365) |4.13" (105) |.14" (3.5) 1000
111-02901 |T30XLOC2 | T30XL - 30 lbs (135) [14.37" (365) |4.13" (105) |.14" (3.5) Black 100
111-02903 [T30XLOM4 | T30XL - 30 Ibs (135) [14.37" (365) |4.13" (105) |.14" (3.5) 1000

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. MK9 and MK9P cannot be used with T18S cable ties.
Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.
* Military black available. Contact HellermannTyton for more information.

° For product information visit or www.hellermann.tyton.com or call 800-537-1512



Standard Cable Ties
T40 - T50 Series - Natural and Black

Material Data

\

@

Bundling and Securing

Cable Ties

Material | Polyamide 6.6 (PA66) L
Operatingg%-40 °F to +185 °F (-40 °C to +85 °C) continuous EI""'""'""'""'""'""'"""'""'""""""""""'" e —————
Temperature 1
Flammabilit uUL94 v2 )
y ® A
Product Selection 1 File# E64139  File# E64139
Min. Tensile
Strength Length (L) Max. @ Bundle| Width (W)
US Gov.

Article No. | Part No. | Type Designation Ibs. (N) in.  (mm) in.  (mm) in.  (mm) Color Pkg. Qty.
T40R
112-04019 |TAOR9C2 | T40R(U) - 40 Ibs (178) 8.27" (210) [2.16" (55) 16" (4.0) Natural 100
111-04131 |TAOR9M4 | TA0R(U) - 40 Ibs (178) 8.27" (210) [2.16" (55) 16" (4.0) 1000
112-04060 |TAOROC2 |T40R(U) - 40 lbs (178) 8.27" (210) [2.16" (55) 16" (4.0) Black 100
111-04122 |TAOROM4 | T40R(U) - 40 lbs (178) 8.27" (210) [2.16” (55) 16" (4.0) 1000
T40I
111-04609 |T4019C2 T40l - 40 Ibs (178) [11.42" (290) |[3.15" (80) 16" (4.0) Natural 100
111-04612 |T4019M4 T40I - 40 Ibs (178) [11.42" (290) |[3.15" (80) 16" (4.0) 1000
111-04600 |T4010C2 T40I - 40 Ibs (178) [11.42" (290) |[3.15" (80) 16" (4.0) Black 100
111-04604 |T4010M4 T40I - 40 Ibs (178) [11.42" (290) |3.15" (80) 16" (4.0) 1000
T40L
111-04300 |T40L9C2 | T40L - 40 Ibs (178) 144" (365) |4.13" (105) |.16" (4.0) Natural 100
111-04311 |T40LOM4 | T40L - 40 Ibs (178) 144" (365) |4.13” (105) |.16" (4.0) 1000
111-04301 |T40LOC2 | T40L - 40lbs  (178) | 14.4" (365) [4.13" (105) [.16" (4.0) Black 100
111-04305 |T40LOM4 | T40L - 40 Ibs (178) 14.4" (365) [4.13” (105) |.16" (4.0) 1000
T50S
111-05811 |T50S9C2 | T50S - 50 Ibs (225) 59" (150) |[1.38" (35) 18" (4.6) Natural 100
111-05813 |[T50S9M4 | T50S - 50 Ibs (225) 59" (150) |[1.38" (35) 18" (4.6) 1000
111-05806 |T50S0C2 | T50S - 50 lbs (225) 59" (150) [1.38” (35) 18" (4.6) Black 100
111-05808 |T50S0M4 | T50S - 50 Ibs (225) 59" (150) |[1.38" (35) 18" (4.6) 1000
T50R
112-05019 |TS0R9C2 | T50R MS3367-1-9 50 Ibs (225) 7.9  (200) |1.97" (50) 18" (4.6) Natural 100
111-04862 |TS0R9M4 | T50R MS3367-1-9 50 Ibs (225) 7.9 (200) |1.97" (50) 18" (4.6) 1000
111-04878 |TS0R0OC2 | T50R * 50 lbs (225) 7.9  (200) |1.97" (50) 18" (4.6) Black 100
111-04846 |TSOROM4 | T50R * 50 Ibs (225) 7.9 (200) |1.97" (50) 18" (4.6) 1000
T50I
112-05219 |T5019C2 T50I MS3367-7-9 50 Ibs (225) 11.8” (300) |3.35" (85) 18" (4.6) Natural 100
111-05230 |T5019M4 T50I MS3367-7-9 50 Ibs (225) 11.8” (300) |3.35" (85) 18" (4.6) 1000
111-00444 |T5010C2 T50I * 50 lbs (225) 11.8” (300) |3.35" (85) 18" (4.6) Black 100
111-05216 |T50I0M4 | T50I * 50 Ibs (225) 11.8” (300) |3.35" (85) 18" (4.6) 1000
T50L
112-05419 |T50L9C2 | T50L MS3367-2-9 50 Ibs (225) [15.35” (390) |4.33" (110) |.18" (4.6) Natural 100
111-05449 |T50L9M4 | T50L MS3367-2-9 50 Ibs (225) [15.35” (390) |4.33” (110) |.18" (4.6) 1000
111-00445 |T50L0C2 | T50L * 50 lbs (225) [15.35” (390) [4.33" (110) |.18" (4.6) Black 100
111-00504 |TS0LOM4 | T50L * 50 Ibs (225) [15.35” (390) |4.33" (110) |.18" (4.6) 1000

Installation tools - EVO7, MK7HT,
Use Part No. for ordering and Type for specification purposes.
* Military black available. Contact HellermannTyton for more information.

, MK7P, MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes.

HellermannTyton @



Bundling and Securing

Cable Ties

Standard Cable Ties
T18R and T30R Series - Colors

Material Data L @

Material Polyamide 6.6 (PA66)
Operatingik-40 °F to +185 °F (-40 °C to +85 °C) continuous
Temperature
Flammability | UL94 V2

@ R,

‘ File# E64139  File# E64139

Product Selection

Min. Tensile Strength Length (L) Max. @ Bundle Width (W)
Article No. Part No. Type Ibs. (N) in.  (mm) in.  (mm) in.  (mm) Color Pkg. Qty.
T18R
116-01811 |T18R1C2 T18R 18 Ibs (80) 4" (100) 87" (22) 10" (2.5) Brown 100
111-01849 |T18R1M4 T18R 18 Ibs (80) 4" (100) .87" (22) 10" (2.5) 1000
111-01880 |T18R2C2 T18R 18 Ibs (80) 4" (100) .87" (22) 107 (2.5) Red 100
111-01882 |T18R2M4 T18R 18 Ibs (80) 4" (100) .87" (22) 107 (2.5) 1000
116-01813 |T18R3C2 T18R 18 Ibs (80) 4" (100) .87" (22) 107 (2.5) 100
111-01877 |T18R3M4 T18R 18 Ibs (80) 4" (100) .87" (22) 107 (2.5) 1000
111-01896 |T18R4C2 T18R 18 Ibs (80) 4" (100) .87" (22) 107 (2.5) 100
111-01898 |T18R4AM4 T18R 18 Ibs (80) 4" (100) .87" (22) 107 (2.5) 1000
111-01853 |T18R5C2 T18R 18 Ibs (80) 4" (100) 87" (22) 107 (2.5) Green 100
111-01855 |T18R5M4 T18R 18 Ibs (80) 4" (100) 87" (22) 10" (2.5) 1000
111-01842 |T18R6C2 T18R 18 lbs (80) 4" (100) .87" (22) 10" (2.5) Blue 100
111-01845 |T18R6M4 T18R 18 Ibs (80) 4" (100) .87" (22) 107 (2.5) 1000
116-01817 |T18R7C2 T18R 18 Ibs (80) 4" (100) .87" (22) 107 (2.5) purple 100
111-01888 |[T18R7M4 T18R 18 Ibs (80) 4" (100) .87" (22) 107 (2.5) 1000
111-01857 |T18R8C2 T18R 18 Ibs (80) 4" (100) .87" (22) 107 (2.5) 100
111-01859 |T18R8M4 T18R 18 Ibs (80) 4" (100) .87" (22) 107 (2.5) 1000
116-01819 |T18R10C2 T18R 18 Ibs (80) 4" (100) .87" (22) 107 (2.5) White 100
111-01892 |T18R10M4 T18R 18 Ibs (80) 4" (100) 87" (22) 107 (2.5) 1000
T30R
116-03011  |T30R1C2 T30R 30 Ibs (135) 5.9”  (150) 1.38" (35) 14" (3.5) Brown 100
111-03038 |[T30R1M4 T30R 30 Ibs (135) 5.9”  (150) 1.38" (35) 14" (3.5) 1000
116-03012  |T30R2C2 T30R 30 Ibs (135) 5.9”  (150) 1.38" (35) 14" (3.5) Red 100
111-03056 |T30R2M4 T30R 30 Ibs (135) 5.9”  (150) 1.38” (35) 14" (3.5) 1000
116-03013 |T30R3C2 T30R 30 Ibs (135) 5.9”  (150) 1.38” (35) 14" (3.5) 100
111-03052 |T30R3M4 T30R 30 Ibs (135) 5.9”  (150) 1.38” (35) 14" (3.5) 1000
116-03014  |T30R4C2 T30R 30 Ibs (135) 5.9”  (150) 1.38” (35) 14" (3.5) 100
111-03065 |T30R4MA4 T30R 30 Ibs (135) 5.9”  (150) 1.38” (35) 14" (3.5) 1000
116-03015  |T30R5C2 T30R 30 Ibs (135) 5.9”  (150) 1.38” (35) 14" (3.5) Green 100
111-03041 |T30R5M4 T30R 30 Ibs (135) 5.9”  (150) 1.38” (35) 14" (3.5) 1000
116-03016  |T30R6C2 T30R 30 Ibs (135) 5.9”  (150) 1.38" (35) 14" (3.5) Blue 100
111-03036 |T30R6M4 T30R 30 Ibs (135) 5.9”  (150) 1.38” (35) 14" (3.5) 1000
116-03017 |T30R7C2 T30R 30 Ibs (135) 5.9 (150) 1.38” (35) 14" (3.5) Purple 100
111-03062 |[T30R7M4 T30R 30 Ibs (135) 5.9”  (150) 1.38” (35) 14" (3.5) 1000
116-03018 |T30R8C2 T30R 30 Ibs (135) 5.9”  (150) 1.38” (35) 14" (3.5) 100
111-03061 |T30R8M4 T30R 30 Ibs (135) 5.9”  (150) 1.38" (35) 147 (3.5) 1000
116-03019  |116-03019 T30R 30 Ibs (135) 5.9”  (150) 1.38” (35) 147 (3.5) White 100
116-03064 |T30R10M4 T30R 30 Ibs (135) 5.9”  (150) 1.38” (35) 147 (3.5) 1000

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. MK9 and MK9P cannot be used with T18S cable ties.

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

a For product information visit or www.hellermann.tyton.com or call 800-537-1512



Bundling and Securing

Cable Ties

Standard Cable Ties
T50R and T50L Series - Colors

Material Data l /'T;Q

Material | Polyamide 6.6 (PA66)

O I T ) W Operating -40 °F to +185 °F (-40 oc to +85 oc) continuous
t Temperature

Flammability | UL94 V2

®

‘ File# 64139  File# E64139

Product Selection

Min. Tensile Strength Length (L) Max. @ Bundle | Width (W)
Article No. Part No. Type lbs. (N) in.  (mm) in.  (mm) in. (mm) Color Pkg. Qty.
T50R
116-05011 |T50R1C2 T50R 50 lbs (225) 7.9" (200) 1.97" (50) 18" (4.6) Brown 100
111-04852 |TSOR1M4 T50R 50 Ibs (225) 7.9" (200) 1.97" (50) 18" (4.6) 1000
116-05012 |T50R2C2 T50R 50 Ibs (225) 7.9" (200) 1.97" (50) 18" (4.6) Red 100
111-04868 |T50R2M4 T50R 50 Ibs (225) 7.9" (200) 1.97" (50) 18" (4.6) 1000
116-05013 |T50R3C2 T50R 50 Ibs (225) 7.9" (200) 1.97" (50) 18" (4.6) 100
111-04865 |T50R3M4 T50R 50 lbs (225) 7.9" (200) 1.97" (50) 18" (4.6) 1000
116-05014 |T50R4C2 T50R 50 lbs (225) 7.9" (200) 1.97" (50) 18" (4.6) 100
111-04892 |T50R4M4 T50R 50 lbs (225) 7.9" (200) 1.97" (50) 18" (4.6) 1000
116-05015 |T50R5C2 T50R 50 lbs (225) 7.9" (200) 1.97" (50) 18" (4.6) Green 100
111-04854 |TSO0R5M4 T50R 50 lbs (225) 7.9" (200) 1.97" (50) 18" (4.6) 1000
116-05016 |T50R6C2 T50R 50 Ibs (225) 7.9" (200) 1.97" (50) 18" (4.6) Blue 100
111-04849 |T50R6M4 T50R 50 Ibs (225) 7.9" (200) 1.97" (50) 18" (4.6) 1000
116-05017 |T50R7C2 T50R 50 Ibs (225) 7.9" (200) 1.97" (50) 18" (4.6) Purple 100
111-04877 |TS50R7M4 T50R 50 Ibs (225) 7.9" (200) 1.97" (50) 18" (4.6) 1000
111-04870 |TS50R8C2 T50R 50 Ibs (225) 7.9 (202) 1.97" (50) 18" (4.6) 100
111-04872 |T50R8M4 T50R 50 Ibs (225) 7.9 (200) 1.97" (50) 18" (4.6) 1000
116-05019 |T50R10C2 T50R 50 lbs (225) 7.9" (200) 1.97" (50) 18" (4.6) White 100
111-04879 |T50R10M4 T50R 50 lbs (225) 7.9" (200) 1.97" (50) 18" (4.6) 1000
T50L
111-05443 |T50L1C2 T50L 50 Ibs (225) 15.35"  (390) 433" (110) 18" (4.6) Brown 100
111-05444 |T50L1M4 T50L 50 Ibs (225) 15.35"  (390) 433" (110) 18" (4.6) 1000
111-05457 |T50L2C2 T50L 50 Ibs (225) 15.35"  (390) 433" (110) 18" (4.6) Red 100
111-05458 |T50L2M4 T50L 50 lbs (225) 15.35"  (390) 433" (110) 18" (4.6) 1000
111-05451 [T50L3C2 T50L 50 lbs (225) 15.35"  (390) 433" (110) 18" (4.6) 100
111-05454 |T50L3M4 T50L 50 lbs (225) 15.35"  (390) 433" (110) 18" (4.6) 1000
111-05467 |T50L4C2 T50L 50 Ibs (225) 15.35"  (390) 433" (110) 18" (4.6) 100
111-05468 |T50L4M4 T50L 50 Ibs (225) 15.35"  (390) 433" (110) 18" (4.6) 1000
111-05445 |T50L5C2 T50L 50 Ibs (225) 15.35”  (390) 433" (110) 18" (4.6) Green 100
111-00502 |T50L5M4 T50L 50 Ibs (225) 15.35”  (390) 433"  (110) 18" (4.6) 1000
111-05431 |T50L6C2 T50L 50 Ibs (225) 15.35"  (390) 433" (110) 18" (4.6) Blue 100
111-05434 |T50L6M4 T50L 50 lbs (225) 15.35"  (390) 433" (110) 18" (4.6) 1000
111-05464 [T50L7C2 T50L 50 lbs (225) 15.35"  (390) 433" (110) 18" (4.6) Purple 100
111-00503 |T50L7M4 T50L 50 lbs (225) 15.35"  (390) 433" (110) 18" (4.6) 1000
111-05461 |T50L8C2 T50L 50 lbs (225) 15.35"  (390) 433" (110) 18" (4.6) 100
111-05462 |T50L8M4 T50L 50 Ibs (225) 15.35"  (390) 433" (110) 18" (4.6) 1000
111-05466 |T50L10C2 T50L 50 Ibs (225) 15.35"  (390) 433" (110) 18" (4.6) White 100
111-05465 |T50L10M4 T50L 50 Ibs (225) 15.35"  (390) 433" (110) 18" (4.6) 1000

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. MK9 and MK9P cannot be used with T18S cable ties.

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

HellermannTyton Q



Bundling and Securing

Cable Ties

Heavy Duty Cable Ties Material Data 1 é@
) L N Material Polyamide 6.6 (PA66)

| & I MO > w Operatingg%-40 °F to +185 °F (-40 °C to +85 °C) continuous

K Temperature
Flammability%*UL94 V2
T120 Series ‘Q' e us
- 1 File# E64139  File# E64139
{ Product Selection I
Min. Tensile
Strength Length (L) |Max. @ Bundle| Width (W)
US Gow.

Article No. | Part No. | Type | Designation Ibs. (N) in. (mm) in. (mm) in. (mm) Color Pkg. Qty.
T120S

111-12819 |T120S9K2 | T120S - 120 Ibs (535) 8.85” (225) [2.17” (55) 30" (7.6) Natural 50
111-12813 |T120S9H4 | T120S - 120 lbs (535) 8.85” (225) [2.17” (55) 30”7 (7.6) 500
111-12803 [T120S0K2 | T120S - 120 Ibs (535) 8.85” (225) [2.17” (55) 30" (7.6) Black 50
111-12808 |T120S0H4 | T120S - 120 lbs (535) 8.85” (225) [2.17” (55) 30" (7.6) 500
T1201

111-12211 |T12019K2 | T120I - 120 Ibs (535) 11.817 (300) |[3.15” (80) 30”7 (7.6) Natural 50
111-12213 |T12019H4 | T120I - 120 lbs (535) 11.81” (300) |[3.15” (80) 30" (7.6) 500
111-12201 [T12010K2 | T120l - 120 1bs  (535) |11.81” (300) |3.15” (80) 307 (7.6) Black 50
111-12206 |T12010H4 | T120I - 120 lbs (535) 11.81”7 (300) |[3.15” (80) 30" (7.6) 500
T120R

112-12019 [T120R9K2 | T120R | MS3367-3-9 | 120 lbs (535) 15.24” (387) [4.13” (105) 30”7 (7.6) Natural 50
111-12036 |T120R9H4 [ T120R | MS3367-3-9 | 120 Ibs (535) 15.24” (387) |[4.13” (105) 30”7 (7.6) 500
112-12060 [T120R0K2 | T120R * 120 1bs  (535) |15.24” (387) |4.13” (105) |30” (7.6) Black 50
111-12013 |T120R0H4 | T120R * 120 lbs (535) 15.24” (387) |[4.13” (105) 30" (7.6) 500
T120L

111-12419 [T120L9K2 | T120L | MS3367-6-9 | 120 lbs (535) 30.07 (760) |8.85” (225) 30”7 (7.6) Natural 50
111-12405 |T120LOK2 | T120L * 120 lbs (535) 30.0” (760) |8.85” (225) 30”7 (7.6) Black 50

Installation tools - MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification
purposes. *Military black available. Contact HellermannTyton for more information.

T150 Series s

. File# E64139
l Product Selection }

Min. Tensile
Strength Length (L) Max. @ Bundle| Width (W)
US Gov. Pkg.

Article No. Part No. Type Designation Ibs. (N) in. (mm) in.  (mm) in. (mm) Color Qty.
T150R
111-15203 [T150R9X2 [T150R(U) - 175lbs  (780) |15.35” (390) | 4.13” (105) |.35” (8.8) Natural 25
111-15200 [T150R0X2 [T150R(V) - 1751bs  (780) |15.35” (390) | 4.13” (105) |.35” (8.8) Black 25
T150M
111-15619 [T150M9X2 | T150M - 1751lbs  (780) |21.00” (530) |5.91” (150) |.35” (8.9) Natural 25
111-00124 [T150M0X2 | T150M - 1751bs  (780) |21.00” (530) |5.91” (150) |.35” (8.9) Black 25
T150L
111-15419 |T150L9X2 T150L - 1751bs  (780) |32.28” (820) |9.65” (245) |.35” (8.9) Natural 25
111-15405 |T150L0X2 T150L - 1751bs  (780) |[32.28” (820) |9.65” (245) |.35” (8.9) Black 25
T150LL
111-15719 |T150LL9X2 | T150LL - 1751bs  (780) |36.42” (925) ([10.83” (275) |.35” (8.9) Natural 25
111-15700 |[T150LLOX2 | T150LL - 1751lbs  (780) |36.42” (925) |[10.83” (275) |.35” (8.9) Black 25
T150XL
111-15519 [T150XL9X2 | T150XL - 1751bs  (780) |43.11” (1095) [13.00” (330) |.35” (8.9) Natural 25
111-15500 [T150XLOX2 | T150XL - 1751bs  (780) |43.11” (1095) [13.00” (330) |.35” (8.9) Black 25
T150XLL
111-15304 [T150XLL9X2 | T150XLL - 175lbs  (780) |52.17” (1325) [15.95” (405) |.35” (8.9) Natural 25
111-15300 [T150XLLOX2 | T150XLL - 1751bs  (780) |52.17” (1325) [15.95” (405) |.35” (8.9) Black 25

Installation tools - MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification

purposes. . . .
G For product information visit or www.hellermann.tyton.com or call 800-537-1512



Bundling and Securing

Cable Ties

Wide Strap Heavy Duty Cable Ties

The wide strap cable tie minimizes pinching on soft bundles and features a low profile
head to provide compact bundling. A thinner strap provides increased flexibility for
improved ergonomics

Designed to minimize pinching of soft hoses and convoluted tubing
Low profile head

— Clamping rails on the bottom of head to increase grip on round bundles
— Large bundle diameter range: .375" - 4.125" (9.5mm - 104.7mm)

— Flexible strap with bent tip for quick insertion into mounts

Material Data ! é@
Material | Polyamide 6.6 impact modified, Heat
Stabilized, UV Resistant (PA66HIRHS)
Operating__-40 °F to +230 °F (-40 °C to +110 °C)
Temperature continuous
Flammability | UL94 HB

w A )

Product Selection \

|
Min. Tensile Strength Length (L) Max. @ Bundle Width (W)
Article No. Part No. Type Ibs. (N) in. (mm) in. (mm) in. (mm) Color Pkg. Qty.
111-12300 [111-12300 WSS 120 lbs (534) 9.1” (231.14) 2.25”  (57.15) | .57 (12.7) Black 300
111-12301 [111-12301 WSI 120 Ibs (534) 12.1”7 (307.34) 3.25” (82.55) | .57 (12.7) Black 300
111-12302 {111-12302 WSR 120 lbs (534) 15.1”7 (383.54) | 4.125” (104.78) | .5 (12.7) Black 300

Installation tools - MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification
purposes.

T255 Series Heavy Duty Cable Ties

HellermannTyton's T255 series heavy duty cable ties are ideal for bundles
requiring a strong cable tie that may also require a higher temperature rating
than the T250 series. These ties have a tensile strength of 250 Ibs.

Material Data ‘ éDHS)

Material | Polyamide 6.6 impact modified, Heat

Stabilized, UV Resistant (PAGGHIRHS)
Operating | -40 °F to +230 °F (-40 °C to +110 °C)

Temperature | continuous

Flammability | UL94 HB

(Y (N, b
t N B“I.I

File# E64139

I

{ Product Selection ‘

‘Min. Tensile Strength Length (L) Max. @ Bundle| Width (W)
Article No. Part No. Type Ibs. (N) in.  (mm) in.  (mm) in. (mm) Color Pkg. Qty.
111-25500 [T255SOHIRX2 T255S 250 lbs (1115) 8.86” (225) |2.16” (55) 49”7 (12.5) Black 25
111-25400 [T255ROHIRX2 T255R 250 Ibs (1115) | 20.28” (520) 571”7 (145) |.49” (12.5) Black 25
111-25300 [T255MOHIRX2 T255M 250 lbs (1115) | 22.05” (565) | 6.30” (160) |.49” (12.5) Black 25
Installation tools - MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification

purposes.

HellermannTyton Q



Bundling and Securing

Cable Ties

Heavy Duty Cable Ties
T250 Series

These cable ties offer a high minimum tensile strength and have a
buckle feature which allows the end of the cable tie to be tucked
away if necessary. The buckle also snaps into HellermannTyton
lashing tie mounts (LTM).

Material Data }
Material | Polyamide 6.6 (PA66)
Operatingg_-40 °F to +185 °F (-40 °C to +85 °C) continuous
Temperature

Flammability%_UL94 V2

{ T250 heavy duty cable tie and lashing tie mount application
RoHs

H\l|HHHIHIHNHNWH[Hﬂ[\WIHH”U\\H”U\HHHHlHlHHlW\lHH________ D :w
- L A

File# E64139

Product Selection }

Min. Tensile
Strength Length (L) Max. @ Bundle Width (W)

Article No. Part No. Type lbs. (N) in. (mm) in. (mm) in.  (mm) Color Pkg. Qty.
T250S

111-24702 |T250S9X2 T250S 250 lbs (1115) 9.05” (230) 217”7 (55) 49”7 (12.5) Natural 25

111-24700 |T250S0X2 T250S 250 Ibs (1115) 9.05” (230) 2.17” (55) 49”7 (12.5) Black 25
T250R

111-24803 |T250R9X2 T250R 250 lbs (1115) 20.47”  (520) 571" (145) 49”7 (12.5) Natural 25

111-24801 |T250R0X2 T250R 250 lbs (1115) 20.47”  (520) 5.71” (145) 49”7 (12.5) Black 25
T250M

111-25002 |T250M9X2 T250M 250 Ibs (1115) 22.24”  (565) 5.90” (150) 49”7 (12.5) Natural 25

111-25001 |T250M0X2 T250M 250 lbs (1115) 22.24”  (565) 5.90” (150) 49”7 (12.5) Black 25
T2501

111-25219 |T25019X2 T250I 250 lbs (1115) 28.54”  (725) 8.00” (203) 49”7 (12.5) Natural 25

111-00507 |T25010X2 T250I 250 lbs (1115) 28.54”  (725) 8.00” (203) 49”7 (12.5) Black 25
T250L

111-00436 |T250L9X2 T250L 250 lbs (1115) 34.65”  (880) 10.00”  (254) 49”7 (12.5) Natural 25

111-24601 |T250L0X2 T250L 250 lbs (1115) 34.65” (880) 10.00”  (254) 49”7 (12.5) Black 25
T250XL

111-00466 (T250XL9X2 T250XL 250 lbs (1115) 40.55” (1030) 12.00”  (305) 49”7 (12.5) Natural 25

111-25200 |T250XL0OX2 T250XL 250 Ibs (1115) 40.55”  (1030) 12.00” (305) 49”7 (12.5) Black 25

Installation tools - MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification
purposes.

For product information visit or www.hellermann.tyton.com or call 800-537-1512



Bundling and Securing

Cable Ties - High Temperature

T18 - T120 Series - Heat Stabilized

HellermannTyton's heat stabilized cable ties provide excellent resistance when exposed to high heat.

Material Data (~ j
' RoHs
Material Polyamide 6.6 heat stabilized
(PA66HS)
Operating -40 °F to +257 °F (-40 °C to +125 °C)
Temperature continuous
Flammability UL94 v2

lIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIl

(O T > W
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File# E64139  File# £64139
[ Product Selection 1
Min. Tensile Strength Length (L) Max. @ Bundle| Width (W)

Article No. Part No. Type lbs. (N) in. (mm) in.  (mm) in. (mm) Color Pkg. Qty.
T18S

111-02815 [T18SOHSM4 T18s | 181bs (80 [3277 (83) [ 63 (16) [.09° (23 | Black 1000
T18R

111-01905 |T18ROHSC2 T18R 18 Ibs (80) 4 (100) | 877 (2) |.107 (2.5 Black 100

111-00476 |T18ROHSMA4 T18R 18 Ibs (80) 4 (100) | 877 (22) |.10” Black 1000
T18I

111-02305 |T1810HSM4 T8l | 181bs (80) [ 557 (140) [138" (35 [.10" (25 | Black 1000
T18L

111-00403 |T18LOHSC2 T18L 18 Ibs (80) 8.0” (205 |2.177 (55) |.10” Black 100

111-00404 |T18LOHSMA4 T18L 18 Ibs (80) 8.0” (205 | 2177 (55) |.10”7 (2.5) Black 1000
T30R

111-03067 |T30ROHSC2 T30R 30 Ibs (135) 59”7  (150) | 1.38” (35) |.14” (3.5) Black 100

111-03068 |T30ROHSMA4 T30R 30 Ibs (135) 597  (150) | 1.38” (35) |.14” (3.5 Black 1000
T50R

111-04900 |T50ROHSC2 TSO0R 50 Ibs (225) 7.9 (200) | 1.977 (50) |.18" (4.6) Black 100

111-04901 |TS0ROHSM4 TSO0R 50 Ibs (225) 7.97  (200) | 1977 (500 |.18” (4.6) Black 1000
T501

111-05248 [T5010HSC2 50l 50 Ibs (225) | 11.8”7 (300) |3.35” (85) |.18” (4.6) Black 100

111-05251 |T5010HSM4 50l 50 Ibs (25) | 11.8” (300) |3.35” (85) |.18” (4.6) Black 1000
T50L

111-05470 |[T50LOHSC2 T50L 50 Ibs (225) [ 15357 (390) | 4337 (110) |.18” (4.6) Black 100

111-05471 |T50LOHSMA4 T50L 50 Ibs (225) | 1535”7 (390) | 4.33” (110) |.18” (4.6) Black 1000
T120R

111-12061 |T120ROHSK2 TI20R | 1201bs  (535) | 15.24” (387) | 4.13” (105) |.30” (7.6) Black 50

111-12058 [T120ROHSH4 | T120R | 1201bs  (535) | 15.24” (387) | 4.13” (105) |.30” (7.6) Black 500

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. MK9 and MK9P cannot be used with T18S cable ties.
Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.
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Bundling and Securing

Cable Tie - High Temperature

PA46 Ties

HellermannTyton's high temperature
cable ties provide excellent resistance
in operating temperatures up to 275°F
(135°C), while still maintaining tensile
strength properties.

Material Data
Material Polyamide 4.6 (PA46)
Operating -40 °F to +275 °F (-40 °C to +135 °C)
Temperature continuous
Flammability UL94 v2

(MMM | w

Product Selection |

|
Min. Tensile Max O

Strength Length (L) Bundle Width (W) Pkg
Article No. Part No. Type Ibs. (N) in. (mm) in. (mm) in. (mm) | Color | Qty.
111-01836 | T18R1STNLMS5 | T18R1STNLM5 | 18 Ibs. (80) 4" (100) 87" (22) 10" (2.5) Brown | 100
111-01269 | T30R1STNLM4 | T30R1STNLM4 | 30 Ibs. (135) 5.9" (150) | 1.38" (35) 14" (3.5) Brown | 100
111-04839 | T50R1STNLM5 | T50R1STNLMS | 50 Ibs. (225) 7.9" (200) | 1.97" (50) 18" (4.6) Brown | 100
111-05423 T50L1STNLM4 T50L1STNLM4 | 50 lbs. (225) | 15.3" (390) | 4.33" (110) 18" (4.6) Brown | 100

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. MK9 and MK9P cannot be used with T18S cable ties.
Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

For product information visit or www.hellermann.tyton.com or call 800-537-1512



PAEK High-Heat Cable Management Solutions

PAEK Cable Ties

HellermannTyton PAEK cable ties offer very high temperature
resistance for use in demanding applications such as in engine
compartments, near exhaust components, and in enclosed
industrial cabinets. PAEK ties are inside serrated and feature a high
performance design that, along with the material, offer extremely
high tensile strength for demanding applications.

Material Features & Benefits
¢ Very high heat resistance up to 200°C (392°F).

e PAEK material has double the tensile strength of nylon.

e Very good chemical resistance against hydrocarbons.

Ca

Bundling and Securing

ble Ties - High Temperature

Material Data

Material

Operating
Temperature

Flammability

Polyaryletherketone (PAEK)

-67°F to +392°F
(-55°C to +200°C)

UL94 Vo

” H : * > 2 :
W [ 1U TCA - )
\\4 L ﬁ i y <
| Product Selection_,
Min. Tensile Max. Bundle
Strength Length (L) (4] Width (W) Pkg
Article No. Part No. Type Ibs. (N) in. (mm) in. (mm) in. (mm) Color Qty
111-01670 111-01670 PAT100R 100.0 (445) 5.9 (150.5) 1.38 (35.0) 0.33(8.4) Beige (BGE) 100
111-01699 111-01699 PAT100L 100.0 (445) 7.9 (200.6) 2.0(50.8) 0.33(8.4) Beige (BGE) 100
Use Part No. for ordering and Type for specification purposes.
PAEK Fir Tree Mount and Cable Tie Assembly
High heat resistant fir tree and cable tie assemblies provide a secure :
grip in mounting holes. The mount provides low insertion and -
high extraction force and slides along the cable tie for the proper -
orientation. Sold as an assembly with the cable tie and mount.
s
Features and Benefits
e Fir tree push mount offers simple and easy to use method of
bundling and fixing cable ties. Material Data
. . ., . . . Material Polyaryletherketone (PAEK
e Fir tree design ensures a positive secure fixing into panels with _ | ( )
thicknesses from 1.25 mm to 6.0 mm or threaded blind holes. Operating LA L
Temperature (-55°C to +200°C)
¢ High heat resistance offers maximum performance on both fixing Flammability UL94 VO
surface and area near bundle.
Product Selecti Cable Tie Mount
roduct >election
— Min.
Tensile Max. Length Length | Length | Width | Height
Strength |Bundle @ (L) Width (W)| Disc @ (L2) (L3) (w3) (H2) Pkg
Article No. | Part No. Type Ibs. (N) [ in.(mm) |in.(mm) | in.(mm) [in. (mm) |in. (mm) | in. (mm) |in. (mm)|in. (mm)| Color | Qty
100.0 1.38 5.9 0.33 0.73 0.35 0.75 0.2 0.50 | Beige
156-01555 | 156-01555 | PAT100RFT6LG (445) (35) (150.5) ©.4) (186) ©.0) (19.2) ©) 126) | ©G 500
100.0 1.97 7.9 0.33 0.73 0.35 0.75 0.2 0.50 | Beige
156-01513 | 156-01513 | PATIOOLFT6LG | )\ o0 50) 2006) ©.4) (18.6) ©.0) (19.2) © 126 | @ae | 5%

Use Part No. for ordering and Type for specification purposes.
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Bundling and Securing

Cable Ties - Special Material

UV Stabilized Cable Ties

Used in the solar industry and other applications, HellermannTyton offers

Material Data

(Romy)
Polyamide 6.6 - 2% Carbon UV

cable ties made of UV stabilized PA66UV material. This provides additional Material
protection against UV radiation for long-term outdoor use and is available | Stabilized (OUV)
in various styles, tensile strengths and bundle diameters. Operating -40 °F to +185 °F (-40 °C to +85 °C)
Temperature continuous
| L 1 4 Flammability T UL94 v2
m-unmm-mnmm-mnmuumnm-uuummmuuum umnm-mmnmnmm-mnmm-mmmmummmul—
Product Selection
Min. Tensile Length Max Width
Article No. Part No. Type Strength Bundle Color Pkg.
Ibs. (N) in. (mm) in. (mm) in. (mm) Qty
111-03075 T30ROUVC2 T30R 30 (135) 5.9 (150) 1.38 (35) 14 (3.5) Black 100
111-04912 T50R0UVC2 T50R 50 (225) 7.9 (200) 1.97 (50) .18 (4.6) Black 100
111-05477 T50L0UVC2 T50L 50 (225) 15.35(390) 4.33 (110) .18 (4.6) Black 100
111-00400 T120ROUVC2 T120R 120 (535) 15.24 (387) 4.13 (105) .30 (7.6) Black 100

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. MK9 and MK9P cannot be used with T18S cable ties.
Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

Heat/UV Stabilized Nylon 6.6 Cable Ties

Manufactured from a specially-formulated impact-resistant, heat

Material Data

Ve w
RoHs
Polyamide 6.6 — High Impact

and UV stabilized PA6.6 material, these cable ties offer increased Material
flexibility, impact strength, heat and UV resistance to endure moisture x::":;el:;_:ﬁ:;)a“d S zE
fluctuations. These cable ties feature inside serrations providing a —_
itive hold t . d cable bundl The head desi t Operating -40 °F to +230 °F (-40 °C to +110 °C)
p95| ive .o onto wire and cable un. es. ‘ e head design guara.m ees Temperature continuous
high tensile strength, as well as a low insertion force. The bent tail T
. . . . Flammability UL94 HB
allows for quick and simple installation by hand.
1- L ]
w
_f
Product Selection
Min. Tensile Length Max Width
Article No. Part No. Type Strength Bundle Color Pkg.
Ibs. (N) in. (mm) in. (mm) in. (mm) Qty
111-03066 T30ROHIRM4 T30R 30 (135) 6.0" (150) 1.4" (35) 0.14" (3.6) Black 1000
111-01566 T50ROHIRM4 T50R 50 (225) 8.0" (202) 2.0" (50) 0.18" (4.6) Black 1000
111-01128 111-01128 T50L 50 (225) 15.0" (390) 4.3" (110) 0.19" (4.7) Black 1000

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. MK9 and MK9P cannot be used with T18S cable ties.
Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

For product information visit or www.hellermann.tyton.com or call 800-537-1512



Bundling and Securing

Cable Ties - Special Material

PA11 Ties
oy . . Material Data 7
These inside serrated cable ties are manufactured from Polyamide 11 - - R@
. . . . . . Material Polyamide 11 (PA11)
which provides excellent UV, chemical and moisture resistance, allowing =
. . . C Operating -40 °F to +203 °F (-40 °C to +95 °C)

a longer life span in outdoor use. This material is recommended for .

I ) ) Temperature continuous
applications exposed to metal oxides. The tie strap has smooth edges —_

. Flammability UL94 HB
which prevent bundle damage.
1- L ]
w
_f
Product Selection
Min. Tensile Length Max Width
Article No. Part No. Type Strength Bundle Color Pkg.
Ibs. (N) in. (mm) | in. (mm) in. (mm) Qty

111-01264 111-01264 GL200 45 |bs (200) 8.0" (203) 2.0" (50) 18" (4.7) Black 100

111-01265 111-01265 GL250 56 Ibs (250) 10.0" (252) 2.6" (65) 19" (4.8) Black 100

111-01266 111-01266 GL300 56 Ibs (250) 12.01" (301) 3.1" (80) 19" (4.8) Black 100

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P.
Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

PA12 Ties

These inside serrated cable ties are manufactured from Polyamide Material Data r&@
12 which provides excellent UV, chemical and moisture resistance, Material Polyamide 12 (PA12)

allowing a longer life span in outdoor use. Polyamide 12 material Operating | -40 °F to +203 °F (-40 °C to +95 °C)
absorbs slightly less moisture than Polyamide 11, yet is equally resistant Temperature | continuous

to metal oxides. The bent tail allows for quick and simple installation Flammability UL94 V2

through the head of the tie. The tie strap has smooth edges which
prevent bundle damage.

L
I

w

Product Selection
Min. Tensile Length Max Width
Article No. Part No. Type Strength Bundle Color Pkg.
Ibs. (N) in. (mm) in. (mm) in. (mm) Qty
111-01560 111-01560 T50R 45 (200) 6.0" (150) 1.4" (35) 0.14" (3.6) Black 100
111-01562 111-01562 T50L(US) 45 (200) 15.0" (390) 4.3" (110) 0.19" (4.8) Black 100
111-01563 111-01563 T50XL(US) 45 (200) 18.0" (467) 5.3" (134) 0.19" (4.8) Black 100

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P.
Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

HellermannTyton @



Bundling

and Securing

Cable Ties - Special Material

T18 - T50 -

Flame Retardant

HellermannTyton's flame retardant cable ties meet the UL 94VO0 flammability requirements.

Material Data

=

Material

Operating
Temperature

Flammability

Polyamide 6.6 VO (PA66V0)

-40 °F to +185 °F (-40 °C to +85 °C) continuous

UL94 vo

lIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIl

(I [ D W

_f

LOCIEK - T

File# E64139  File# E64139
Product Selection 1
Min. Tensile Strength Length (L) Max. @ Bundle | Width (W)

Article No. Part No. Type lbs. (N) in.  (mm) in. (mm) in.  (mm) Color Pkg. Qty.
T18R

111-01834 |T18R9VOC2 T18R 18 Ibs (80) 4” (100) .87 (22) 10”7 (2.5) White 100

111-01835 |T18R9VOM4 T18R 18 Ibs (80) 4” (100) .87” (22) 10”7 (2.5) White 1000

111-01833 |T18ROVOC2 T18R 18 Ibs (80) 4" (100) .87 (22) 10”7 (2.5) Black 100
T18I

111-02304 [T1819vOM4 | Ti8l | 18 1bs (80) [ 55 (144 [138 (35 [.107 (25 [ wWhite 1000
T18L

111-02045 |T18L9VOC2 T18L 18 Ibs (80) 7.95” (202) 2177 (55) 10”7 (2.5) White 100

111-02046 |T18L9VOM4 T18L 18 Ibs (80) 7.95” (202) 217" (55) 10”7 (2.5) White 1000

111-02044 |T18LOVOC2 T18L 18 Ibs (80) 7.95” (202) 2.17”  (55) 10”7 (2.5) Black 100
T30R

111-03073 |T30R9VOC2 T30R 30 Ibs (135) 5.83”7  (148) 1.38” (35 147 (3.6) White 100

111-03074 |T30R9VOM4 T30R 30 lbs (135) 5.83” (148) 1.38” (35) 147 (3.6) White 1000

111-03072 |T30ROVOC2 T30R 30 Ibs (135) 5.83” (148) 1.38” (35 147 (3.6) Black 100
T50R

111-04909 |T50R9VOC2 T50R 50 Ibs (225) 7.95” (202) 1.977  (50) 18”7 (4.6) White 100

111-04911 |TSOR9VOM4 T50R 50 Ibs (225) 7.95” (202) 1.977  (50) 18”7 (4.6) White 1000

111-04887 |T50R0VOC2 T50R 50 Ibs (225) 7.95” (202) 1.977  (50) 18”7 (4.6) Black 100

111-04908 |T50ROVOMA4 T50R 50 Ibs (225) 7.95” (202) 1.977  (50) 18”7 (4.6) Black 1000
T501

111-05254 |T5019VOC2 T50I 50 Ibs (225) 11.82”  (300) 3.35” (85) 18”7 (4.6) White 100

111-05255 [T50I19vVOM4 T50I 50 Ibs (225) 11.82”  (300) 3.35”  (85) 18”7 (4.6) White 1000

111-05258 |T50l0VOC2 T50I 50 Ibs (225) 11.82”  (300) 3.35”  (85) 18”7 (4.6) Black 100
T50L

111-05438 |T50L9VOC2 T50L 50 Ibs (225) 15.35”  (390) 4.337  (110) 19”7 (4.7) White 100

111-05476 |T50L9VOM4 T50L 50 Ibs (225) 15.35”  (390) 4337 (110) 19”7 (4.7) White 1000

111-05475 |T50LOVOC2 T50L 50 Ibs (225) 15.35”  (390) 4337 (110) 19”7 (4.7) Black 100

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes. Use Part No. for ordering and
Type for specification purposes.

For product information visit or www.hellermann.tyton.com or call 800-537-1512



Bundling and Securing

Cable Ties - Special Material

T18 - T120 - Polypropylene

HellermannTyton's polypropylene cable ties offer added resistance to most chemicals.

Material Data (ﬁ@
Material Polypropylene (PP) \_/
Operating T -40 °F to +239 °F (-40 °C to +115 °C) continuous | .
Temperature lIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIl muuuuu|||||||||||||||||||||||||||||||||||||||||||||||||||l-
Flammability T UL94 HB
Product Selection }
Min. Tensile
Strength Length (L) Max. @ Bundle| Width (W)

Article No. Part No. Type lbs. (N) in. (mm) in. (mm) in. (mm) Color Pkg. Qty.
T18R

111-01921 [T18R9PPC2 T18R 11 lbs (49) 4 (1000 | .75 (19) |.107 (2.5) Natural 100

111-01922 |[T18R9PPM4 T18R 11 lbs (49) 47 (1000 | .75 (19) |.107 (2.5) Natural 1000

111-01917 [T18ROPPC2 T18R 11 Ibs (49) 47 (1000 | .75 (190 |.107 (2.5 Black 100

111-01918 |[T18ROPPM4 T18R 11 lbs (49) 47 (1000 | .75 (19) |.107 (2.5 Black 1000
T30R

111-03017 [T30R9PPC2 | T30R [ 2010bs (89 | 58 (149 [126" (32) [.14” (36) | Natural 100
T50R

111-04931 [T50R9PPC2 TS0R 300bs (133 807 (203.8) | 1.75" (445) | .19 (4.7) Natural 100

111-04928 [T50ROPPC2 TS0R 30lbs (133 8.0” (203.8) | 1.75" (445) |.197 (4.7) Black 100

111-04929 [T50ROPPMA4 TS0R 30lbs  (133) 807 (203.8) | 1.75" (445) | .19 (4.7) Black 1000
T501

111-05262 |T5019PPM4 | 7500 | 30lbs  (133) [ 118" (00) [335 (85 [.18" (46) | Natural 1000
T120R

111-12067 |[T120ROPPK2 TI20R | 60lbs  (267) | 15357 (390) | 4.13” (105) |.30” (7.6) Black 50

111-12066 |T120ROPPH4 TI20R | 60lbs  (267) | 1535”7 (390) | 4.13” (105) |.30” (7.6 Black 500

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes. Use Part No. for ordering and

Type for specification purposes.

ETFE Cable Ties

ETFE ties provide excellent protection against radiation, ultraviolet light, and a wide range of chemicals. They are also rated
for low outgassing applications. HellermannTyton's ETFE ties come in a standard color of blue for easy identification.

Material Data (ﬁ@
Material Ethylenterafluorineethylene (ETFE)
L L
Operating -112 °F to +338°F (-80 °C to +170 °C) continuous
lIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIII (I L ) W
_f Temperature
Flammability uUL94 vo
‘ Product Selection 1
Min. Tensile Strength| Length (L) | Max. @ Bundle| Width (W)

Article No. Part No. Type Ibs. (N) in. (mm) in. (mm) in. (mm) Color Pkg. Qty.

111-00659 |111-00659 T18R 18 Ibs (80) 4" (100) .87" (22) 10" (2.5) Blue 100

111-00698 |111-00698 T30R 30 lbs (133) [5.9" (150) 1.42"  (36) 14" (3.5) Blue 100

111-00732 |111-00732 T50R 50 lbs (222) 8"  (200) 1.97"  (50) 18" (4.6) Blue 100

111-00718 [111-00718 T50L 50 lIbs (222) 15" (380) 413" (105) 18" (4.6) Blue 100

111-01125 |111-01125 T120R 120 lbs (535) 15" (380) 413" (105) 30" (7.6) Blue 50

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P.
Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

HellermannTyton e



Bundling and Securing

Cable Ties - Special Material

Cable Ties for Plenum Applications

HellermannTyton halar and U.L. Listed cable ties meet NEC regulations and can
be used in applications where low smoke and low flame are a concern in air
handling spaces.

Halar Cable Ties

The raw material used to manufacture HellermannTyton halar cable ties is UL
94V0 rated. The halar ties come in a distinct color of red for easy identification.

Material Data
Material PAG6HL
Operating | -104 °F to +300 °F

W Temperature (-76 °C to +150 °C) continuous
Flammability | UL94 VO
l Product Selection |
Min. Tensile

Strength Length (L) Max. @ Bundle Width (W) k.
Article No. Part No. Type Ibs. (N) in. (mm) in.  (mm) in.  (mm) Color | Qty.
111-01900 |T18R2HALC2 T18R 14 lbs (80) 4" (100) .87" (22) 107 (2.45) Red 100
111-01902 |T18R2HALM4 T18R 14 Ibs (80) 4" (100) .87" (22) 107 (2.45) Red | 1000
111-04895 |T50R2HALC2 T50R 40 lbs  (177.9) 8.0" (203.2) 1.75" (44.45) 176" (4.5) Red 100
111-04897 |T50R2HALM4 T50R 40 lbs  (177.9) 8.0" (203.2) 1.75" (44.45) 176" (4.5) Red | 1000
111-01332 111-01332 T120R 80 Ibs  (355.9) 15.5" (394.4) 4.0" (101.6) 31" (7.8) Red 50

Note: Halar ties are also available in natural color. Contact HellermannTyton for availability. Halar is a registered trademark of Solvay S.A.
Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes.
Use Part No. for ordering and Type for specification purposes.

Material Data l 4\.;@
UL Rated Cable Ties Material | Polyamide 6.6 (PAG6)

Operating -40 °F to +185 °F (-40 °C to +85 °C)
Temperature | continuous
Flammability | UL94 V2

® e
LTI [ H 11

. | File# E64139  File# E64139

Product Selection I

Min. Tensile

Strength Length (L) Max. @ Bundle Width (W) Pkg
Article No. Part No. Type Ibs. (N) in.  (mm) in.  (mm) in.  (mm) Color Qty.
111-00508 |T18R9C2UL T18R 18 Ibs (80) 4" (100) .86" (22) 107 (2.5) Natural 100
111-00509  |T18R9IM4UL T18R 18 Ibs (80) 4" (100) .86" (22) 107 (2.5) Natural 1000
111-00510 |T18R2C2UL T18R 18 Ibs (80) 4" (100) .86" (22) 107 (2.5) Red 100
111-00511 |T18R2M4UL T18R 18 Ibs (80) 4" (100) .86" (22) 107 (2.5) Red 1000
111-00512  |T50R9C2UL T50R 50 Ibs (225) 7.9"  (200) 1.97" (50) 18" (4.6) Natural 100
111-00513  [TSOR9IM4UL T50R 50 Ibs (225) 7.9"  (200) 1.97" (50) 18" (4.6) Natural 1000
111-00514  |T50R2C2UL T50R 50 Ibs (225) 7.9"  (200) 1.97" (50) 18" (4.6) Red 100
111-00515 |TS0R2M4UL T50R 50 Ibs (225) 7.9"  (200) 1.97" (50) 18" (4.6) Red 1000
111-00516  |T5019C2UL T50!1 50 Ibs (225) 11.8”  (300) 3.35” (85) 18" (4.6) Natural 100
111-00517  |T5019M4UL T50!1 50 lbs (225) 11.8”  (300) 3.35” (85) 18" (4.6) Natural 1000
111-00518 |T5012C2UL T501 50 lbs (225) 11.8”  (300) 3.35" (85) 18" (4.6) Red 100
111-00519 |T5012M4UL T501 50 Ibs (225) 11.8"  (300) 3.35" (85) 18" (4.6) Red 1000
111-00520 |T50L9C2UL T50L 50 Ibs (225) | 15.35" (390) 4.33" (110) 18" (4.6) Natural 100
111-00521 |TS50L9M4UL T50L 50 Ibs (225) | 15.35” (390) 4.33" (110) 18" (4.6) Natural 1000
111-00522  |T50L2C2UL T50L 50 Ibs (225) |15.35” (390) 4.33" (110) 18" (4.6) Red 100
111-00523  |T50L2M4UL T50L 50 Ibs (225) |15.35” (390) 4.33" (110) 18" (4.6) Red 1000

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes.
Use Part No. for ordering and Type for specification purposes.

e For product information visit or www.hellermann.tyton.com or call 800-537-1512



Metal Content Tie

HellermannTyton’s Metal Content Tie is designed for the food and
beverage processing industries to meet the safety standards set by
Hazard Analysis and Critical Control Points (HACCP) to minimize
the risk of contamination. The Metal Content Tie is a nylon based
tie with metal content dispersed throughout the head and strap,
allowing the tie to be easily identifiable by metal detectors and
X-ray inspections. It is ideally suited for the management of cables
and tubing in processing and packaging areas. The plastic tie can
be found by metal detectors and identified in food and other
products that have accidently been contaminated either through
human error or loose, cut-off sections.

Product Features
¢ Metal content dispersed throughout the head and strap

ensures identification by metal detectors and X-ray machines.

e Industry standard blue color assists with visual detection and

Bundling and Securing

Cable Ties - Special Material

Material Data

greatly reduces the risk of contamination. Material Polyamide 6.6 with metal particles
(PA66MP)
¢ Three different sizes and two tensile strengths. Operating -40 °F to +185 °F (-40 °C to +85 °C)
Temperature continuous
-l L » i
|||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||. s %
| Product Selection l
| Min. Tensile Length Width
Strength (L) (w) Pkg.
Article No. Part No. Type lbs. (N) in. (mm) in. (mm) Color Qty.
111-00829 111-00829 MCT30R 30lbs. (135 | 591"  (150) 14" (3.5) Blue 100
111-00830 111-00830 MCT50R 501lbs.  (225) | 7.87"  (200) 18" (4.6) Blue 100
111-00831 111-00831 MCTS0L 501bs.  (225) | 15.35"  (390) 18" (4.6) Blue 100

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes.

Use Part No. for ordering and Type for specification purposes.
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Bundling and Securing

Cable Ties - Special Material

Stainless Steel Cable Ties

HellermannTyton’s stainless steel ties are designed to secure hoses, cables, poles, pipes, and more when harsh environmental
conditions may adversely affect the bundling application. Used where corrosion, vibration, weathering, radiation, and
temperature extremes are a concern, HellermannTyton’s stainless steel ties can be used in virtually any indoor, outdoor, and
underground application.

MK9SST Stainless Steel Cable Tie Installation Tool

( Product Selection }

Article No. | Part No. | Type Description Cable Tie Series | Pkg. Qty.
Adapted for use with stainless steel ties, the MK9 Stainless Steel tool All MBT Series
retains the same design features as the MK9 series. The MK9SST accommodates all|  for both 304
110-95000 |MK35ST | MK9SST HellermannTyton stainless steel ties. Comes standard with padded foam grips for and 316 !
comfort and control and a hook for hanging on a belt or tether. materials

304 Material

Grade 304 material is commonly used for stainless steel bundling applications and
suits most general purpose requirements. It features the ability to withstand most
environmental conditions, particularly in applications where vibration, general
weathering, radiation and temperature extremes are a concern.

¢ Self locking, ball bearing mechanism for quick and easy installation,
either by hand or by tensioning tool

e Fully enclosed head does not allow dirt or grit to interfere with
locking mechanism

¢ High tensile strength option for added strength and safety on
heavy duty applications

HellermannTyton's MK9SST tool is durable and
lightweight, offering superior stainless steel
cable tie installation.

Material Data ‘ 6"@

Material Stainless Steel Type SS304 (S5304)
Operating | -112 °F to +1000 °F (-80 °C to +538 °C)

Temperature
Product Selection 1
Min. Tensile Strength Length (L) Max. @ Bundle Width (W)
Article No. Part No. Type lbs. (N) in. (mm) in.  (mm) in.  (mm) Pkg. Qty.
200 Ib. Stainless Steel Ties
111-93058 |MBT5S-S MBT5SS 200 Ibs (900) 5.0” (127) 1 (25) 18" (4.6) 100
111-93088 |MBT8S-S MBT8SS 200 Ibs (900) 7.9" (201) 2" (50) 18" (4.6) 100
111-93148 |MBT14S-S MBT14SS 200 Ibs (900) 14.3" (362) 4" (102) .18” (4.6) 100
111-93208 |MBT20S-S MBT20SS 200 Ibs (900) 20.5" (521) 6" (152) .18” (4.6) 100
111-93278  |MBT27S-S MBT27SS 200 Ibs (900) 26.8" (681) 8" (203) .18” (4.6) 100
111-93338 |MBT33S-S MBT33SS 200 Ibs (900) 33" (838) 10" (254) 18" (4.6) 100
450 |b. Stainless Steel Ties
111-94088 |MBT8H-S MBT8HS 450 Ibs (2000) 7.9" (201) 2" (50) 317 (7.9 50
111-94148 |MBT14H-S MBT14HS 450 Ibs (2000) 14.3" (362) 4" (102) 31 (7.9 50
111-94208 |MBT20H-S MBT20HS 450 lbs (2000) 20.5" (521) 6" (152) 31" (7.9 50
111-94278  |MBT27H-S MBT27HS 450 lbs (2000) 26.8" (681) 8” (203) 31 (7.9 50
111-94338 |MBT33H-S MBT33HS 450 Ibs (2000) 33" (838) 10" (254) 31 (7.9) 50

Installation tools for the above cable ties - MK9SST. Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for
specification purposes. Stainless steel ties and materials should be tested thoroughly under end use conditions to determine suitability for the application.

For product information visit or www.hellermann.tyton.com or call 800-537-1512



Stainless Steel Cable Ties continued

316 Material

Grade 316 material is highly resistant to corrosion and widely used in marine
environments where chemicals, salts, acids, and temperature extremes may affect
the bundling application. MBT stainless steel ties in 316 steel material are also
available with a polyester protective coating. This coating creates a barrier and
protectant from chemical reactions of dissimilar metals.

e Self locking, ball bearing mechanism for quick and easy installation,

either by hand or by tensioning tool

e Fully enclosed head does not allow dirt or grit to
interfere with locking mechanism

¢ High tensile strength option available for added

Bundling and Securing

Cable Ties - Special Material

i

Stainless Steel Cable Ties

Material Data

\ (R

o Material | Stainless Steel Type SS316 (55316)
strength and safety on heavy duty applications Operatingii-1 12 °F to +1000 °F (-80 °C to +538 °C)
Temperature
Product Selection }
Min. Tensile Strength Length (L) Max. @ Bundle Width (W)
Article No. Part No. Type lbs. (N) in.  (mm) (mm) in.  (mm) Pkg. Qty.
200 Ib. Stainless Steel Ties
111-93059 MBT5S MBT5S 200 Ibs (900) 5.0” (127) 1.0" (25.4) 18" (4.6) 100
111-93089 |MBT8S MBT8S 200 Ibs (900) 7.9" (201) 2.0" (50) .18” (4.6) 100
111-93149 MBT14S MBT14S 200 Ibs (900) 14.3" (362) 4.0" (102) 18" (4.6) 100
111-93209 |MBT20S MBT20S 200 Ibs (900) 20.5" (521) 6.0" (152) 18" (4.6) 100
111-93279  |MBT27S MBT27S 200 lbs (900) 26.8" (681) 8.0” (203) 18" (4.6) 100
111-93339  |MBT33S MBT33S 200 Ibs (900) 33.0" (838) 10.0” (254) 18" (4.6) 100
450 |b. Stainless Steel Ties
111-94089 |MBT8H MBT8H 450 Ibs (2000) 7.9" (201) 2.0" (50.8) 31 (7.9) 50
111-94149 MBT14H MBT14H 450 Ibs (2000) 14.3" (362) 4.0” (102) 317 (7.9) 50
111-94209 |MBT20H MBT20H 450 Ibs (2000) 20.5" (521) 6.0" (152) 317 (7.9) 50
111-94279 MBT27H MBT27H 450 Ibs (2000) 26.8" (681) 8.0” (203) 317 (7.9) 50
111-94339  |MBT33H MBT33H 450 Ibs (2000) 33.0" (838) 10.0” (254) 317 (7.9) 50
607 Ib. Stainless Steel Ties
111-95148 MBT14XHS MBT14XHS 607 lbs (2700) 14.3" (362) 4.0" (102) 5" (12.3) 50
111-95208 |MBT20XHS MBT20XHS 607 lbs (2700) 20.5" (521) 6.0" (152) 5" (12.3) 50
111-95278 MBT27XHS MBT27XHS 607 lbs (2700) 26.8" (681) 8.0" (203) 5" (12.3) 50
111-95338 |MBT33XHS MBT33XHS 607 lbs (2700) 33.0" (838) 10.0” (254) 5" (12.3) 50
111-95149 MBT14XH MBT14XH 607 lbs (2700) 14.3" (362) 4.0" (102) 5" (12.3) 50
111-95209 |MBT20XH MBT20XH 607 lbs (2700) 20.5" (521) 6.0" (152) 5" (12.3) 50
111-95279  |MBT27XH MBT27XH 607 lbs (2700) 26.8" (681) 8.0” (203) 5" (12.3) 50
111-95339 MBT33XH MBT33XH 607 lbs (2700) 33.0" (838) 10.0" (254) 5" (12.3) 50
922 Ib. Stainless Steel Ties
111-01301 MBT14UH MBT14UH 922 Ibs (4100) 14.3" (362) 4.0” (102) 6" (16.0) 50
111-01302 |MBT20UH MBT20UH 922 Ibs (4100) 20.5" (521) 6.0" (152) 6" (16.0) 50
111-01303  |MBT27UH MBT27UH 922 Ibs (4100) 26.8" (681) 8.0” (203) 6" (16.0) 50
111-01304 |MBT33UH MBT33UH 922 Ibs (4100) 33.0" (838) 10.0” (254) 6" (16.0) 50
111-01305 |MBT43UH MBT43UH 922 Ibs (4100) 43.0” (1092) 13.0” (330) 6" (16.0) 25
111-01306  |MBT49UH MBT49UH 922 Ibs (4100) 49.0” (1245) 15.0” (380) 6" (16.0) 25

Installation tools for the above cable ties - MK9SST. Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for

specification purposes. Stainless steel ties and materials should be tested thoroughly under end use conditions to determine suitability for the application.

HellermannTyton @



Bundling and Securing

Cable Ties - Special Material

Outside Serrated Cable Ties

The outside serrated cable ties are for specific
applications where thin walled or soft
insulation is used (such as in aircraft, trains,
etc.),and for applications that are very sensitive
to the amount of force applied to the cable.

Outside serrated cable ties are also available in natural. Contact
HellermannTyton for more information.

Material Data } {'/?OHS
Material | Polyamide 6.6 heat stabilized (PA66HS)
Operating | -40 °F to +221 °F
Temperature | (-40 °C to +105 °C) continuous
Flammability | UL94 V2

| L

4
@ O T T T T T T TTOeTy S IO J_va

]

Product Selection I

Min. Tensile Strength Length (L) Max. & Bundle Width (W)
Atrticle No. Part No. Type bs. (N) in.  (mm) in.  (mm) in.  (mm) Color Pkg. Qty.
118-04700 [118-04700 T18ROS 18 Ibs (80) 3.94”  (100) 79" (20) 10" (2.5) Black 100
118-04800 |118-04800 T30ROS 30 Ibs (135) 571" (145) 1.34" (35) 13" (3.4) Black 100
118-04900 |118-04900 T30LOS 30 Ibs (135) 7.87"  (200) 2.0" (50) 13" (3.4) Black 100
118-00110 |118-00110 T50S0S 50 Ibs (225) 6.0" (150) 1.36" (35) 18" (4.6) Black 1000
118-00111 |118-00111 T50R0S 50 Ibs (225) 8” (200) 1.95" (50) 18" (4.6) Black 1000
118-05900 |118-05900 T50LOS 50 Ibs (225) 15" (384) 4.29"  (110) 18" (4.6) Black 100

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes. Use Part No. for ordering and
Type for specification purposes.

e For product information visit or www.hellermann.tyton.com or call 800-537-1512



Bundling and Securing

Cable Ties - Special Purpose

Releasable Ties

The extended pawl! allows for simple and quick release of
the ties. Perfect for prototype construction and service
requiring the addition of wires on existing harnesses.

Material Data 'ROHS)
Material | Polyamide 6.6 (PA66)

Operating -40 °F to +185 °F
Temperature | (-40 °C to +85 °C) continuous
Flammability | UL94 V2

L év_
—f_

&= A

RT40R RT50S and RT50LL

Bm us

File# E64139

Product Selection I
Min. Tensile
Strength Length (L) Max. @ Bundle Width (W) Pkg
Article No. Part No. Type lbs. (N) in. (mm) in. (mm) in. (mm) Color Qty.
RT40R
115-06219 |RT40R9C2 RT40R 40 Ibs (178) 8.46” (215) 2.0” (51) 16" (4.0) Natural 100
115-06204 |RT40R9M4 RT40R 40 Ibs (178) 8.46" (215) 2.0” (51) 16”7 (4.0) 1000
115-06200 |RT40R0C2 RT40R 40 Ibs (178) 8.46” (215) 2.0” (51) 16" (4.0) Black 100
115-06202 |RT40ROM4 RT40R 40 Ibs (178) 8.46" (215) 2.0” (51) 16”7 (4.0 1000
RT50S
115-06319 |RT50S9C2 RT50S 50 Ibs (225) 6.5” (165) 1.38” (35) 18” (4.6) Natural 100
115-06304 |RT50S9M4 RT50S 50 Ibs (225) 6.5” (165) 1.38” (35) 18”7 (4.6) 1000
115-06300 |RT50S0C2 RT50S 50 Ibs (225) 6.5” (165) 1.38” (35) 18”7 (4.6) Black 100
115-00035 |RT50S0M4 RT50S 50 Ibs (225) 6.5” (165) 1.38” (35) 18”7 (4.6) 1000
RT50LL
115-06102 |[RT50LL9C2 RT50LL 50 Ibs (225) 15” (380) 3.98”  (101) 18” (4.6) Natural 100
115-06104 |RT50LL9M4 RT50LL 50 Ibs (225) 15” (380) 3.98” (101) 18”7 (4.6) 1000
115-00039 |RT50LLOC2 RT50LL 50 Ibs (225) 15” (380) 3.98” (101) 18”7 (4.6) Black 100
115-06101 |RT50LLOM4 RT50LL 50 Ibs (225) 15" (380) 3.98” (101) 18”7 (4.6) 1000

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

HellermannTyton @



Bundling and Securing

Cable Ties - Special Purpose

REL Releasable Ties

Ideal for use in applications where there is the need to repeatedly open and close the tie.

Material Data ‘ {F\’OHS'

Material | Polyamide 6.6 (PA66)
Operatingg_-40 °F to +185 °F (-40 °C to +85 °C) continuous
Temperature
Flammability | UL94 V2

' L \j
[T I jw
5
Product Selection \
Min. Tensile Strength Length (L) Max. @ Bundle | Width (W)
Article No. Part No. Type Ibs. (N) in.  (mm) in. (mm) in. (mm) Color Pkg. Qty.
REL50R
115-00503 |REL50R9C2 REL50R 50 Ibs (225) 5.5” (140) 1.38” (35) 297 (7.4) Natural 100
115-00505 [REL50R9L4 REL50R 50 Ibs (225) 5.5” (140) 1.38” (35) 297 (7.4) 200
115-00500 |REL50R0C2 REL50R 50 Ibs (225) 5.5” (140) 1.38” (35) 297 (7.4) Black 100
115-00502 [REL50ROL4 REL50R 50 lbs (225) 5.5” (140) 1.38” (35) 297 (7.4) 200
REL50L
115-00605 |REL50L9C2 REL50L 50 lbs (225) 9.84”  (250) 2.76”  (70) 29”7 (7.4) Natural 100
115-00607 [REL50L9L4 REL50L 50 Ibs (225) 9.84”  (250) 2.76” (70) 297 (7.4) 200
115-00600 |REL50LOC2 REL50L 50 lbs (225) 9.84”  (250) 2.76”  (70) 297 (7.4) Black 100
115-00602 [REL50LOL4 REL50L 50 lbs (225) 9.84” (250) 2.76” (70) 297 (7.4) 200

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

Pinch Releasable Ties

Patented pinch release mechanism for easy handling allows tie to be released using one hand.

Material Data \ (l/'\‘onsj

Material | Polyamide 6.6 (PA66)
Operatingg_-40 °F to +185 °F (-40 °C to +85 °C) continuous
Temperature
FIammabiIity%_UL94 V2

Product Selection }

Min. Tensile Strength Length (L) Max. @ Bundle| Width (W)

Article No. Part No. Type Ibs. (N) in.  (mm) in. (mm) in. (mm) Color Pkg. Qty.
115-40200 |REZ200.NB3P REZ200 30 Ibs (135) 7.88”  (200) 1.977  (50) 19”7 (4.7) Black 100
115-40300 |REZ300.NB3P REZ300 30 lbs (135) 12.00” (305) 3.15”  (80) 19”7 (4.7) Black 100

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

@ For product information visit or www.hellermann.tyton.com or call 800-537-1512



Heavy Duty Releasable Cable Ties

Bundling and Securing

Cable Ties - Special Purpose

The RT150 and RT250 heavy duty releasable cable ties feature an extended pawl which allows for simple and quick release

of the ties.

RT150 Heavy Duty Releasable Cable Ties

Material Data

Material Polyamide 6.6 (PA66)
. R Operating | -40 °F to +185 °F
M O ST T T % Temperature (-40 °C to +85 °C) continuous
f Flammability | UL94 V2
‘ Product Selection }
Min. Tensile
Strength Length (L) Max. @ Bundle| Width (W)

Article No. Part No. Type lbs. (N) in. (mm) in.  (mm) in.  (mm) Color Pkg. Qty.
115-00036 |RT150REPOX2 RT150REP 175 lbs (780) 15.35”  (390) 4” (105) |.346” (8.8) Black 25
115-00037 |RT150MEP0X2 | RT150MEP 175 Ibs (780) |21.06” (535) |[5.90” (150) |.346” (8.8) Black 25
115-00038 |RT150LEPOX2 RT150LEP 175 lbs (780) |32.28” (820) |9.65” (245) |.346” (8.8) Black 25

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

RT250 Heavy Duty Releasable Cable Ties

Material Data

B

Material Polyamide 6.6 (PA66)

Operating | -40 °F to +185 °F
I 2w Temperature | (40°%C to +85 %) continuous
L Flammability | UL94 V2
oA us
File# E64139
Product Selection }
Min. Tensile
Strength Length (L) Max. @ Bundle Width (W)

Article No. Part No. Type Ibs. (N) in. (mm) in. (mm) in. (mm) Color Pkg. Qty.

RT250S
131-75819 |RT25059X2 RT250S 250 Ibs (1115) 9.05”  (230) 2.17” (55) 49”7 (12.5) Natural 25
115-41800 |RT250S0X2 RT250S 250 lbs (1115) 9.05”  (230) 217" (55) 49”7 (12.5) Black 25

RT250R
131-75019 |RT250R9X2 RT250R 250 Ibs (1115) | 20.47” (520) 5.71”7  (145) 49”7 (12.5) Natural 25
115-41300 [RT250R0X2 RT250R 250 lbs (1115) | 20.47”  (520) 5.71”  (145) 49”7 (12.5) Black 25

RT250M
131-75619 |RT250M9X2 RT250M 250 lbs (1115) | 22.24” (565) 5.90”  (150) 49”7 (12.5) Natural 25
131-75610 [RT250M0X2 RT250M 250 lbs (1115) | 22.24” (565) 5.90”  (150) 49”7 (12.5) Black 25

RT250I
131-75219 |RT25019X2 RT250I 250 lbs (1115) | 28.54” (725) 8.00”  (203) 49”7 (12.5) Natural 25
115-41401 |RT25010X2 RT250I1 250 Ibs (1115) | 28.54” (725) 8.00”  (203) 49”7 (12.5) Black 25

RT250L
131-75419 |[RT250L9X2 RT250L 250 lbs (1115) | 34.65” (880) 10.00” (254) 49”7 (12.5) Natural 25
115-41500 |RT250L0X2 RT250L 250 Ibs (1115) | 34.65” (880) 10.00” (254) 49”7 (125) Black 25
RT250XL
131-75519 |RT250XL9X2 RT250XL 250 Ibs (1115) 40”7 (1016.0) 127 (304.8) | .49”7 (12.5) Natural 25
131-75510 |RT250XL0OX2 RT250XL 250 lbs (1115) 40”7 (1016.0) 12”7 (304.8) | .49” (12.5) Black 25

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

HellermannTyton @



Bundling and Securing

Cable Ties - Special Purpose

Speedy Tie

An entirely new design in cable management, the Speedy Tie is a fully re-usable,
easily releasable lashing tie. The Speedy Tie's unique design allows it to be released
with one hand.

- Just one click to tie and untie

- Fully re-usable

- Once applied, the tail can be neatly tucked away for added safety

- Highly visible yellow color — also available in black, impact modified material
- Versatile design allows use for multiple applications

The Speedy Tie is a versatile tool for countless applications, including:
- In plant transfer of products

- Temporary and secure bundling

- Packaging

Material Data
, - RoHs
Material | Polyamide 6.6 (PA66) A
Color | Yellow, Red Speedy Tie - Quick and easy.

Operating | -40 °F to +185 °F
Temperature (-40 °C to +85 °C) continuous

Flammability | UL94 V2 Packaging Configurations

Distributor Packs
- Printed bag with a hang hole
- 60 SpeedyTies - 12 bags of 5

—1— OEM Packs
U g g |||||| oJw - Plain bag (no hang hole)

T - Standard box
- 300 SpeedyTies - 12 bags of 25

Product Selection

Min. Tensile Max. @
Strength Length (L) Bundle Width (W)
Pkg. |Carton
Article No. Part No. Type Description Ibs. (N) in. (mm) in. (mm) in. (mm) | Qty. Qty.

115-00001 [RTT750HR.NX900 | RTT750HR | DiStributor Pack-order] oo - aoey 129527 (750) |8.277 210) |.517 (13) 5 60
in carton gty. only

115-00000 |RTT750HR.NX1P  |RTT750HR | OFM Pack-orderin 00, (as8) |20.507 (750) |8.277 210) | 517 (13) 25 | 300
carton qty. only

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

° For product information visit or www.hellermann.tyton.com or call 800-537-1512



Bundling and Securing

Cable Ties - Special Purpose

RT255 Heavy Duty Releasable Ties

Material Data L 4\’0}!5
Material | Polyamide 6.6 impact modified, Heat
Stabilized, UV Resistant (PA66HIRHS)
Operating | -40 °F to +230 °F (-40 °C to +110 °C)
Temperature | continuous
Flammability | UL94 HB
[ @ :
‘ Product Selection 1
Min. Tensile
Strength Length (L) Max. @ Bundle| Width (W)
Article No. Part No. Type lbs. (N) in. (mm) in.  (mm) in.  (mm) Color Pkg. Qty.
115-01200 |RT255SOHIRX2 RT255S 250 Ibs (1112) 8.86” (225) 2.16”  (55) 49”7 (12.5) Black 25
115-01300 [RT255ROHIRX2 RT255R 250 Ibs (1112) | 20.28” (515) 5.71”  (145) 49”7 (12.5) Black 25
115-01400 |RT255MOHIRX2 RT255M 250 Ibs (1112) | 22.05” (560) 6.30” (160) 49”7 (12.5) Black 25
Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.
SR255 Heavy Duty Sub-Releasable Ties
The SR255 series releasable heavy duty cable tie Material Data | Goﬂs
offers a release that is lower than the head of Material | Polyamide 6.6 impact modified, Heat
the cable tie, facilitating easy installation with Stabilized, UV Resistant (PAGGHIRHS)
the use of a HellermannTyton cable tie tool. Operating | -40 °F to +230 °F (-40 °C to +110 °C)
Temperature | continuous
Flammability | UL94 HB
(o — I—
U =
il o i [
{ Product Selection }
Min. Tensile
Strength Length (L) Max. @ Bundle| Width (W)
Article No. Part No. Type Ibs. (N) in.  (mm) in. (mm) in. (mm) Color Pkg. Qty.
115-42002 [SR255SOHIHSUVX2 | SR255S 2501bs  (1112) | 8.86” (225) 2.16”  (50) 49”7 (12.5) Black 25
115-42101 [SR255X0HIHSUVX2 | SR255X 250 Ibs  (1112) 14" (372) 3.94”  (100) 49”7 (12.5) Black 25

Installation tools - MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification
purposes.

HellermannTyton @



Bundling and Securing

Cable Ties - Special Purpose

Identification Ties

Tie and identify bundles of cable in one operation. Large flat area for imprinting or writing the required information. Hot
stamping available, which is subject to minimums and lead times.

222222, m
2z,

[T18R IT50RD
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= L {__ iz
— L2222,
IT18FL L .
W IT50RT
72/%
IT50R A - ez,
IT50L
Material Data L 4\.;%
Material Polyamide 6.6 (PA66) L
Operating | -40 °F to +185 °F (-40 °C to +85 °C) continuous
Temperature
Flammability | UL94 V2
c PR

File# E64139

Product Selection ‘
Min. Tensile
Strength Length (L) Max. @ Bundle| Width (W)
US Gov. Pkg.

Article No. | Part No. Type | Designation Ibs. (N) in. (mm) in. (mm) in. (mm) Color Qty.
IT18R Marking Pad Size: .98" x .32" (25 x 8)

111-81819 [IT18R9C2 IT18R | MS3368-5-9E 18 lbs (80) 3.94"  (100) 75" (22.0) 09" (2.3) Natural 100
111-81808 (IT18RIL4A IT18R | MS3368-5-9E 18 lbs (80) 3.94"  (100) 75" (22.0) 09" (2.3) Natural 200
111-81801 (IT18ROC2 IT18R * 18 lbs (80) 3.94"  (100) 75" (22.0) 09" (2.3) Black 100
111-81803 (IT18ROL4 IT18R * 18 lbs (80) 3.94"  (100) 75" (22.0) 09" (2.3) Black 200
IT18FL Marking Pad Size: .81" x .35" (20.5 x 9)

111-81919 |IT18FL9C2 IT18FL - 18 lbs (80) 433" (110) 75" (19.0) 10" (2.5) Natural 100
111-81907 |(IT18FL9L4A IT18FL - 18 lbs (80) 4.33" (110) 75" (19.0) 10" (2.5 Natural 200
111-81910 |IT18FLOC2 IT18FL - 18 lbs (80) 433" (110) 75" (19.0) 10" (2.5) Black 100
111-81903 |IT18FLOL4 IT18FL - 18 lbs (80) 433" (110) 75" (19.0) 10" (2.5) Black 200
IT50R Marking Pad Size: 1.10” x .51” (28 x 12.9)

111-85019 [ITSOR9C2 ITS0R | MS3368-1-9A 50 Ibs (225) 7.99"  (203) 1.75" (44.5) 18" (4.6) Natural 100
111-85020 (ITSOR9M4 ITS0R | MS3368-1-9A 50 Ibs (225) 7.99"  (203) 1.75" (44.5) 18" (4.6) Natural 1000
111-85011 [ITSOROC2 IT50R * 50 Ibs (225) 7.99"  (203) 1.75" (44.5) 18" (4.6) Black 100
111-85013 |ITSOROM4 IT50R * 50 Ibs (225) 7.99"  (203) 1.75" (44.5) 18" (4.6) Black 1000
ITS0RD Marking Pad Size: 1.14" x 1.04" (29 x 26.3)

111-85219 |[ITSORD9K2 | IT50RD | MS3368-3-9C 50 lbs (225) 8.07"  (205) 1.73"  (44.0) 19" (47) Natural 50
111-85201 [ITSORDOK2 | ITS0RD * 50 lbs (225) 8.07"  (205) 1.73"  (44.0) 19" (47) Black 50
ITS0RT Marking Pad Size: 1.81" x 1.04" (46 x 26.3)

111-85119 [ITSORT9K2 | IT50RT | MS3368-4-9D 50 Ibs (225) 8.07"  (205) 1.73" (44.0) 19" (4.7) Natural 50
111-85100 [ITSORTOK2 | IT50RT * 50 Ibs (225) 8.07"  (205) 1.73"  (44.0) 19" (4.7) Black 50
IT50L Marking Pad Size: .5"” x 2.20” (12.8 x 56)

111-85319 |IT50L9C2 IT50L | MS3368-2-9A 50 Ibs (225) 15.35"  (390) 3.94"  (100) 19" (4.7) Natural 100
111-85306 |IT50L9M4 IT50L | MS3368-2-9A 50 lbs (225) 15.35"  (390) 3.94"  (100) 19" (47) Natural 1000

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes. Use Part No. for ordering and
Type for specification purposes. * Military black available. Contact HellermannTyton for more information.

e For product information visit or www.hellermann.tyton.com or call 800-537-1512



Bundling and Securing

Cable Ties - Special Purpose

Branch Cable Tie

The branch tie is ideal for wire harness applications where wires
“branch” away from the main assembly. The branch tie reduces
wire harness assembly time by eliminating the need to use
electrical tape. After the tie is placed on the main assembly, the
strap is inserted through the oval opening and then through the
cable tie head. Once applied, the branch tie holds the branch in
its proper position on the wire harness.

Material Data 'Roﬂs)
Material | Polyamide 6.6 (PA66)

Operating | -40 °F to +185 °F
Temperature | (-40 °C to +85 °C) continuous
Flammability | UL94 V2

A

% Y
— sl

iy

(@

l Product Selection

Min. Tensile
Main Bundle @ Branch Bundle @ Strength Length (L) | Width (W) Pkg
Article No. | Part No. | Type in. (mm) in. (mm) Ibs. (N) | in. (mm)| in. (mm) | Color | Qty.
115-00042 | 115-00042 | YT200 | .63”-1.57" (16-40) | .59”-1.18" (15-30)| 331lbs (147) | 7.87” (200)|.18” (4.7) Black 100

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes.
Use Part No. for ordering and Type for specification purposes.

Kabelrap Bundling System

The patented Kabelrap bundling system offers a very high bundling strength and is particularly resistant to saltwater,
oils, greases, and hydraulic fluids. Special hand tool required for installation.

Material Data 1 6@
w Material | Polyamide 6.6 UV-resistant (PA66UV) \_/
Operatingg%-40 °F to +185 °F (-40 °C to +85 °C) continuous
i y Temperature
Flammability | UL94 V2

Required Tool - 121-00680 Kabelrap Application

Product Selection |

Min. Tensile Strength Length (L) Max. @ Bundle Width (W)
Article No. Part No. Type Ibs. (N) in.  (mm) in.  (mm) in. (mm) Color Pkg. Qty.
121-63560 [121-63560 KR6/35 110 lbs (490) 14” (356) 3.75” (93) 25”7 (6) Black 50
121-82160 (121-82160 KR8/21 175 lbs (785) 8.25”  (210) 1.75” (47) 31”7 (8) Black 50
121-83360 |121-83360 KR8/33 175 lbs (785) 13.25”  (337) 3.37” (86) 31”7 (8) Black 50

Required Installation Tool - 121-00680. Black is the standard color. Natural is available based upon minimums, custom terms and lead times.
Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

HellermannTyton @



Bundling and Securing

Cable Ties - Special Purpose

Double Head Ties

Double head ties create two loops that separate two bundles. They also can be used to secure a bundle to an existing
fixing point.

Material Data ‘ @

]
Material Polyamide 6.6 (PA66)
Operating -40 °F to +185 °F (-40 °C to +85 °C)
Temperature | continuous

Flammability | UL94 V2

]

B“ us

File# E64139
Product Selection }
Min. Tensile Strength Length (L) Width (W)

Article No. Part No. Type lbs. (N) in. (mm) in.  (mm) Color Pkg. Qty.
T50SDH

117-00016  [117-00016 T50SDH 50 Ibs (225) 6.26” (159) 197 (4.7) Natural 100

117-00017 117-00017 T50SDH 50 Ibs (225) 6.26” (159) 19”7 (4.7) 1000

117-00018 117-00018 T50SDH 50 Ibs (225) 6.26” (159) 19”7 (4.7) Black 100

117-00019 117-00019 T50SDH 50 Ibs (225) 6.26” (159) 19”7 (4.7) 1000
T50RDH

117-05006 TS0RDH9C2 T50RDH 50 Ibs (225) 8.25” (210) 19”7 (4.7) Natural 100

117-05008 T50RDH9M4 T50RDH 50 Ibs (225) 8.25” (210) 197 (4.7) 1000

117-05004 TS50RDHOC2 T50RDH 50 Ibs (225) 8.25” (210) 19”7 4.7) Black 100

117-05005 T50RDHOMA4 T50RDH 50 Ibs (225) 8.25” (210) 19”7 (4.7) 1000
T50IDH

117-05302  |[T50IDH9C2 T50IDH 50 Ibs (225) 127 (305) 197 4.7) Natural 100

117-05303 T50IDH9M4 T50IDH 50 Ibs (225) 127 (305) 197 (4.7) 1000

117-05362 T50IDHOC2 T50IDH 50 Ibs (225) 12" (305) 19”7 4.7) Black 100

117-05300 T50IDHOMA4 T50IDH 50 Ibs (225) 12”7 (305) 19”7 4.7) 1000
T50LDH

117-05402 T50LDH9C2 T50LDH 50 Ibs (225) 15.5” (395) 19”7 (4.7) Natural 100

117-05461 T50LDH9M4 T50LDH 50 Ibs (225) 15.5” (395) 197 (4.7) 1000

117-05400 T50LDHOC2 T50LDH 50 Ibs (225) 15.5” (395) 197 (4.7) Black 100

117-05401 T50LDHOMA4 T50LDH 50 Ibs (225) 15.5” (395) 19”7 (4.7) 1000
T120RDH

117-05501 T120RDHOK2 T120RDH 120 Ibs (535) 15.7” (398) 297 (7.6) Black 50

117-05500 T120RDHOH4 T120RDH 120 Ibs (535) 15.7” (398) 297 (7.6) 500

Maximum bundle diameter is variable due to double loops. Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. Dimensions are approximate and
subject to technical changes. Use Part No. for ordering and Type for specification purposes.

e For product information visit or www.hellermann.tyton.com or call 800-537-1512



Clamp Ties

Bundling and Securing

Cable Ties - Special Purpose

The clamp tie has triangular shaped tabs extending beneath the head, allowing for optimal surface contact and complete
circumferential compression to 360 degrees. The clamps are recommended for soft rubber hose applications including fuel,

water, and air vacuum lines.

Material Data

\

I

R
o
y

v

Color

Natural

Material | Polyamide 6.6 (PA66)

Operating
Temperature

-40 °F to +185 °F (-40 °C to +85 °C) continuous

Flammability%_UL94 V2

Material Data

Color

I\/Iaterialg

Operatingg
Temperature

Flammability

l (r
Black @

| Polyamide 6.6 heat stabilized (PAG6HS)
-40 °F to +221 °F (-40 °C to +105 °C) continuous

| uL9a v2

File# E64139
Product Selection
Min. Tensile
Strength Length (L) Max. @ Bundle Width (W)
Article No. Part No. Type Ibs. (N) in. (mm) in.  (mm) in. (mm) Color Pkg. Qty.
CTT20R
112-51919 |CTT20R9C2 CTT20R| 20 Ibs (90) 4”7 (100) .50” (13) 107 (2.5) Natural 100
112-51904 |CTT20R9MV4 CTT20R 20 Ibs (90) 4” (100) .50” (13) 10”7 (2.5) 1000
112-51905 |CTT20ROHSC2 | CTT20R| 20 Ibs (90) 4”7 (100) .50” (13) 107 (2.5) Black 100
112-51960 |CTT20ROHSM4 | CTT20R 20 lbs (90) 4” (100) .50” (13) 10”7 (2.5) 1000
CTT60R
112-52104 |CTT60R9C2 CTT60R | 60 Ibs (265) 8”  (205) 1.77" (45) 197 4.7) Natural 100
112-52106 |CTT60R9M4 CTT60R 60 lbs (265) 8” (205) 1.77" (45) 19”7 4.7) 1000
112-52112 |CTT60ROHSC2 | CTT60R 60 Ibs (265) 8” (205) 1.77” (45) 19”7 (4.7) Black 100
112-52114 |CTT60ROHSM4 | CTT60R 60 lbs (265) 8” (205) 1.77" (45) 19”7 4.7) 1000

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type
for specification purposes.

HellermannTyton @



Bundling and Securing

Cable Ties - Special Purpose

Dual Clamp Ties

HellermannTyton’s dual clamp ties are designed to provide
parallel separation between hoses, wires, cables and tubing,
protecting them from abrasion. These ties have an optional
mounting hole for securing bundles along the chassis of
trucks, trailers, and heavy duty equipment. The unique,
one-piece design features the dual head centered on

the strap.

Available in two lengths, the dual clamp ties accommodate
bundles ranging from .25 inches to 2.3 inches. The flexible
wide straps minimize pinching of hoses and convoluted
tubing. The straps are also releasable.

U.S. Patent Number 5,966,781

Material Data l é‘oﬂs

Material | Polyamide 6.6 impact modified, Heat
Stabilized, UV Resistant (PAGGHIRHS)
Operating | -40 °F to +230 °F (-40 °C to +110 °C)
Temperature | continuous

Flammability | UL94 HB

A
1 -
Y
<

Ol [P el | v
Product Selection }
Max. @
Min. Tensile Bundle
Stud @ Strength Length (L) (each side) Width (W)

Pkg.
Article No. Part No. Type in. (mm) lbs. (N) in. (mm) in.  (mm) in. (mm) Color Qty.
115-30900 |DCT90HIRK2 DCT9 25" (6.35) | 150 1bs (670) | 13.0” (331) 1.3” (33.02) | .50 (12.7) Black 50
115-00034 | DCT90HIRC2 DCT9 25”7 (6.35) | 150 lbs (670) | 13.0” (331) 1.3” (33.02) | .50 (12.7) Black 100
115-31100 | DCT110HIRK2 DCTN 25”7 (6.35) | 150 Ibs (670) | 19.2” (489) | 2.3” (58.42) | .50” (12.7) Black 50
115-00033 |DCT110HIRC2 DCT11 25”7 (6.35) | 150 lbs (670) | 19.2” (489) | 2.3” (58.42) | .50” (12.7) Black 100

Installation tools - MK9, MK9HT, MK9P.  Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for
specification purposes.

e For product information visit or www.hellermann.tyton.com or call 800-537-1512



Bundling and Securing

Cable Ties - Special Purpose

Standoff Mounting Dual Clamp Ties

HellermannTyton’s standoff dual clamp tie offers the same
features as the standard dual clamp tie with a standoff
mount that secures the bundle away from the side of the
frame rail, protecting the bundles from bolts and other
protrusions.

Features

- Wide strap minimizes pinching of soft hoses & con-
voluted tubing

- Clamping rails increase circumferential grip on varying
bundle diameters

- Locking stud mount pawls allow for easy hand insertion

- Nut or weld nesting counterbore provides flush mounting

at the base
- Socket counterbore for fastening a nut provides added
retention
Material Data ! fRﬂ'HS
Material | Polyamide 6.6 impact modified, Heat -

Stabilized, UV Resistant (PAGGHIRHS)
Operating | -40 °F to +230 °F (-40 °C to +110 °C)
Temperature | continuous
U
Flammability | UL94 HB

2

e L
CT O :ﬂ@ii:%

Product Selection }

Max. @
Min. Tensile Bundle
Stud @ Strength Length (L) (each side) Width (W)
Pkg.
Article No. Part No. Type in. (mm) lbs. (N) in. (mm) in. (mm) in. (mm) Color Qty.
117-00012 | 117-00012 SDCTR312 317 (7.94) | 100 lbs (445) [20.1" (511) 2.3" (58.42) | .50" (12.7) Black 150
157-00060 | 157-00060 SDCTL312 31" (7.94) | 100 Ibs (445) |26.1" (663) 3.4" (86.36) | .50" (12.7) Black 150

Installation tools - MK9, MK9HT, MK9P.  Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for
specification purposes.

HellermannTyton @



Bundling and Securing

Cable Ties - Special Purpose

Cable Ties and Edge Clips

HellermannTyton’s edge clips are designed specifically to route bundles by securing them to the edge of a plastic or metal
sheet without the need for a mounting hole. The clip is easy to secure and the extraction force is high due to the integrated
metal clamp that holds the edge clip in place. Edge clips are available in three configurations: a two piece clip and tie
assembly, a one piece clip and tie combination,and a edge clip and tape bar combination. When noted (*), cable ties are
outside serrated which can reduce bundle chafing.

Two Pieces Edge Clip and Cable
Tie Assemblies

Material Data- Cable Tie | ;RHHS'

Material Polyamide 6.6 heat stabilized (PA66HS) -

-
Color Black
T .
Operating | -40 °F to +221 °F (-40 °C to +105 °C) continuous
Temperature
T
Flammability | UL94 V2

Material Data - Edge Clip
Material

i ‘fRaHSl
Polyamide 6.6 impact modified, heat kx
stabilized, UV resistant (PA66HIRHS)
.
Color Black
. I
Operating | -40 °F to +230 °F (-40 °C to +110 °C) continuous

Temperature

T50ROSECA4A - the cable bundle runs parallel with

the edge. Flammability | UL94 HB
Product Selection !
Min. Tensile Max. @

Strength Length (L) Bundle Pkg.
Article No. Part No. Type Ibs. (N) in. (mm) in. (mm) Qty. Drawing
Panel Thickness, — .039" .117" (1-3mm)
150-76090 150-76090 T30REC4A 30 Ibs (135) 5.9 " (150) 1.3"(33) 500
156-00858 156-00858 | T50SOSEC4A 50 Ibs (225) 5.9" (150) 1.2" (31) 500
156-00539 156-00539 T50REC4A 50 Ibs (225) 8" (202) 1.8" (45) 500
156-00860 156-00860 | T50ROSEC4A 50 Ibs (225) 7.9" (200) 1.8" (45) 500
156-00856 156-00856 T30REC4B 50 Ibs (135) 5.9" (150) 1.3"(33) 500
156-00859 156-00859 T50SOSEC4B 50 Ibs (225) 6.5" (165) 1.2" (31) 500
156-00861 156-00861 T50ROSEC4B 50 Ibs (225) 8" (202) 1.8" (45) 500
156-00538 156-00538 T50REC4B 50 Ibs (225) 7.9" (200) 1.8" (45) 500
156-00865 156-00865 | T50SOSEC5A 50 Ibs (225) 5.9" (150) 1.2"(31) 500
156-00864 156-00864 | TS50ROSEC5A 50 Ibs (225) 7.9" (200) 1.8" (45) 500
156-01007 156-01007 | T50RDHEC5A 50 Ibs (225) 8.3" (210) 1.8" (45) 500
156-00541 156-00541 T50REC5A 50 Ibs (225) 7.9" (200) 1.8" (45) 500
156-00863 156-00863 T50SOSEC5B 50 Ibs (225) 5.9" (150) 1.2" (31) 500
156-00540 156-00540 T50REC5B 50 Ibs (225) 8" (202) 1.8" (45) 500
156-00862 156-00862 T50ROSECSB 50 Ibs (225) 7.9" (200) 1.8" (45) 500

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. * outside serrated cable tie Dimensions are approximate and subject to technical changes.
Use Part No. for ordering and Type for specification purposes.

For product information visit or www.hellermann.tyton.com or call 800-537-1512



Bundling and Securing

Cable Ties - Special Purpose

Two Piece Edge Clip and Cable Tie Assemblies continued

Material Data- Cable Tie ‘ (R%

Material | Polyamide 6.6 heat stabilized (PA66HS)

1
Color | Black
N .
Operating | -40 °F to +221 °F (-40 °C to +105 °C) continuous
Temperature
A
Flammability | UL94 V2

Material Data - Edge Clip | .
, , - - Rohg
Material | Polyamide 6.6 impact modified, heat

stabilized, UV resistant (PA66HIRHS)
1
Color | Black
T .
Operating -40 °F to +230 °F (-40 °C to +110 °C) continuous

Temperature

A
Flammability | UL94 HB

Product Selection ‘

| Min. Tensile
Strength Length (L) | Max. @ Bundle
Article No. Part No. Type Ibs. (N) in. (mm) in.  (mm) Pkg. Qty. Drawing
Panel Thickness, — .039” - .117" (1-3mm)
155-37104 |155-37104 T18REC9 18 lbs (80) 3.9” (100) 75" (19) 500
156-00866 |156-00866 T50SOSEC9 50 Ibs (225) 5.9  (150) 1.2"  (31) 500
156-00867 |156-00867 T50ROSEC9 501bs  (225) | 7.9 (200) 1.8"  (45) 500
156-00868 |156-00868 T18REC10 18 lbs (80) 3.9” (100) 79" (20) 500 /‘J
156-00871 [156-00871 T50ROSEC10 501lbs  (225) | 7.9" (200) 1.8"  (45) 500
156-00017 [156-00017 T50SOSEC21 501bs  (225) 5.9"  (150) 1.3"  (33) 500 |
156-00874 |156-00874 T50ROSEC21 501bs  (225) | 7.9" (200) 1.8"  (45) 500
156-00875 |156-00875 T50SOSEC22 50 lbs  (225) 5.9" (150) 1.3"  (33) 500
156-00876 |156-00876 T50ROSEC22 50 Ibs (225) 7.9" (200) 1.8" (45) 500
156-01601 |156-01601 CBTO-50R 501bs  (225) 8"  (202) |1.85" (47) 500

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P.
Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

HellermannTyton @



Bundling and Securing

Cable Ties - Special Purpose

Two Piece Edge Clip and Cable Tie Assemblies continued

l Product Selection }

Min. Tensile
Strength Length (L) Max. @ Bundle
Article No. Part No. Type Ibs. (N) in.  (mm) in.  (mm) Pkg. Qty. Drawing
Panel Thickness —.117” - .234" (3-6 mm)
156-04600 |156-04600 T18ROSEC19 18 Ibs (80) 3.9”  (100) 79" (20) 500
156-04601 |156-04601 T50SOSEC19 50 Ibs (225) 5.9”  (150) 1.2" (31 500
156-00872 |156-00872 T50ROSEC19 50 Ibs (225) 7.9" (200) 1.8" (45) 500
156-00016 |156-00016 T50SOSEC20 50 Ibs (225) 5.9” (150) 1.3 (33) 500
156-00873 |156-00873 T50ROSEC20 50 Ibs (225) 7.9" (200) 1.8" (45) 500
156-00877 |156-00877 TSOROSEC23 | 501bs  (225) |7.97 (2000 | 187 @5 500
156-00878 |156-00878 T50ROSEC24 50 Ibs (225) 7.9"  (200) 1.8” (45) 500

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes. Use Part No. for ordering

and Type for specification purposes.

One Piece Edge Clip and Cable
Tie Combinations

The plastic area of the edge clips and the
cable ties are molded together.

Product Selection

Material Data

|

Material

—
Color

. |
Operating
Temperature

o T
Flammability

Polyamide 6.6 heat stabilized (PA66HS)

| Black

|
UL94 HB

| -40 °F to +221 °F (-40 °C to +105 °C) continuous

Min. Tensile
Strength Length (L) Max. @ Bundle
Article No. Part No. Type Ibs. (N) in.  (mm) in.  (mm) Pkg. Qty. Drawing
Panel Thickness — .039” - .117” (1-3 mm)
126-00036 |126-00036 T50SOSEC34E 40 lbs (180) 6" (155) 1.8" (35) 500 :‘
NS
<&
148-00200 |148-00200 T50SOSECIZE 40 lbs (180) 6" (160) 1.2"  (35) 500
Lz
L,
126-00000 |126-00000 T50SOSEC1ZE 40 Ibs (180) 8" (160) 1.8" (35) 500

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes. Use Part No. for ordering and

Type for specification purposes.

For product information visit or www.hellermann.tyton.com or call 800-537-1512



Bundling and Securing

Cable Ties - Special Purpose

Edge Clip and UV Stabilized Tie Assemblies

HellermannTyton’s high-performance edge clip and UV stabilized cable tie
assemblies are designed specifically to route cables by securing them to a metal or
plastic frame rail edge, eliminating the need for mounting holes and mechanical
fasteners. The clip is easy to secure and the extraction force is high due to the
integrated metal clamp that holds the edge clip in place. The cable tie firmly grips
the cable, preventing chafing of the cable and ensuring long-term reliability.

Material Data - Mounts (ﬁ@ Material Data - Ties (ﬁ@
Material Polyamide 6.6 — Impact Modified, Heat Material Polyamide 6.6 - 2% Carbon UV
Stabilized, UV Stabilized (PA66HIRHSUV) Stabilized (OUV)
Operating -40 °F to +230°F (-40 °C to +110 °C) continuous Operating -40 °F to +185°F (-40 °C to +85 °C) continuous
Temperature Temperature
Flammability UL94 HB Flammability uL94 v2
Product Selection_I
Min. Tensile Length Max
Article No. Part No. Type Strength Bundle Color Pkg. Drawing
Ibs. (N) in. (mm) in. (mm) Qty
1-3 mm Edge Thickness
156-00635 156-00635 T50REC4A 50 (225) 7.9 (200) 1.8 (45) Black 100
156-00588 156-00588 T50REC4B 50 (225) 7.9 (200) 1.8 (45) Black 100
156-00589 156-00589 T50REC5A 50 (225) 7.9 (200) 1.8 (45) Black 100
156-00468 156-00468 TS50RECSB 50 (225) 7.9 (200) 1.8 (45) Black 100
3-6 mm Edge Thickness
e,
156-00590 156-00590 T50REC19 50 (225) 7.9 (200) 1.8 (45) Black 100
156-00591 156-00591 T50REC20 50 (225) 7.9 (200) 1.8 (45) Black 100
156-00592 156-00592 TS50REC23 50 (225) 7.9 (200) 1.8 (45) Black 100
156-00593 156-00593 T50REC24 50 (225) 7.9 (200) 1.8 (45) Black 100

Use Part No. for ordering and Type for specification purposes.

HellermannTyton @



Bundling and Securing

Cable Ties - Special Purpose

Edge Clip and Tape Clip Combination

These clips can be secured to cables with cable ties or tape.

Material Data - Cable Tie and Tape Clip Combination \ ﬁ'\‘oﬂg)
Material | Polyamide 6.6 impact modified, heat —

stabilized, UV resistant (PA66HIRHS)
Color | Black
Operating | -40 °F to +230 °F (-40 °C to +110 °C) continuous
Temperature

Flammability | UL94 HB

Product Selection

Length (L) Width (W)
Article No. Part No. Type in.  (mm) in. (mm) Pkg. Qty. Drawing
Panel Thickness — .039” - .117” (1-3 mm)
T
L""'H-.._\_H_-h -\-"-""_'\-H-"‘""-u.\__\_\_\_
g -H-""'"-\-..
151-03404  |151-03404 EC14  [1.57” (40.0) |.39” (10.0) 500 Tﬁ“-ix T
= -~J@ﬁ|s~----ﬁ"'
\‘--."___.-'-'.5%5_5'
e
e Ty
— -
— r
151-03401  |151-03401 EC15 1.57” (40.0) |.39” (10.0) 500 af{;gf"_},.r 2
— HY SR
L _\.__r. - -uu_llf.
151-03402 151-03402 EC16 1.57” (40.0) |.39” (10.0) 500
151-03403 151-03403 EC17 1.57” (40.0) |.39” (10.0) 500

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

@ For product information visit or www.hellermann.tyton.com or call 800-537-1512



Bundling and Securing

Cable Ties - Special Purpose

Metal Edge Clips Family
Heavy Duty Metal Edge Clip

HellermannTyton’s Heavy Duty Edge Clip provides an excellent
alternative to managing wire and PV cables where plastic fasteners are
not the preferred method. Designed for effortless insertion, the Heavy
Duty Edge Clip has a high extraction force that tolerates extreme
environments and provides assurance that the cables are secure on

a panel. This Metal Edge Clip is simple to install and can easily be
removed with a flathead screwdriver.

Features and Benefits

¢ Dual shear point barbs present a high extraction force for
withstanding extreme conditions.

Material Data

e Double-compression design accommodates various sizes of wire and Material Stainless Steel Type SS304 (SS304)
cable — up to 2 cables. Operating -112 °F to +1000 °F
. ) L Temperature (-80 °C to +538 °C)
e 1 —3mm panel thickness range allows for multiple applications.

¢ Integrated design allows for easy insertion by hand.

i Product Selection
— | Panel Panel

. . Cable Cable . Outside Min.| Inside Min. | Pkg
Article Thickness | Thickness . Length L Width W
No. Type Min. Max. @ Min. @ Max. Panel Depth | Panel Depth | Qty
Part No. in. (mm){ in. (mm)| in. (mm)| in. (mm)| in. (mm)| in. (mm)| in. (mm)| in. (mm)| (pk)
151-00982 | 151-00982 | MSC2 | 0.04 (1.0) | 0.12 (3.0) [ 020 (5.0) | 030 (7.6) | 0.95 (13.0)] 0.50 (13.0) | 0.75 (19.1) | 0.861 (21.9) | 100

Use Type for ordering and specification purposes.

Low Profile Metal Edge Clip

Our low profile version is available for more confined areas.
HellermannTyton’s Metal Edge Clip provides an excellent alternative
to managing wire and PV cables where plastic fasteners are not the
preferred method.

Features and Benefits
¢ Single shear point barbs present secure panel retention.

e Double-compression design accommodates various sizes of wire and
cable — up to 2 cables.

Material Data

e 1.5 -2mm panel thickness range allows for multiple applications. iaterial Stainless Steel Type 55304 (55304)
¢ Integrated design allows for easy insertion by hand. Operating | -112 °F to +1000 °F
Temperature (-80 °C to +538 °C)
Product Selection
: Panel Panel . . . .
. . Cable Cable . Outside Min. | Inside Min. | Pkg
Article Thickness | Thickness o Min 0 Max Length L Width W Panel Depth | Panel Depth | Qt
No. Type Min. Max. ' ' P P y
Part No. in. (mm)| in. (mm)| in. (mm)| in. (mm)| in. (mm)| in. (mm)| in. (mm)| in. (mm)| (pk)
151-01699 | 151-01699 [ MSC2LP | 0.06  (1.5) | 0.078 (2.0) | 0.161 (4.1) [ 0.276 (7.0) | 0.67 (17.0) ] 0.375 (9.5) | 0.473 (12.0) [0.649 (16.48)| 100

Use Type for ordering and specification purposes.

HellermannTyton @



Bundling and Securing

Cable Ties - Special Purpose

Screw Mount Ties Material Data | é@
Material Polyamide 6.6 (PA66)
Operatingg*-40 °F to +185 °F (-40 °C to +85 °C) continuous
Temperature
Flammability | UL94 V2

Bm us

File# E64139

Product Selection }

Min. Tensile
Strength Length (L) Max. @ Bundle| Width (W) Pkg.

Article No. Part No. Type Mounting lbs. (N) in.  (mm) in. (mm) in. (mm) Color Qty.
T18MR

113-00026 [T18MR9C2 T18MR 18 Ibs (80) 4.33”  (110) 79" (20) 107 (2.5) Natural | 100
113-00028 [T18MR9M4 | T18MR # 4 screw 18 Ibs (80) 4.33”  (110) 79" (20) 107 (2.5) Natural | 1000
113-00022 (T18MR0OC2 T18MR 18 Ibs (80) 4.33”  (110) 79" (20) 107 (2.5) Black 100
113-00024 |T18MROM4 | T18MR 18 Ibs (80) 4.33”  (110) 79" (20) 107 (2.5) Black 1000
T30MR

113-03019 [T30MR9C2 T30MR 30 lbs (135) 6.30”  (160) 1.26”  (32) 14”7 (3.5) Natural | 100
113-00036 (T30MR9M4 | T30MR 48 screw 30 Ibs (135) 6.30”  (160) 1.26”  (32) 14”7 (3.5) Natural | 1000
113-03010 [T30MROC2 T30MR 30 lbs (135) 6.30”  (160) 1.26”  (32) 14”7 (3.5) Black 100
113-03011 T30MROM4 | T30MR 30 Ibs (135) 6.30”  (160) 1.26”  (32) 14" (3.5) Black 1000
T50MR

113-05004 [T50MR9C2 T50MR 50 Ibs (225) 8.46”  (215) 1.77”  (45) 18" (4.6) Natural | 100
113-05007 [TSOMR9M4 | T50MR 10 screw 50 Ibs (225) 8.46”  (215) 1.77"  (45) 187 (4.6) Natural | 1000
113-05000 [T50MROC2 T50MR 50 Ibs (225) 8.46”  (215) 1.777  (45) 187 (4.6) Black 100
113-05002 [TSOMROM4 | T50MR 50 Ibs (225) 8.46”  (215) 1.77"  (45) 18" (4.6) Black 1000
T50MI

113-00032 [T50MI9C2 T50MI 50 Ibs (225) 12.40” (315) 3.35”  (85) 197 (4.7) Natural | 100
113-00033 |T50MI9M4 T50MI #10 screw 50 lbs (225) 12.40”  (315) 3.35”  (85) 19" (4 7) Natural | 1000
113-00038 (T50MI0C2 T50MI 50 Ibs (225) 12.40” (315) 3.357 (85 197 (4.7) Black 100
113-00031 (T50MIOMA4 T50MI 50 Ibs (225) 12.40”  (315) 3.35”  (85) 197 (4.7) Black 1000
T50ML

113-05419 |T50ML9C2 T50ML 50 Ibs (225) 15.35”  (390) 4.00”  (100) 18”7 (4.6) Natural | 100
113-05403 [T50ML9M4 | T50ML #10 screw 50 lbs (225) 15.35”  (390) 4.00”  (100) 18”7 (4.6) Natural | 1000
113-00007 [T50MLOC2 T50ML 50 Ibs (225) 15.35”  (390) 4.00”  (100) 18" (4 6) Black 100
113-00035 [TS0MLOM4 | T50ML 50 lbs (225) 15.35”  (390) 4.00”  (100) 18”7 (4.6) Black 1000
T120MR

113-12029 [T120MR9K2 | T120MR 120 Ibs (535) 15.55”  (395) 4.02”  (102) 30" (7.6) Natural 50
113-00018 [T120MR9H4 | T120MR #1/4” 120 Ibs (535) 15.55”  (395) 4.02”  (102) 30" (7.6) Natural | 500
113-12020 [T120MROK2 | T120MR screw 120 Ibs (535) 15.55”  (395) 4.02”  (102) .30” (7 6) Black 50
113-00011 [T120MROH4 | T120MR 120 Ibs (535) 15.55”  (395) 4.02”  (102) 30" (7.6) Black 500

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes. Use Part No. for ordering and
Type for specification purposes.

@ For product information visit or www.hellermann.tyton.com or call 800-537-1512



Bundling and Securing

Cable Ties - Special Purpose

Fir Tree Mount and Cable Tie Assemblies

HellermannTyton's fir tree mounts provide a secure grip in a mounting
hole and protect against dirt and other impurities. The mount can slide
along the strap of the tie for proper orientation. The fir tree mounts are
designed to provide a low insertion force and high extraction force.
These mounts are sold as an assembly with the cable tie.

Material Data - All Cable Ties/ T4, Material Data - FT5, FT6 and FT6LG Mounts Rj
FT7, FT8 and FT10 Mounts @ OHS
Material | Polyamide 6.6 heat . Material Polyamlde”6.6 impact .mOdIerd, —

stabilized (PA66HS) heat stabilized, UV resistant

(PAG6HIRHS)
. -
Operating | -40 °F to +221 °F
Temperature | (-40 °C to +105 °C)
1
Color | Black
Flammability | UL94 V2

. -
Operating | -40 °F to +230 °F
Temperature | (40 °C to +110 °C)
1
Color | Black
Flammability | UL94 HB

I T —
L3 g
H2 ‘
Al
Product Selection l
Cable Tie Mount
Min.
Tensile Width Length | Length
Strength | Max. & | Length (W) Disc @ (L2) (L3) Width | Height
Ibs. Bundle L in. in. in. in. (W3) (H2) Pkg.
Avrticle No. Part No. Type (N) in. (mm) [in. (mm)| (mm) | (mm) | (mm) (mm) |in. (mm)|in. (mm)| Qty.
FT4 — Mounting Hole @: .13” - .16" (3.3 — 4.0mm) - Panel Thickness: .04" - .118" (1.0 — 3.0mm)
156-00953 |156-00953 T30RFT4 30 lbs 1.38 5.8 14 51 .33 46 .20 22 500

(135) (35) (148) (3.6) (13.0) (8.5) (11.8) (5.0) (5.6)
FT5 - Mounting Hole @: .177" - .197" (4.5-5.0mm) - Panel Thickness: .028" -.193" (0.7 - 3.0mm)

30bs [ 138" [ 58" [ 14" [ 63" [ 46" [ s2v [ 207 | 277
150-55850 |150-55850 TORFTS | oe’ | G | an) | Ge | aeo | aie | (52 | © | 9 | P
156-00025 |156-00025 TsoRers | 0S| 173 s 18 o3 46 22 29 27 500

(225) (44.5) | (203.2) | (4.6) (16.0) | (11.6) (13.2) (5) (6.9)
FT6 - Mounting Hole @: .252"” - .28" (6.4-7.1mm) - Panel Thickness: .028” - .193” (0.75 - 3.0mm)

30lbs | 138" | 58”7 [ 14" [ 63" | 46" 54" 20" | 295"
150-77940 |150-77940 T30RFT6 (135) 5) aae | co | aeo | a1e | d18 ) 7.5) 500

50lbs | 138" | 63" | 18" | 63" | .46" 54 20" | 295"
156-00156 |156-00156 T505FT6 (225) (35) (160) | 46) | (160) | (11.6) | (13.8) (5) (7.5) °00

501lbs | 1.75" 8" 18" | 63" | 46" 547 20" | 295"
156-00157 |156-00157 THORFT6 (225) (445) | (203.2) | (4.6) | (16.0) | (11.6) | (13.8) (5) (7.5) 200
156-00066 |156-00086 T50LFTE 50 bs | 4.33 15 18 63 46 54 20 295 500

(225) (110) (380) 4.7) (16) (11.6) (13.8) (5) (7.5)

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes. Use Part No. for ordering and
Type for specification purposes.

HellermannTyton @



Bundling and Securing

Cable Ties - Special Purpose

Fir Tree Mount and Cable Tie Assemblies continued

—_— _|W3+_ L2
r—‘ % L A —
I | A~ ‘\
_+ L3 2
W H2 5
t Y o
Product Selection }
Cable Tie Mount
Min. |Max.@| Length Width Length Length Width | Height
Tensile |Bundle (L) (w) Disc @ (L2) (L3) (w3) (H2)
Strength in. in. in. in. in. in. in. in.
Article No. | Part No. Type Ibs. (N) | (mm) (mm) (mm) (mm) (mm) (mm) (mm) | (mm) | Pkg. Qty.
FT6LG - Mounting Hole @: .256" - .276" (6.4-7.1mm) - Panel Thickness: .03"” -.24" (0.75 - 6.0mm)
30 Ibs 1.38" 58" 4 63" 46" .69 " 19" 44"
150-31090 [150-31090 | T30RFT6LG (135) (35) (148) (3.6) (16) (11.6) (17.5) ©) ann 500
50 Ibs 1.38" 6.3" 18" 63" 46" 69" 19" 44"
150-31093 [150-31093 | T50SFT6LG (225) (35) (160) 4.6) (16) (11.6) (17.5) 5) (11.1) 500
50 Ibs 1.75" 8" 18" 63" 46" 69" 19" 44"
150-31091 [150-31091 | T50RFT6LG (225) (a4) (203.2) 4.6) (16) (11.6) (17.5) 5) (11.1) 500
50 Ibs 3.35” 11.8" 18" 63" 46" 69" 19" 44"
156-00054 [156-00054 | T50IFT6LG (225) (85) (300) 4.6) (16) (11.6) (17.5) 5) (11.1) 500
FT7 - Mounting Hole @: .256" - .276" (6.5-7.0mm) - Panel Thickness: .031” -.276" (0.8 - 7.0mm)
30 lbs 1.38" 58" 14" 63" 46" 75" 20" 5"
156-00057 |156-00057| T30RFT7 (135) (35) (148) (3.6) (16) (11.6) (19) (5) (12.7) >00
50 Ibs 1.38" 6.3" 18" 63" 46" 75" 20" 5"
156-00056 [156-00056| T50SFT7 (225) (35) (160) 4.6) (16) (11.6) (19) 5) (12.7) 500
50 Ibs 1.75" 8" 18" 63" 46" 75" 20" 5"
111-85871 [111-85871| TS50RFT7 (225) (44) (203.2) (4.6) (16) (11.6) (19) ) (12.7) 500
50 Ibs 335" 11.8" 18" 63" 46" 75" 20" 5"
111-05350 111-05350 | TSOIFT7 | o) (5) (300) 4.6) 16 | (11.6) (19) G | (127 >00
50 Ibs 433" 15" 18" 63" 46" 75" 20" 5"
156-00055 |156-00055| T50LFT7 (225) (110) (380) @.7) (16) (11.6) (19) ©) (12.7) 500
FT8 - Mounting Hole @: .3"” - .31” (7.7-8.0mm) - Panel Thickness: .03” -.31” (0.8 - 8.0mm)
30 lbs 1.38" 58" 14" 63" 47" 7" 35" 45"
156-00375 [156-00375| T30RFT8 (135) (35) (148) (3.6) (16) (12.0) (17.8) ) (11.5) 500
50 Ibs 1.75" 8" 18" 63" 47" 7" 35" 45"
156-00376 [156-00376| T50RFT8 (225) (a4) (203.2) 4.6) (16) (12.0) (17.8) ) (11.5) 500
50 Ibs 3.35" 11.8" 18" 63" 47" " 35" 45"
156-00377 [156-00377| T50IFT8 (225) 1) (300) 4.6) (16) (12.0) (17.8) ) (11.5) 500
50 lbs 433" 157 18" 63" 47" " 35" 45"
156-00378 [156-00378| TS5O0LFT8 (225) (110) (380) @.7) (16) (12.0) (17.8) ) (11.5) 500
FT10 - Mounting Hole @: .38" - .39" (9.7-10.0mm) - Panel Thickness: .031” -.236" (0.8 - 5.0mm)
30 lbs 1.38" 58" 14" 71" 47" 75" 20" 48"
156-00089 |156-00089 | T30RFT10 (135) (35) (148) (3.6) (18) (12) (18.6) ) (12.1) 500
50 Ibs 1.38" 6.3" 18" VAR A7 75" 20" 48"
156-00090 |156-00090 | T50SFT10 (225) (35) (160) 4.6) (18) (12) (18.6) 5) (12.1) 500
50 Ibs 175" 8" 18" 1" 47" 75" 20" 48"
156-00091 [156-00091 | T50RFT10 (225) (a4) (203.2) 4.6) (18) (12) (18.6) 5) (12.1) 500
50 Ibs 335" 11.8" 18" 1" 47" 75" 20" 48"
156-00092 |156-00092| T50IFT10 (225) @81 (300) (4.6) (18.0) (12) (18.6) ) (12.1) 500
50 Ibs 433" 15" 18" AR 47" 75" 20" 48"
156-00093 |156-00093 | T50LFT10 (225) (110) (380) @.7) (18) (12) (18.6) ©) (12.1) 500

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes.
Use Part No. for ordering and Type for specification purposes.

@ For product information visit or www.hellermann.tyton.com or call 800-537-1512



Bundling and Securing

Cable Ties - Special Purpose

High Temperature Fir
Tree Mount and Cable Tie
Assemblies

HellermannTyton's high temperature

fir tree mounts and cable tie assemblies
provide excellent resistance in operating
temperatures up to 275°F (135°C), while
still maintaining tensile and retention
strength properties.

Material Data j I |
RoHs
Material Polyamide 4.6 (PA46) >|W3|< L2
Operating -40 °F to +275 °F (-40 °C to +135 °C) A
Temperature continuous [} [ ]
—+ o N
Flammability uL94 v2 L3 >
H2 >
A Vi)
Product Selection !
Cable Tie Mount
Min. - - :
Tensile Max. @ Length Width . Length Length Width Height
Strength Bundle O w) Disc @ (t2) (L3) (w3) (H2) Pkg.
Part No. Type Ibs. (N) in. (mm) in. (mm) in. (mm) in. (mm)| in. (mm) | in. (mm) in. (mm) in. (mm) [ Qty.

FT5 - Mounting Hole @ : .177" - .197" (4.5 - 5.0mm) - Panel Thickness: .028" - .12" (0.7 - 3.0mm)

150-55948 | T30RFT5 [30 Ibs (135) [1.34" (34) 5.9" (150) |.14" (3.6) [.63" (16) [|.46" (11.6)|.52" (13.2)|.20" (5.0) | .27" (6.9) 500

FT6 - Mounting Hole @ : .25" - .28" (6.4 - 7.1mm) - Panel Thickness: .03" - .12" (0.75 - 3.0mm)

150-77938 | T50RFT6 (50 Ibs (225) | 1.8" (45) |[7.87" (200) |.18" (4.6) [.63" (16) [.46" (11.6) [.54" (13.8)]|.20" (5.0) 3" (7.5) 500

T50RO

156-00085 SFTESD 50lbs (225) | 1.8" (45) |7.87" (200) |.18" (4.6) |.63" (16) [.46" (11.6) |.57" (14.5)|.21" (5.2) 3" (7.5) 500

FT6LG - Mounting Hole @ : .25" - .28" (6.4 - 7.1mm) - Panel Thickness: .03" - .24" (0.75 - 6.0mm)

150-31098 256?_2: 50lbs (225) | 1.8" (45) |7.87" (200) |.18" (4.6) |.63" (16) [46" (11.6)|.69" (17.5)|.20" (5.0) 44" (11.1) | 500

FT7HD - Mounting Hole @ : .244" - .284" (6.2 - 7.2mm) - Panel Thickness: .03" - .276" (0.8 - 7.0mm)

T50RF

156-00457 T7HD 50lbs (225) | 1.8" (45) |7.87" (200) |.18" (4.6) |.63" (16) [.46" (11.6)|.78" (19.3)[.232" (5.9) .36" (12.4)| 500

FT8G - Mounting Hole @ : .32" - .33" (8.0 - 8.5mm) - Panel Thickness: .06" - .16" (1.5 - 4.0mm)

156-00235 ;85(22; 501lbs (225) | 1.8" (45) |7.87" (200) [.18" (4.6) |.63" (16) [.46" (11.6) .68" (17.2)|.24" (6.0) | .18" (4.6) 500

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes.
Use Part No. for ordering and Type for specification purposes.

HellermannTyton @



Bundling and Securing

Cable Ties - Special Purpose

Fir Tree Mount For Automatic Cable Material Data ‘{‘OHS>

Tie Tool System Material | Polyamide 6.6 impact modified, heat o
stabilized, UV resistant (PA66HIRHS)

Engineered for use with HellermannTyton’s automatic Color | Black

cable tie tool systems, this fir tree mount has an anti- Operatingﬂh-40 °F to +230 °F (-40 °C to +110 °C) continuous

rotational design and features a low insertion force and Temperature

high extraction force. For more information on Flammability | UL94 HB

automatic tool systems, see page 88.

Disc
— W2l«— < 0 —>
Product Selection ] - (;:'3: ¢
N 7
e ™ T U
H
Disc @ Width | Height Height H2
Article in. (W2) (H) (H2) Pkg. U
No. Part No. Type (mm) in. (mm) | in. (mm) in. (mm) Qty.
FT7AT - Mounting Hole @: .24” - .28" (6.0 - 7.0mm) - Panel Thickness: .03" -.276" (0.8 - 7.0mm)
151-00492 | 151-00492 FT7AT 73" (18.6) | .18" (4.5) | .72" (18.34) | 47" (11.9) 100
Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. Dimensions are approximate and subject to
technical changes. Use Part No. for ordering and Type for specification purposes.
Heavy Duty Fir Tree Mounts and {j
Cable Tie Assemblies Material Data | : : — {‘135_
Material | Polyamide 6.6 impact modified, heat

stabilized, UV resistant (PA66HIRHS)
-
Color Black
T .
Operating -40 °F to +230 °F (-40 °C to +110 °C) continuous
Temperature

Flammability | UL94 HB

The FT7HD, is a heavy duty alternative to
HellermannTyton’s standard FT7 mount and cable tie
assembly. The H profile of the mount offers
durability and the assembly is available with a 50 Ib.
cable tie in 8” and 11.8" lengths.

[_‘ e % < 1] ]
f L ' = . H 1: = ; r#
4 == y = w
] *Il'.l‘ i
IT
Product Selection ]
Cable Tie Mount
Min. Max. @ Length Width Width | Height | Height
Tensile Bundle (L) (w) Disc @ (W2) (H) (H2)
Article Strength in. in. in. in. in. in. in. Pkg.
No. Part No. Type Ibs. (N) (mm) (mm) (mm) (mm) (mm) (mm) (mm) | Qty.
FT7HD - Mounting Hole @: .24" - .28" (6.2 - 7.2mm) - Panel Thickness: .03” - .276" (0.8 - 7.0mm)
156-00329 |156-00329 TSORFT7HD | 50 Ibs (225) | 1.75" (44) | 87(203.2) | .18" (4.6) |  gg» 93" 78" 36"
500
156-00282 [156-00282 T50LFT7HD| 50 Ibs (225) 3.35" (85) 11.8" (300) 18" (4.6) (21.6) (5.9 (19.8) (12.4)

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes.
Use Part No. for ordering and Type for specification purposes.

@ For product information visit or www.hellermann.tyton.com or call 800-537-1512



Bundling and Securing

Cable Ties - Special Purpose

Heavy DUty Fir Tree Mounts and ‘ Material Data-Fir Tree Mount and WSS, WSI, WSR Cable Ties}i Rc%
Cable Tie Assemblies continued Material | Polyamide 6.6 impact modified, heat
stabilized, UV resistant (PA66HIRHS)
Designed specifically for 120 - 250 Ib. cable ties, the Color | Black
heavy duty fir tree mounts are optimized for up to 3 Operatingﬁh-40 °F to +230 °F (-40 °C to +110 °C) continuous
to 1 extraction versus insertion force. The “H" profile Temperature
provides a broad surface contact to minimize the FlammabilityﬂhUL94 HB
pinching of bundles and will easily hold bundles
ranging from 3/8” to 3" Heavy duty fir tree mounts Material Data - T120R Cable Tie l ‘{TOHS
are equipped with a friction tab that will hold the tie Material | Polyamide 6.6 heat stabilized (PA66HS) K_/
in the mount, allowing them to be preassembled prior
to installation. These mounts are sold as an assembly Color | Black
with the cable tie. Operatingﬁh-40 °F to +221 °F (-40 °C to +105 °C) continuous
Temperature
Flammability | UL94 HB

Disc
— W2 - - 4 S
= T |
i [ i i =3
o ? + — H2
[ Product Selection [
Cable Tie Mount
Min. Max. @ Length Width Width | Height | Height
Tensile Bundle (L) (w) Disc @ (w2) (H) (H2)
Article Strength in. in. in. in. in. in. in. Pkg.
No. Part No. Type Ibs. (N) (mm) (mm) (mm) (mm) (mm) (mm) (mm) | Qty.

FT9A - Mounting Hole @: .343"- .363" (8.75 - 9.25mm) - Panel Thickness: .04” - .26" (1.0 - 6.5mm)
156-00067 156-00067 T120RFT9A | 120 Ibs (534)| 4" (101.6) | 15.25" (387.4) | .30" (7.6) | .85" (21.6) | .51" (13) [75" (19.1).36 " (9)| 100

156-00068 | 156-00068 | WSSFT9A | 120 lbs (534)| 2.25" (57.1) 9" (228.6) |.50" (12.7)| .85" (21.6) | .51" (13) |75" (19.1).36 " (9)| 100

156-00069 | 156-00069 WSIFT9A | 120 Ibs (534)| 3.25" (82.5) 12" (304.8) |.50" (12.7)| .85" (21.6) | .51" (13) [75" (19.1) .36" (9) | 100

156-00070 | 156-00070 WSRFT9A | 120 Ibs (534)| 4.13" (104.8) 15" (381) 50" (12.7)| .85" (21.6) | .51" (13) |75" (19.1) 36" (9) | 100

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes.
Use Part No. for ordering and Type for specification purposes.

Product Selection |

I
Cable Tie Mount
Min. Max. @ Length Width Width Height Height
Tensile Bundle (L) (w) Disc © (W2) (H) (H2)
Article Strength in. in. in. in. in. in. in. Pkg.
No. Part No. Type Ibs. (N) (mm) (mm) (mm) (mm) (mm) (mm) (mm) |[Qty.

FT9B - Mounting Hole @: .343"- .363" (8.75 - 9.25mm) - Panel Thickness: .04” - .62" (1.0 - 15.8 mm)
156-00071 156-00071 T120RFT9B | 120 Ibs (534)| 4" (101.6) | 15.25" (387.4) | .30" (7.6) | .85" (21.6) | .51" (13) [1.12" (28.4)|.73" (18.4)| 100

156-00072 | 156-00072 WSSFT9B | 120 Ibs (534)| 2.25" (57.1) 9" (228.6) |.50" (12.7)| .85" (21.6) | .51" (13) [1.12" (28.4).73" (18.4)| 100

156-00074| 156-00074 WSRFT9B [ 120 Ibs (534)| 4.13" (104.8) 15" (381) 50" (12.7)| .85" (21.6) | .51" (13) [1.12" (28.4)|.73" (18.4)| 100

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes.
Use Part No. for ordering and Type for specification purposes.

HellermannTyton @



Bundling and Securing

Cable Ties - Special Purpose

Cable Tie with Fir Tree Mount

This fir tree mount tie provides a low insertion force with a high extraction force. The outside serrations present a smooth
surface to the cables preventing damage to the insulation. The unique head design allows the cable tie to firmly hold
bundles as small as .06" diameter and the disc offers added water protection.

ﬁ[ﬂﬂ[t[ﬂ/ . Material Data \ {ﬁ@
I Material Polyamide 6.6 heat stabilized (PA66HS)
Operating -40 °F to +257 °F (-40 °C to +125 °C)
w|||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||||\|_ Temperature continuous
Flammability uL94 v2
| Product Selection !
Min.
Tensile Mounting Panel Max. @ Width
Article Strength Hole @ Thickness Length (L) Bundle (w) Pkg.
No. Part No. Type Ibs. (N) in. (mm) in. (mm) in. (mm) in. (mm) in. (mm) | Color | Qty.

248 - 275" | .02-.16"
(6.3-7.0) (.06 - 4.2)
248 - 275" | .03-.28"
(6.3-7.0) (.07 - 7.0)

157-00108| 157-00108| T50SOSFTEE2 | 40 Ibs (180) 6.3" (160) 1.4" (35) 18" (4.6) | Black | 1000

157-00097| 157-00097 | TS0SOSFT6LG-E | 40 Ibs (180) 6.5" (165) 1.4" (35) 18" (4.6) | Black | 1000

157-00140| 157-00140 | TS0SOSFT6LG-E2| 40 Ibs (180) 24~ .28 02-.32 6.7" (170) 1.4" (35) 18" (4.6) | Black | 1000
(6.1-7.0) (6-8.2)
31-.33" .02 -.24"

157-00072| 157-00072| T50SOSFT8E | 40 Ibs (180)

(8.0-8.5) (6-6.0) 6.4" (163) 1.4" (35) 18" (4.6) | Black | 1000

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes. Use Part No. for ordering
and Type for specification purposes.

Fir Tree Push Mount Ties Material Data | ,,/?“\
’ OHS
Material | Polyamide 6.6 heat stabilized (PA66HS) k_/

Operatingg -40 °F to +221 °F (-40 °C to +105 °C) continuous
Temperature

Flammability | UL94 V2

Fir tree design grips to the inside of a hole. They can
be used on sheet metal, wood, and cast iron. Type
T50RTM25E has a longer fir tree for larger panel
thicknesses.

i 'TE-‘}“"

Al {_‘...
N I

Material Data L 1;/-‘»
Material | Polyamide 6.6 impact modified, heat
# L stabilized, UV resistant (PA66HIRHS)

Operating | -40 °F to +230 °F (-40 °C to +110 °C)
Temperature | continuous

Flammability | UL94 HB

OHSs

Product Selection I

Min. Tensile | Mounting Panel Max. @
Strength Hole O Thickness | Length (L)| Bundle |Width (W)
in. in. Pkg.
Article No. Part No. Type lbs. (N) (mm) (mm) in. (mm)| in. (mm) | in. (mm)| Color | Qty.

Heat Stabilized Material

.25” - .26” | .052” - .28”

126-03501 [TSO0RTM250HSM4 T50RTM25 50 Ibs  (225) 6.5-6.6) | (132-7.0)

8.277(210) |1.977(50.0) |.19” (4.7) | Black | 1000

Impact Modified Heat Stabilized, UV Resistant Material

.25”-.26” | .09” - .55”

126- 4 | TSORTM25E8HM4 T50RTM25E I 22 437 (214) |1.977(50.0) |.19” (4.7 1
6-03504 |T50| 5E8 50 5 50 Ibs (225) 6.5-6.6) | (2.3 - 13.94) 8.437(214) |1.977(50.0) |.19” (4.7) | Gray | 1000

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes. Use Part No. for ordering

and Type for specification purposes.

For product information visit or www.hellermann.tyton.com or call 800-537-1512



Bundling and Securing

Cable Ties - Special Purpose

Offset Fir Tree Cable Ties

The Offset Cable Ties route and position wire and cable bundles away
from a mounting hole. The offset bar between the fir tree and cable tie
strap provides a robust and cored-out design to eliminate any potential
bending of the wire or cable assembly once installed. The combination
of 12.5mm and 25.0mm offset distances and various fir tree sizes offer
coverage for a majority of industry offset routing applications. The
outside serrations of the tie strap present a smooth surface to the cables
preventing any possible damage to soft or delicate bundles.

Material Data {;@
Material Polyamide 6.6 impact modified, heat
stabilized, UV resistant (PA66HIRHS)
Operating -40 °F to +230 °F (-40 °C to +110 °C)
Temperature continuous
Flammability UL94 HB

Product Selection !

Min.

Tensile Mounting Length Length Max. @

Strength Hole @ (L1) (L2) Bundle Pkg

Article No. Part No. Type lbs. (N) in. (mm) in. (mm) in. (mm) in. (mm) Color Qty.
6mm 8.5" 0.5" 1.97"

157-00118 157-00118 | T50ROSFTM6SO12.5A | 50 Ibs (225) Threaded (215.5) (12.5) (50) Gray 500
0.24-0.28" 8.5" 0.5" 1.97"

157-00130 | 157-00130 T50ROSFT6S0O12.5A 50 lbs (225) 6.1-7.0) (215.5) (12.5) (50) Gray 500
0.24 -0.28" 9.0" 1.0” 1.97"

157-00119 157-00119 T50ROSFT6S0O25A 50 Ibs (225) (6.1-7.0) (230.0) (25.0) (50) Gray 500
0.30-0.33" 9.0" 1.0” 1.97"

157-00120 157-00120 T50ROSFT8SO25A 50 Ibs (225) (7.6-8.4) (230.0) (25.0) (50) Gray 500

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

HellermannTyton @



Bundling and Securing

Cable Ties - Special Purpose

Oval Fir Tree Cable Ties

These cable ties feature a fir tree mount that has an innovative four-sided 360° branch
design that offers full interference for a wide range of oval hole applications. This industry-
first design allows for one part to be used across multiple hole diameters, and delivers cost
savings through part consolidation. The clamp rails along the inside of the cable tie strap
increase the grip around bundles, lowering the potential for lateral cable bundle movement.

T ! - Material Data é@
ﬁ E.]: - Material Polyamide 6.6 heat stabilized (PA66HS) &_/
"'. Operating -40 °F to +221 °F (-40 °C to +105 °C)
Temperature continuous
Flammability uL94 v2
Material Data \ (I/:
' COHS) M aterial Dat (r
Material Polyamide 6.6 impact modified, heat aterial Data RoHs
stabilized, UV resistant (PA66HIRHS) Material Polyamide 4.6 (PA46) & _
Operating -40 °F to +230 °F (-40 °C to +110 °C) Operating -40 °F to +275 °F (-40 °C to +135 °C)
Temperature continuous Temperature continuous
Flammability UL94 HB Flammability uL94 v2
Product Selection !
Min.Tensile | *Mounting Length Max.
Strength Hole @ (L1) Bundle @ Pkg
Article No. Part No. Type lbs. (N) in. (mm) in. (mm) in. (mm) Material Qty.
157-00143 157-00143 T50SOSFTOVALU 50 Ibs (225) | 6.2x12.2mm 6.6" (168) 1.38" (35) PA66HS 500
157-00142 157-00142 T50ROSFTOVALU 50 Ibs (225) ggigggm 8.6" (219) 1.97" (50) PA66HIRHS 500
157-00157 157-00157 T50ROSFTOVALU 50 Ibs (225) | 7.0x12.0mm 8.6" (219) 1.97" (50) PA46 500

*Each oval fir tree cable ties fit all four mounting hole diameters. Dimensions are approximate and subject to technical changes.
Use Part No. for ordering and Type for specification purposes.

Fir Tree Cable Tie for 6mm Threaded Holes

Ideal for use in applications where the ease of insertion and the difficulty of extraction is a primary concern,
this fastening device provides for both a low insertion and high extraction force in 6mm threaded mounting
holes. This cable tie with fir tree mount features a low-profile head that delivers compact bundling by
securing the bundle near the threaded hole. The fir tree functions to spiral downward in a stairwell fashion
to provide perfect alignment with the pitch of the threads in the hole. The clamp rails along the inside of the
cable tie strap enhance the hold around bundles, lowering the potential for lateral cable bundle movement.

Material Data (n’:w
Material Data é@ Material o

Polyamide 6.6 impact modified, heat

Material Polyamide 4.6 (PA46) stabilized, UV resistant (PA66HIRHS)
Operating -40 °F to +275 °F (-40 °C to +135 °C) Operating -40 °F to +230 °F (-40 °C to +110 °C)
Temperature continuous Temperature continuous
Flammability uL94 v2 Flammability UL94 HB
Product Selection |
Min. Tensile | Mounting Length Max.
Strength Hole @ (L1) Bundle @ Pkg
Article No. Part No. Type Ibs. (N) in. (mm) in. (mm) in. (mm) Material Color Qty.
157-00112 | 157-00112 T50ROSFTQM6 50 Ibs (225) | 6mm Threaded | 8.6" (219) 1.97" (50) PAGEHIRHS Black 500
157-00144 | 157-00144 T50ROSFTQM6 50 Ibs (225) | 6mm Threaded| 8.6" (219) 1.97"(50) PA46 Brown 500

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

a For product information visit or www.hellermann.tyton.com or call 800-537-1512



Bundling and Securing

Cable Ties - Special Purpose

Domed Low Profile Push Mount Ties Material Data ,ﬁj
OHS
Material Polyamide 6.6 heat stabilized k_,
The low profile push mount design provides an overall shortened length (PAG66HS)
which assists in limiting protrusion on the opposing side of application Operating 1 .40 °F to 4221 °F (-40 °C to +105 °C)
surfaces. The rounded tip of the mount allows for a smoother surface in Temperature continuous
case of contact with surrounding components or human touch during Flammability uL94 V2
service. The dome provides a tight, rattle-free installation and the outside
serrated strap has ribs designed for convoluted tubing. The dome also L
acts as a seal to keep out dust and liquid.
H Eft
Product Selection Min.
Tensile Mounting Panel Max. @ Width
Article Strength Hole @ Thickness | Length (L) Bundle (w) Pkg.
No. Part No. Type lbs. (N) in. (mm) in. (mm) in. (mm) in. (mm) in. (mm) | Color | Qty.

.189-.205" | .027 - .051"
(4.8-5.2) (.70-1.3)
.205-.220" | .027 - .051"
(5.2-5.6) (.70-1.3)
.248-264" | .027 - .051"
(6.3-6.7) (.70-1.3)
.25-.26" .06 -.09"
(6.3-6.7) (1.7-2.3)

126-00099| 126-00099 | T50SOSKSFT5SE 40 (180) 6.2" (156) | 1.38" (35.0)| .18"(4.6) | Black | 1000

126-00075| 126-00075 | T50SOSKSFT5.4E 50 (225) 6.2" (156) | 1.38" (35.0)| .18"(4.6) | Black | 500

126-00081| 126-00081 | T50SOSKSFT65E 40 (180) 6.2" (156) | 1.38" (35.0)| .18"(4.6) | Black | 500

126-00086| 126-00086 | TSOSOSSFT6.552-E| 50 (225) 6.2" (156) | 1.38" (35.0)| .18"(4.6) | Black | 500

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes. Use Part No. for ordering and
Type for specification purposes.

Domed Push Mount Ties [ Materal Data | ya
RoHs
. . . . . Material Polyamide 6.6 heat stabilized
The domed head tie provides a tight, rattle-free installation. The dome (PA!éGHS)
also acts as a seal to keep out dust and liquid. Operating T 40 °F to +221 °F (40 °C to +105 °C)
Temperature continuous
Flammability uL94 v2
+W
e ST —
-
L
Product Selecti
| roauct >election Min.
Tensile Mounting Panel Max. @ Width
Article Strength Hole @ Thickness Length (L) Bundle (w) Pkg.
No. Part No. Type lbs. (N) in. (mm) in. (mm) in. (mm) in. (mm) in. (mm) | Color | Qty.
111-85350| 111-85350 T50SD6 50lbs. (225) 25-.30 023 - 047 6.3" (160) 1.22" (31) 1.22" (5.1) | Black | 500

(6.3-7.5) (.06-1.2)
25-.48" | .028-.079"
(6.2-12.2) | (0.7 -.028)
.24 - .255" | .027 - .059"
(6.1-6.5) (0.7 - .15)
.267 -.283"| .05-.08"
(6.8-7.2) (1.2-2.0)

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes. Use Part No. for ordering and
Type for specification purposes.

126-00015| 126-00015 T50SDOP 50Ibs. (225) 6.3" (160) 1.18" (30) 1.97" (5.0) | Black | 500

126-02300| 126-02300 T50SSTS 50Ibs. (225) 6.7" (170) 1.22" (31) 18" (4.6) |Natural| 1000

111-85850( 111-85850 T50MD7 50Ibs. (225) 8.9" (225) 2.3" (59) 2" (5) Black | 100

HellermannTyton @



Bundling and Securing

Cable Ties - Special Purpose

Push Mount Ties

One-piece, all plastic ties for quick, simple cable mounting.

Material Data 1 4

Material Polyamide 6.6 (PA66)
— — - - o - - Operatingg*-40 °F to +185 °F (-40 °C to +85 °C) continuous
' ~ Ny Temperature

Flammability | UL94 V2

lIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIl-
o\
File# E64139
Product Selection }
Min. Tensile Mounting Panel Max. @
Strength Hole © Thickness Length (L) Bundle Width (W)
Article in. in. Pkg.
No. Part No. Type lbs. (N) (mm) (mm) in. (mm) in. (mm) in. (mm) Color Qty.

T30RSF

197-.227 .04” - .09”
(4.76-5.59) (0.9-2.36)

197 - .22 .04” - .09”
(4.76-5.59) (0.9-2.36)
A197-.227 .04” - .09”
(4.76-5.59) (0.9-2.36)

197 -.227 .04” - .09”
(4.76-5.59) (0.9-2.36)

111-85603 |T30RSF9C2 | T30RSF(U)| 301Ibs  (135) 6.34” (161) | 1.25” (31.8) |.14” (3.6) | Natural | 100

126-00704 [T30RSFIM4 | T30RSF(U)| 301bs  (135) 6.34” (161) | 1.25” (31.8) |.14” (3.6) | Natural | 1000

126-00700 |T30RSFOC2 | T30RSF(U)| 301lbs  (135) 6.34” (161) | 1.25” (31.8) |.14” (3.6) Black 100

126-00702 [T30RSFOM4 | T30RSF(U)| 301bs  (135) 6.34” (161) | 1.25” (31.8) |.14” (3.6) Black | 1000

T50SSF

25”7 - .28 .04” - 14"
(6.4-7.1) (1.0-3.56)

257 - .28 .04” - 14”7
(6.4-7.1) (1.0-3.56)
25”7 - .28 .04” - 14"
(6.4-7.1) (1.0-3.56)

257 -.28” 047 - 14"
(6.4-7.1) (1.0-3.56)

126-00043126-00043 T50SSF 50 lbs  (225) 6.26” (159) | 1.38” (35) [.19” (4.7) | Natural | 100

126-00044|126-00044 T50SSF 50 1bs  (225) 6.26” (159) | 1.38” (35) |[.19” (4.7) | Natural | 1000

126-00045|126-00045 T50SSF 50 1bs  (225) 6.26” (159) | 1.38” (35) [.19” (4.7) Black 100

126-00046 |126-00046 T50SSF 501bs  (225) 6.26” (159) | 1.38” (35) [.19” (4.7) Black | 1000

T50RSF

257 - .28 .04” - 14”7
(6.4-7.1) (1.0-3.56)

257 - .28” .04” - 14”7
(6.4-7.1) (1.0-3.56)
257 -.28” .04” - 14"
(6.4-7.1) (1.0-3.56)

25”7 -.28” .04” - 14”7
(6.4-7.1) (1.0-3.56)

111-85789 |T50RSF9C2 | TS50RSF(U)| 50 Ibs  (225) 8.27”(210) |1.73” (44) |.19” (4.7) | Natural | 100

126-01011|T50RSFOM4 | TS0RSF(U)| 50 Ibs  (225) 8.27”(210) | 1.73” (44) |.19” (4.7) | Natural | 1000

126-01003 [TSORSFOC2 | TSORSF(U)| 501bs  (225) 8.277 (210) | 1.73” (44) [.19” (4.7) Black 100

126-01004 [TSORSFOM4 | TS0RSF(U)| 501bs  (225) 8.277(210) | 1.73” (44) |.19” (4.7) Black 1000

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes. Use Part No. for ordering and
Type for specification purposes.

e For product information visit or www.hellermann.tyton.com or call 800-537-1512



Bundling and Securing

Cable Ties - Special Purpose

Wing Push Mount Ties

Wing design helps stabilize the tie in high vibration
applications. They can be used on sheet metal, wood,
and cast iron.

Material Data [ {R%
Material | Polyamide 6.6 (PA66) ’

. -1
Operating | -40 °F to +185 °F
Temperature (-40 °C to +85 °C) continuous

e
Flammability | UL94 V2

Material Data R®

Material | Polyamide 6.6 impact
modified, Heat Stabilized, UV

jFReS'Sta"t (PA6GHIRHS) Material Data ‘—@
Operating | -40 °F to +230 °F (-40 °C to +110 Material Polyamide 6.6 heat stabilized '

Temperature | °C) continuous (PA66HS)

€ Operating | -40 °F to +221 °F (-40 °C to +105 °C)
Flammability | UL94 HB Temperature | continuous

LT
Flammability uL94 v2

— Ty,

L FONTRTRETTTTTTTTTTTTTIT TR TR RS STRTTITTTITITTTTTTTIT

t @)
GN us LISTED
File# E64139

File# E64139
Product Selection }

b
v

Min.
Tensile | Mounting Panel Max. @
Strength Hole O Thickness Length (L) | Bundle |Width (W)

in. in. Pkg.
Article No. Part No. Type Ibs. (N) (mm) (mm) in. (mm) | in. (mm) | in. (mm) | Color | Material | Qty.
T18RWPM

A9"- 22" 07" - 13"
(4.76-5.59) | (1.85-3.18)
A97-22" | 07" - 13"
(4.76-5.59) | (1.85-3.18)
A9"-.22" .07 - 13"
(4.76-5.59)| (1.85-3.18)

126-00041 |126-00041 T18RWPM | 18 Ibs (80) 4.45" (113)| .87" (22) | .10" (2.5) PAG6 100
Natural

4.45" (113)| .87" (22) | .10" (2.5) PAG6 1000

126-00603 |T18RWPM9M4 | T18RWPM | 18 Ibs (80)

126-00042 |126-00042* | T18RWPM| 18 Ibs (80) 4.45" (113)| 87" (22) | .10" (2.5) | Black | PAG6HS | 1000

T50SSFM

24" - 26" .03"-.12"

(6.0 - 6.6) (.7 -3.0)
24" - 26" .03"-.12"
(6.0 - 6.6) (.7 -3.0

126-00049 | 126-00049 T50SSFM | 50 Ibs (225) 6.3" (160)| 1.38" (35)| .18" (4.7) | Black | PA66HIRHS| 500

126-00069 | 126-00069 T50SSFM |50 Ibs (225) 6.3” (160) | 1.38"(35) | .18" (4.7) | Natural PAGE 500

] T50SL6

24" - 26" | .03"-.10"

111-85469 |T50SL6.NN6P T50SL6 |50 Ibs (225) 6.1-65) | (0.8-2.5)

6.50” (165) | 1.34” (34) | .18” (4.6) | Natural PAG6 500

\ T50SL7

27" -.28"| .03"-.10"
(6.9-7.1) (0.8-2.5)

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes. Use Part No. for ordering and
Type for specification purposes. UL recognition applies to TI8RWPM ties. *UL listing applies to 126-00042.

111-85479 |T50SL7.NN6P T50SL7 |50 Ibs (225) 6.50" (165) | 1.34” (34) | .18" (4.6) | Natural PAG6 500

HellermannTyton @



Bundling and Securing

Cable Ties - Special Purpose

Arrowhead Mount Ties with Seal

The arrowhead design of these ties offers a positive, low
insertion force and a high extraction force. These ties
feature a foam rubber seal which provides additional
protection against moisture, dirt and other impurities.

Material Data 1 rﬁoh‘s
Material | Polyamide 6.6 heat stabilized (PA66HS)
Operatingﬁr-40 °F to +221 °F (-40 °C to +105 °C) continuous
Temperature
e
Flammability | UL94 V2

% oo T
1

£l -

Product Selection }

Min. Tensile | Mounting | Panel Max. @ | Width
Strength Hole @ |Thickness | Length (L)| Bundle (w)
Pkg.
Article No. Part No. Type lbs. (N) in. (mm) | in. (mm) | in. (mm) | in. (mm) | in. (mm)| Color | Qty.

.25" - .26" |.02" - .07"

126-03100 (126-03100 T50SOSSFT6.5E-MD | 50 Ibs (225) 636.7) |06-18) 6.30"(160) | 1.38"(35) |.18" (4.6) | Green | 500
156-00264 [156-00264 T50SOSSFT6.5E-MD | 50 Ibs (225) 25" - 2671.027 .07 6.30"(160) | 1.38"(35) |.18"(4.6) | Black | 500
' (6.3-6.7) |(0.6-1.8)| " ' ' '
126-00065"126-00065 T50SOSSFT6.5E-MS-MD | 50 Ibs (225) 25" - 277103 - .06 6.42"(163) | 1.38"(35) |.18" (4.6) | Natural | 500
’ (6.3-6.75) [ (0.7-1.6) | ’ ’ ’
.24 - 25" 1.03" - .08"
156-00444 |156-00444 T50ROSAH6MDU 50 Ibs (225) 8.5" (216) | 1.97”(50) |.20” (5.0) | Natural | 500

(6.3-6.6) (0.7 -2.1)

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes. Use Part No. for ordering and
Type for specification purposes.

*Arrowhead includes a pointed mount feature to assist in puncturing through plastic sheeting and other protective films.

@ For product information visit or www.hellermann.tyton.com or call 800-537-1512



Bundling and Securing

Cable Ties - Special Purpose

Wide Strap Heavy Duty Stud Mount Cable Ties

The wide strap stud mount cable tie minimizes pinching on soft bundles and
features a low profile head to provide compact bundling. A thinner strap

provides increased flexibility for improved ergonomics. Available with a 1/4”
and 3/8” stud mount, the wide strap tie utilizes a strong hinge between the
stud mount and head to provide superior holding ability on a threaded stud.

— Wide strap to minimize pinching of soft hoses and convoluted tubing

— Clamping rails to increase grip on round bundles

— Wide variation of bundle diameters: .375” - 4.125"” (9.5mm - 104.7mm)
Flexible strap

Flexible hinge

Mount provides low insertion and high extraction forces

Material Data ‘ éoHs)

Material | Polyamide 6.6 i‘mpact modified, Heat k,
Stabilized, UV Resistant (PAGGHIRHS)
Operating | -40 °F to +230 °F (-40 °C to +110 °C)

Temperature | continuous

Flammability | UL94 HB

fllf W
T ¥
L J
Product Selection Min. Tensile Max. @ Width
Strength Length (L) Bundle (w) Pkg.
Article No. Part No. Type Ibs. (N) in.  (mm) in. (mm) in. (mm) Color Qty.
6 mm Stud Mount
157-00281 157-00281 WSS6MM 120 (534) 9.7 (246.4) 2.2 (57.1) 0.5 (12.7) Black 300
157-00282 157-00282 WSI6MM 120 (534) 127 (322.6) 32 (82.5) 0.5 (12.7) Black 300
157-00283 157-00283 WSR6MM 120 (534) 15.7 (398.8) 4.1 (104.1) 0.5 (12.7) Black 300
1/4" (6.35 mm) Stud Mount
157-00400 157-00400 WSS250 120 (534) 9.7 (236.0) 2.2 (57.1) 0.5 (12.7) Black 300
157-00401 157-00401 WSI250 120 (534) 12.7  (322.6) 3.2 (82.5) 0.5 (12.7) Black 300
157-00402 157-00402 WSR250 120 (534) 15.7  (389.0) 4.1 (104.1) 0.5 (12.7) Black 300
8 mm Stud Mount
157-00034 157-00034 WSS8MM 120 (534) 9.7 (246.4) 2.2 (57.1) 0.5 (12.7) Black 300
157-00035 157-00035 WSIBMM 120 (534) 12.7  (322.6) 3.2 (82.5) 0.5 (12.7) Black 300
157-00036 157-00036 WSR8MM 120 (534) 15.7 (398.8) 4.1 (104.1) 0.5 (12.7) Black 300
3/8" (9.25 mm) Stud Mount
157-00403 157-00403 WSS380 120 (534) 9.7 (246.4) 2.2 (57.1) 0.5 (12.7) Black 300
157-00404 157-00404 WSI380 120 (534) 12.7  (322.6) 3.2 (82.5) 0.5 (12.7) Black 300
157-00405 157-00405 WSR380 120 (534) 15.7 (398.8) 4.1 (104.1) 0.5 (12.7) Black 300
10 mm Stud Mount
157-00284 157-00284 WSS10MM 120 (534) 9.7 (246.4) 2.2 (57.1) 0.5 (12.7) Black 300
157-00285 157-00285 WSITOMM 120 (534) 12.7  (322.6) 3.2 (82.5) 0.5 (12.7) Black 300
157-00286 157-00286 WSR10MM 120 (534) 15.7 (398.8) 4.1 (104.1) 0.5 (12.7) Black 300

Installation tools—MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.
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Bundling and Securing

Cable Ties - Special Purpose

Stud Mount Tie

The stud mount tie mounts and secures a cable bundle in one
component. The stud mount tie is designed for use on a 1/4"” - 20 UNC
threaded stud or the exposed threads of a machine screw.

Material Data \ é

Material | Polyamide 6.6 impact modified, heat
stabilized (PA66HIRHS)

Operatingﬂ -40 °F to +230 °F (-40 °C to +110 °C) continuous
Temperature

I
Flammability | UL94 HB

s —

{ Product Selection ‘

\
Min. Tensile Max. @
Stud @ Strength Length (L) Bundle Width (W) P
g.
Article No. Part No. Type in. (mm) lbs. (N) in. (mm) in. (mm) in. (mm) Color Qty.
157-01300 [T120RSMOHIRK2 | T120RSM | .25" (6.25) | 120 lbs (535) | 15.94” (405) |3.98” (101) |.30" (7.6) Black 50

Installation tools - MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for
specification purposes.

Standoff Stud Mount Ties

This tie is easily mounted on the top of the stud, and the additional height
gained by this design gives the bundle added clearance from the panel.

Material Data \ éOHS)
Material | Polyamide 6.6 heat stabilized (PA66HS)

Operatingﬂ -40 °F to +221 °F (-40 °C to +105 °C) continuous
Temperature

Flammability_‘_UL94 V2

- -

Product Selection ‘

Min. Tensile Max. @
Stud O Strength Length (L) Bundle Width (W) Pk
g.
Article No. | Part No. Type in. (mm) Ibs. (N) in. (mm) in. (mm) in. (mm) Color Qty.

155-30602 |155-30602 | T50SSBS50TE | .20 " (5 45 lbs  (200) 6.30" (160) | 1.38" (35) | .181" (4.6) Black 500
157-00083 |157-00083 | T50SSBS60TE | .24 " (6) 45 lbs  (200) 6.30" (160) | 1.38" (35) | .181" (4.6) Black 1000

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes. Use Part No. for ordering and
Type for specification purposes.

@ For product information visit or www.hellermann.tyton.com or call 800-537-1512



Bundling and Securing

Cable Ties - Special Purpose

Oval Shaped Variable Stud Mount Ties

The special oval shape provides for an approximate .20" L%

(5.5mm) lateral adjustment, allowing for any misalignment of
the stud or incorrect positioning of the tie on the cables. The ||
“soft push” mount allows it to be installed onto a weld stud

k\i
without the use of any tools. \

T505055B5-High-E-C-CC

Material Data [ (ﬁﬂHS}

Material Polyamide 6.6 heat stabilized (PA66HS) -

Operatingﬂr-40 °F to +221 °F (-40 °C to +105 °C) continuous
Temperature

O
Flammability | UL94 V2 e

e
T5050S5B5-High-E-O-US

Product Selection

Min. Tensile Max. @
Stud O Strength Length (L) Bundle Width (W) Pk
g.
Article No. | Part No. Type in. (mm) Ibs. (N) in. (mm) in. (mm) | in. (mm) | Color Qty.

157-00105 | 157-00105 | T50SOSSB5-High-E-C-CC |20"/.24"| (5)/(6) | 50 Ibs | (225) 6.6" | (167) | 1.4” |(35)| .20" | (5.0) | Black 1000
157-00106 | 157-00106 | T50SOSSB5-High-E-O-US |-20"/.24"| (5)/(6) | 50 Ibs | (225) 6.6" | (167) | 1.4" |(35)| .20” | (5.0) | Black 500

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes. Use Part No. for ordering and
Type for specification purposes.

Stud Mount Ties with Outside Serrations

Providing an especially secure hold and the ability to mount the cables very close to the stud, this tie is outside serrated
preventing damage to the insulation of the cable.

T50SOSSBS5E

Material Data ‘ {R;:S)

Material | Polyamide 6.6 heat stabilized (PA66HS)

Operatingﬁr-40 °F to +221 °F (-40 °C to +105 °C) continuous
Temperature

Flammability | UL94 V2

Product Selection |

|
Min. Tensile Max. @
Stud O Strength Length (L) Bundle Width (W)
Article No. | Part No. Type in. (mm) lbs. (N) in. (mm) in. (mm) | in. (mm) Color Pkg. Qty.
155-12300 |155-12300 | T50SOSSBS5E | .20 " (5) 50 Ibs (225) | 6.30” (160) | 1.38” (35) | .18" (4.6) Black 500

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes. Use Part No. for ordering and
Type for specification purposes.

HellermannTyton @



Bundling and Securing

Cable Ties - Special Purpose

Flexible Head Stud Mount Tie

Flexible head wraps around cable bundle for easy installation. Tie
mounts onto #10-24" stud.

Material Data ‘ éDHS}

Material | Polyamide 6.6 (PA66)

Operating | -40 °F to +185 °F (-40 °C to +85 °C) continuous
Temperature

Flammability | UL94 V2

[ Product Selection )

Min. Tensile Max. @
Stud @ Strength Length (L) Bundle Width (W) Pk
g.
Article No. Part No. Type in. Ibs. (N) in. (mm) in. (mm) in. (mm) Color Qty.
111-07110 [TS0RS5.NB3P | T50RS5 #10-24" 50 Ibs  (225) 7.5"  (190) 1.5”7  (40) 18”7 (4.6) Black 100

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes. Use Part No. for ordering and
Type for specification purposes.

Stud Mount Lateral Adjustment Tie

The special shape of this mount provides a .20"” (5-6 mm)
lateral adjustment to allow for any misalignment of the stud
or incorrect positioning of the tie on the cables. The low
profile of the mount allows for several ties to be installed
one-on-top of the other (on the same stud) to accommodate
different cable bundles.

Material Data l (F\’oﬂs}
Material | Polyamide 6.6 heat stabilized (PA66HS)

T50SOSWSP5E, parallel installation using two
Operating | -40 °F to +221 °F (-40 °C to +105 °C) continuous stud mount lateral ties.

Temperature
Flammability | UL94 V2

—
Product Selection }
Min. Tensile Max. @
Stud O Strength Length (L) Bundle Width (W) Pk
g.
Article No. Part No. Type in. (mm) Ibs. (N) in. (mm) in. (mm) in. (mm) Color Qty.
155-23601 155-23601 | T50SOSWSP5E 20" (5) 50 Ibs  (225) 6.35” (163) 1.4”7  (35) 18”7 (4.6) Black 500

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes. Use Part No. for ordering and
Type for specification purposes.

@ For product information visit or www.hellermann.tyton.com or call 800-537-1512



Bundling and Securing

Cable Ties - Special Purpose

Wire and Hose Swivel Clip Ties

These simple to use inside serrated ties provide the opportunity
to attach an additional wire or hose to an existing harness.
Offering a full 360 degrees of rotation, the wire/hose can be
oriented in any direction in relation to the main harness. It is
ideally suited for any application in which the wire or hose can
move in relation to the mounting point.

Material Data
(Rord)
Material Polyamide 6.6 heat stabilized
(PA66HS)
Operating -40 °F to +221 °F (-40 °C to +105 °C)
Temperature continuous
Flammability uL94 v2

T50SV(C3.5 T505V(C6.5 T50SVC4/T50S5VC5
Product Selection !
Tensile Maximum Length Width
Strength Hose Clip @ Bundle O (L) (w) Pkg
Article No. Part No. Type Ibs (N) in. (mm) in. (mm) in. (mm) in. (mm) Color Qty.
156-00791 156-00791 T50SVC3.5 50 Ibs (222) ('312 : '31 é) 1.4 (35) 6.35(163) .18 (4.6) Black 1000
156-00318 | 156-00318 | TS0SVC4 | 50 Ibs (225) 15-.17 1.4 (35) 6.1 (155) 1947 | B 1 500
(3.8-4.2) ’ ’ ’ ’ Natural
17 - .20
155-31202 155-31202 T50SVCS 50 Ibs (222) (45-5.2) 1.4 (35) 6.35 (163) .18 (4.6) Black 500
.26 -.32
156-00155 156-00155 T50SVC6.5 50 Ibs (222) (6.5 - 8.0) 1.4 (35) 6.1 (155) 19(4.7) Black 500
Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes. Use Part No. for ordering and
Type for specification purposes.
HellermannTyton @



Bundling and Securing

Cable Ties - Special Purpose

Omega Clip Cable Ties

Omega Clip Cable Ties provide the opportunity to
attach a wire or hose to an existing bundle. Offering
a full range of orientations, the wire/hose can be
oriented in any direction in relation to the main
harness. The omega clip design is ideally suited for
easing the application process on the production
floor by allowing for an easy one-step snap fit of
the harness assembly to the wire or hose.

Omega Clips secure cables to harnesses, hoses, or tubular frame rails.

Material Data - Cable Ties | /{.‘,BHS Material Data - Omega Clips | (;\.;Q
Material Polyamide 6.6 heat stabilized Material Polyamide 6.6 impact modified, k_/
(PA66HS) heat stabilized, UV resistant
Operating |  -40 °F to +221 °F (-40 °C to +105 °C) _ [BR(EASGHIRHS)
Temperature continuous Operating -40 °F to +230 °F (-40 °C to +110 °C)
Flammability T e Temperature e continuous
Flammability UL94 HB
Product Sefection Tensile Length Maximum Attaches to
Article Strength (L) Bundle @ Diameter Pkg.
No. Part No. Type lbs (N) in. (mm) in. (mm) in. (mm) Color | Qty. Drawing

156-01337 | 156-01337 | T50SVCOC10-14 |50.00 (222)| 6.1 (155) | 1.38 (35.0)| .39-.55 (10.0-14.0)| Black | 500
156-01338 | 156-01338 | T50SMVCOC10-14 | 50.00 (222)| 83 (210) | 1.97 (50.0)| .39-.55 (10.0-14.0)| Black | 500
156-01339 | 156-01339 | T50SVCOC15-18 |50.00 (222)| 6.1 (155) | 1.38 (35.0)| .59-.71 (15.0-18.0)| Black | 500
156-01340 | 156-01340 | T50SMVCOC15-18 | 50.00 (222)| 83 (210) | 1.97 (50.0)| .59-.71 (15.0-18.0)| Black | 500
156-01341 | 156-01341 | T50SVCOC19-24.5 | 50.00 (222)| 6.1 (155) | 1.38 (35.0)| .75-.96 (19.0-24.5)| Black | 500
156-01342 | 156-01342 | TS0SMVCOC19-24.5| 50.00 (222)| 83 (210) | 1.97 (50.0)| .75-.96 (19.0-24.5)| Black | 500
156-01343 | 156-01343 | T50SVCOC25-31 |50.00 (222)| 6.1 (155) | 1.38 (35.0)| .98-1.22 (25.0-31.0)| Black | 250
156-01344 | 156-01344 | T50SMVCOC25-31 | 50.00 (222)| 83 (210) | 1.97 (50.0)| .98-1.22 (25.0-31.0)| Black | 250
156-01345 | 156-01345 | T50SVCOC31-39 |50.00 (222)| 6.1 (155) | 1.38 (35.0)| 1.22-1.54 (31.0-39.0)| Black | 250
156-01346 | 156-01346 | T50SMVCOC31-39 | 50.00 (222)| 83 (210) | 1.97 (50.0)| 1.22-1.54 (31.0-39.0)| Black | 250
156-01347 | 156-01347 T50SVCOC39-45 50.00 (222)| 6.1  (155) | 1.38 (35.0) | 1.54-1.77 (39.0-45.0)| Black | 250
156-01348 | 156-01348 | T50SMVCOC39-45 | 50.00 (222)| 83 (210) | 1.97 (50.0) | 1.54-1.77 (39.0-45.0)| Black | 250
156-01349 | 156-01349 T50SVC4S 50.00 (222)| 6.1 (155) | 1.38 (35.0)| .15-.17 (3.80-4.20)| Black | 500
156-01350 | 156-01350 T50SVC3.5 50.00 (222)| 6.1 (155) | 1.38 (35.0)| .13-.14 (3.45-3.55)| Black | 500
156-01516 | 156-01516 T50SVC5 50.00 (222)| 6.1 (155) | 1.38 (35.0)| .18-.20 (4.50-5.20)| Black | 500

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes. Use Part No. for ordering and
Type for specification purposes.

For product information visit or www.hellermann.tyton.com or call 800-537-1512



Bundling and Securing

Cable Ties - Special Purpose

Wire Clamping Cable Ties

Wire Clamping Ties were designed as an innovative
solution to mounting wire or cable harness
assemblies to wire suspension frames found in
seating applications. The clamp easily secures to
the wire frame for a tight fit and is available in
four different wire frame sizes and two separate
orientations to provide both perpendicular and
parallel routing. The wire clamp design is ideally
suited for easing the application process on the
production floor by allowing for an easy snap fit of
the harness assembly to the wire frame.

Material Data (;;%

Material Polyamide 6.6 heat stabilized
(PA66HS)
Operating -40 °F to +221 °F (-40 °C to +105 °C)
Temperature continuous
Flammability uL94 v2

Product Selection

Tensile Length Maximum Attaches to

Strength (L) Bundle @ Diameter Pkg
Article No. Part No. Type lbs (N) in. (mm) in. (mm) in. (mm) Color Qty. Drawing
148-00089 148-00089 | T50SOSWA1.8E 50 (225) 6 (150) 1.4 (35) .07 (1.8) Black 500
148-00088 148-00088 | T50SOSWA2.0E 50 (225) 6 (150) 1.4 (35) .09(2.18) Black 500
148-00095 148-00095 | T50SOSWA3.4E 50 (225) 6 (150) 1.4 (35) 13(3.4) Black 500
148-00092 148-00092 | T50SOSWA4.3E 50 (225) 6 (150) 1.4 (35) 17 (4.3) Black 500
148-00090 148-00090 | T50SOSWB1.8E 50 (225) 6 (150) 1.4 (35) .07 (1.8) Black 500
148-00093 148-00093 | T50SOSWB2.0E 50 (225) 6 (150) 1.4 (35) .09(2.18) Black 500
148-00096 148-00096 | T50SOSWB3.4E 50 (225) 6 (150) 1.4 (35) 13(3.4) Black 500
148-00091 148-00091 | T50SOSWB4.3E 50 (225) 6 (150) 1.4 (35) 17 (4.3) Black 500

Installation tools - EVO7, MK7HT, MK7P, MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes. Use Part No. for ordering and
Type for specification purposes.

HellermannTyton @



Bundling and Securing

Cable Ties - Special Purpose

Button Head Ties

Button Head ties provide a one-piece mounting solution for bundles, eliminating the need
for additional mounts and fasteners. The strap contains serrations on both sides and has
two opposing pawls recessed within the domed head, enabling the strap to be directed
either way through the button head.

These key features of the Button Head Ties present ease of installation and
high durability.
Pilot Bushing — Protects the strap from abrasion on the mounting hold edge
Ribs — Adds stability on the bottom of the head
Strap — Enhances flexibility due to its edge radiuses
Serrations and Wedge — Provides optimal strength when the strap serrations
are seated in the head
Lower Retainers — Holds HellermannTyton’s MSBT120 saddle mounts in
place during assembly (BT130 only)

Material Data- Button Head \ 4\.
! OHS}
Material Polyamide 6.6 heat stabilized (PA66HS) &/

Color _Black
Operating | -40 °F to +221 °F (-40 °C to +105 °C) continuous
Temperature

Flammability | uLoa v2

Material Data - Strap \ {T H
(Cons)

Material | Polyamide 6.6 impact modified, heat P
stabilized, UV resistant (PA66HIRHS)
Color | Black
Operatingg_-40 °F to +230 °F (-40 °C to +110 °C) continuous
Temperature
Flammability | UL94 HB

"wedge" located at the end of the strap is fully seated in
the button and flush with the top of the button. The MK9

l-_'_ ' l]lll]l];II]] — ==, Note: In order to assure the strap is fully locked in its final
.w T -~ secure position, the installer must make sure that the
L

w_

cable tie tool is recommended and end use testing is advised. MK9 Tool -
See page 77
Product Selection }
Min. Tensile
Strength Length (L) Max. @ Bundle Width (W) kg
Article No. Part No. Type Ibs. (N) in.  (mm) in.  (mm) in.  (mm) Color Qty.
BT105 Button Head Ties
132-00010 [132-00010 BT105R 105 Ibs (467) 9.63” | (244.4) | 2.62” | (66.7) 22" (5.6) Black 50
132-00011 132-00011 BT105L 105 Ibs (467) 15" (381.5) | 4.33”| (110) 227 (5.6) Black 50
BT105 Button Head Ties with Pilot Bushings
132-00006 |132-00006 BT105RP 105 Ibs (467) 9.63” | (244.4) | 2.62” | (66.7) 22”7 (5.6) Black 50
132-00007 |132-00007 BT105LP 105 Ibs (467) 15” (381.5) | 4.33”| (110) 22”7 (5.6) Black 50
BT130 Button Head Ties with Retainers and Pilot Bushings
132-00008 |132-00008 BT130RDP 130 Ibs (578) 10.51” | (267.0) | 2.87” (73) .30”7 (7.6) Black 50
132-00009 |132-00009 BT130LDP 130 Ibs (578) 15” (381.5) | 4.33”| (110) .30”7 (7.6) Black 50
Installation tools - MK9, MK9HT, MK9P. Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification
purposes.

@ For product information visit or www.hellermann.tyton.com or call 800-537-1512



Bundling and Securing

Cable Ties - Special Purpose

Extended Length Ties (EL-TY)

HellermannTyton's EI-Ty is a high strength strapping system
used for supporting, securing, fastening, and spacing cables, as
well as a variety of other applications requiring extra-long,
extremely durable strapping.

The EI-Ty consists of a smooth strap and a separate, compact
plastic head which encloses a stainless steel gripper. The
stackable spacer accepts cable ties up to 1/2” wide for a
versatile, easy to install spacing system.

Material Data- Strap and Head }7 w
RoHs
"

Material Polyacetal (POM)
Color | Black
Operating%*-40 °F to +185 °F
Temperature | (-40 °C to +85 °C)
s Flammability | UL94 HB

CSs -
Material Data- Spacer \7
; RoHs
Material Polypropylene,

UV-resistant (PP)

. Color | Black
Operating | -40 °F to +239 °F (-40 °C to

485 Temperature | +115 °C) continuous

\{ Flammability | UL94 HB

slits for EI-TY strap

HEAD
ASSEMBLY

E

L \’
ey N

EIl-Ty Spacer

El-Ty Strap and Locking Head

Product Selection \

Article No. Part No. Type Description Color Pkg. Qty.
111-30000  [TELS-1 TELS1 1 - 50 ft reel of strap and 30 heads Black 1
111-31000  |TELS-H TELSH Double entry and locking heads Black 25
111-32108  |TELS-13 TELS-13 10 - 13.5” straps and 10 double locking heads Black 1
111-32110  |TELS-27 TELS-27 10 - 27" straps and 10 double locking heads Black 1
111-32111 TELS-5K TELS-5K 5 - 50 ft. reels and 150 heads Black 1
111-32107  |TELS-10K TELS-10K 10 - 50 ft. reels and 300 heads Black 1
111-32000 |TELS-SPK2 TELS-SPK2 EL-TY Spacer Black 50
111-32106  |TELS-SPOOL TELS-SPOOL 50 ft. reel of strap Black 1

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

HellermannTyton @



Bundling and Securing

Cable Ties - Special Purpose

Aerial Support Spacer Ties

Aerial support spacer ties are two piece ties designed for
standard spacing applications. The strap is molded from
special high impact polyamide 6/6. The support spacer
and head are made from a high density outdoor black
polypropylene. Both materials offer resistance to sunlight,
saltwater, and harsh chemical environments.

Material Data I

Polyamide 6.6 high impact
Material modified, heat and UV-
stabilized (PA66HIRHSUV)

Operating -40°F to +230°F
Temperature (-40°C to +110°C)

Flammability UL94 HB

Product Selection
Min. Tensile Max @
Strength Length Bundle Width (W) Height (H) Pkg
Article No. Part No. Type lbs. (N) in. (mm) in. (mm) in. (mm) in. (mm) Color Qty.
111-01671 111-01671 TAS120M 120.0 (535.0) 12.4(31.5) 2.75(7.0) 0.5(12.7) 0.76 (19.0) Black (Bk) 500
111-01672 111-01672 TAS120L 120.0 (535.0) 17.4(44.2) 4.5 (11.4) 0.5(12.7) 0.76 (19.0) Black (Bk) 500

@ For product information visit or www.hellermann.tyton.com or call 800-537-1512



Bundling and Securing

Bundling Clips

Bundling clips are designed to provide simple and easy methods
for securing cable bundles, hoses or pipes. They are fastened
onto the tape bar using bundle or cable ties. The different fixing
orientations allow tape clips to be used with a wide range of
panel thicknesses and hole diameters. Standard bundling clips are
available as well as standoff and stud mount versions.

Material Data ({,
‘OHS Material Data /
Material Polyamide 6.6 impact modified, RoHs
heat stabilized, UV resistant Material Polyamide 6.6 heat stabilized
(PA66HIRHS) (PAG6HS)
Operating -40 °F to +230 °F (-40 °C to +110 °C) Operating -40 °F to +221 °F (-40 °C to +105 °C)
Temperature continuous Temperature continuous
Flammability UL94 HB Flammability T uL94 v2
Standard Bundling Clips
Standard bundling clips secure the bundle directly above the mounting hole.
Product Selection
Panel Panel
Tape Bar Thickness | Thickness | Mounting
Length (L) Minimum Maximum Hole @ Pkg
Article No. Part No. Type in. (mm) in. (mm) in. (mm) in. (mm) Material Color | Qty. Drawing
151-00663 151-00663 TC6FT6 1.55" (39.3)| .03" (.07) 22" (5.7) &242--.278) PAG66HIRHS | Black | 2000 -
24 - 27"
151-00651 151-00651 TCEFTELG 1.55" (39.3)| .03" (.07) 71" (18) 6.2-6.8) PAG66HIRHS | Natural| 2000
" " " .25-.28"
155-30802 | 155-30802 TC2FT6LG 2.17" (55) .02" (0.6) 2" (5.1) 6.5-7.0) PAG6HIRHS | Black | 500
.26 - .28"
150-95500 150-95500 TC5FT6S 1.46" (37) .03" (0.75) .06" (1.5) 6.5-7.0) PAG66HIRHS | Black | 1000
.26 -.28"
151-02901 151-02901 CHA2 2.13" (54) .03" (0.8) .08" (2) 6.5-7.0) PAG6 Black 500
TCOP6 . . . 24 x 48"
151-00605 | 151-00605 %122 2.17" (55) .02" (.6) 24" (6) 6.2x12.2) PAG6HIRHS | Black | 5000
TCOP7 . . . 28x 47"
151-00029 151-00029 0x120 2.17" (55) .02" (.6) 24" (6) (7.0x12) PAG6HIRHS | Black | 5000
Y . . .25 .28"
155-11601 155-11601 CLp 2.17" (55) .06" (1.5) 12" (3.0) 63-7.0) PAG6HIRHS | Black 500
. . K .25 .28"
150-08110 150-08110 CHA1 2.13" (54) .02" (.05) .05" (1.2) 63-7.0) PAG6 Black 500
BCOW . . . .26 -.28"
151-00790 | 151-00790 ETeM 1.46" (37) 02" (.6) 14" (3.5) 6.5-7.0) PAG6HIRHS | Black | 2000
ATSBC2 . . . 25-.27"
102-69068 102-69068 KSFT6.5 1.5" (39) .06" (1.7) .09" (2.3) 63-6.7) PAG6HIRHS | Black 500
ATSBC2 . . . 25-.27"
102-69067 | 102-69067 KSFT6,5 1.5" (39) .03" (.7) .05" (1.3) (63-6.7) PAGEHIRHS | Black | 500
) ) ) 24- 27" =2
151-01109 | 151-01109 BC90AH2 1.0" (25) .04" (1.0) .06"” (1.5) (6.2-6.8) PAG6HIRHS | Black | 5000 ,E(_,,
. . . 24 - 27" A
151-01125 151-01125 | SOC13FT6LGL 1.7" (43) .02" (0.6) 22" (5.7) 6.1-6.9) PAG6HIRHS Gray | 6000 r‘f‘\J
24 - 27" AL
151-01126 151-01126 | SOC13FT6LGR 1.7" (43) .02" (0.6) 22" (5.7) 6.1-6.9) PA66HIRHS | Black | 6000

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.
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Bundling and Securing

Bundling Clips continued

Standoff Bundling Clips

Standoff bundling clips secure the bundle away from the mounting hole.

[ Product Selection |

I
Tape Bar Panel Panel Distance

Length | Thickness | Thickness Hole to Mounting

Article (L) Minimum | Maximum Bundle Hole @ Pkg.

No. Part No. Type in. (mm) | in.(mm) | in. (mm) | in. (mm) in. (mm) Material | Color | Qty.
SOCH . . . . 25-.27"

151-00623| 151-00623 6 2.2" (56) .03"(0.7) | .22"(5.7) 1.2" (31) 6.3-6.9) PAG66HIRHS | Black | 1500
SOCH . . . . 25-.27"

151-00629| 151-00629 6 2.2" (56) .03"(0.7) | .22"(5.7) 1.2" (31) 6.3-6.9) PAG6HIRHS | Black | 1500

151-00650| 151-00650 S0c8 2.4" (61) .03"(0.7) | .22"(5.7) | .88" (22.4) 24 -.27 PAG6HIRHS | Natural| 1500
FT6 (6.2 -6.8)
s0c4 ; ; Y . 26-.28"

155-30902| 155-30902 M.ET6 2.2" (55) .03"(0.7) | 0.2"(5.1) 79" (20) 6.5-7.0) PAG6HIRHS | Black | 500
s0c4 ; ; Y . 26-.28"

151-00074| 151-00074 MLET6 2.2" (55) .03"(0.7) | 0.2"(5.1) 51" (13) 6.5-7.0) PAG6HIRHS | Black | 500
cow? . . . . 25-.28"

150-09201| 150-09201 0DP7 1.7" (42) .03"(0.8) | .18" (4.5) 79" (20) 6.3-7.0) PAG6 Brown | 500
cows . . . . 25-.28"

151-00080| 151-00080 0DP7 1.7" (42) .03"(0.8) | .18" (4.5) 1.2" (30) 6.3-7.0) PAGGHS Black | 500
SOC8 Y . . . .26 -.28"

151-00665| 151-00665 FT6LG 1.6" (40) .03"(0.7) | .23" (5.75)| .276" (7) 6.5-7.0) PAG66HIRHS | Black | 1000
STAND- ] ] ] ] 26-.27"

155-01600| 155-01600 OFF CLIP 1.6" (40) | .02" (0.4) | .06" (1.6) .98" (25) (6.5-6.8) PAG66HIRHS | Black | 500
STAND- . . . . 26-.27"

150-45397| 150-45397 OFF CLIP 1.6" (40) | .02" (0.4) | .06" (1.6) 1.2" (31) (6.5-6.8) PAG6HIRHS | Black | 500

151-02600| 151-02600| CH20D7| 2.0" (50) | .03" (0.8) | .06" (1.6) 79" (20) .28" (7.0) PAG6 Black | 100
SOC10 . . . . 24 - 27"

151-00903| 151-00903 FT6LG 2.3" (58) .02" (.6) 24" (6.7) | .58" (14.5) 6.1-6.9) PAG6HIRHS | Natural| 3000
SOC11 . . . . 26 x .49"

151-00932| 151-00932 FTOVAL 2" (50) .02" (.06) | .27" (6.8) 79" (20) (6.5x12.5) PA66HIRHS | Natural| 3000
SOCT ] . . . 25-.26"

151-00282| 151-00282 0405 2.2" (55) .03"(0.7) | .14" (3.5) 79" (20) 63-6.7) PA66HIRHS | Black | 500

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

Stud Mount Bundling Clips

Stud mount bundling clips are easily inserted onto welded studs to secure the bundle.

| Product Selection |

Recommended Distance Weld

Length (L) Weld Stud Size Stud to Bundle Pkg
Article No. Part No. Type in. (mm) in. (mm) in. (mm) Material Color | Qty. Drawing
151-00664 | 151-00664 BCOS5 2.3" (59) 2" (5) - PAG66HIRHS | Black | 500 f
151-00281 151-00281 BCOS6 2.3" (59) 24" (6) - PAG6HIRHS | Black | 500
151-26101 151-26101 | TCSB5C-SD| 2.2" (55) 2" (5) 49" (12.5) PA66HS Black | 500
151-00017 151-00017 | Tape Bar 2.2" (55) 2" (5) 90" (22.8) PAG6HIRHS | Black [ 500
151-00016 | 151-00016 BC30 2.2" (55) 2" (5) 1.9" (30) PAG6HIRHS | Black [ 500

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

@ For product information visit or www.hellermann.tyton.com or call 800-537-1512



Bundling and Securing

Connector Clips

Connector Clips are initially installed
onto the appropriate mating connector
found on a wire or cable harness
assembly. The connector is then secured
to the attachment surface using the
connector clip mount. The attachment
surface can be a hole, edge, stud,

or even another harness assembly
depending on the connector clip mount

being used.
Material Data | ) i )
: L — RI:IHs Material Data | RI:IHs
Material Polyamide 6.6 heat stabilized Material Polyamide 6.6 impact modified,
L (PAG6HS) heat stabilized, UV resistant
Operating -40 °F to +221 °F (-40 °C to +105 °C) (PA66HIRHS)
Temperature e continuous Operating -40 °F to +230 °F (-40 °C to +110 °C)
Flammability UL94 v2 Temperature continuous
Flammability uUL94 HB
Product Selection !
Panel Panel
Thickness | Thickness | Mounting
Minimum Maximum Hole © Pkg.
Article No. Part No. Type in. (mm) in. (mm) in. (mm) Material Color | Qty. Drawing
. . 24 -.26"
151-00785 | 151-00785 CCFT6LG .03" (.07) 16" (4.0) 6.0-6.7) PAG66HIRHS Black | 5000
. . 24 -.26"
151-00786 | 151-00786 CCFTeXLG .03" (.07) 43" (11.0) 6.0-6.7) PAG66HIRHS Black | 5000
" " 24 -.26"
151-00775 | 151-00775 CCSFT6.5 .07"(1.7) .09" (2.3) 6.0-6.7) PA66HIRHS Black | 5000
FT6LG.M.ST. . . .26 -.28"
155-32602 | 155-32602 AUFNI .03" (.075) 20" (5.0) 6.5-7.0) PAG6HIRHS Black | 500
25-.27"
151-00677 | 151-00677 CCo8 .03"(0.7) 23" (5.75) PA66HIRHS Natural| 5000
(6.25-6.75)
P P 24 x .48"
151-00925 | 151-00925 CCOVAL .02" (0.6) 24" (6.0) 6.2x12.2) PA66HIRHS Black | 5000
(6.2x12.2)
” ” (6.5x12.5)
151-01108 | 151-01108 CCOVAL2 .02" (0.6) 24" (6.0) (6.5x13.0 PA66HIRHS Black | 5000
(7.0x12.0)

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.
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Bundling and Securing

Connector Clips continued

| Product Selection |

Panel Panel
Thickness | Thickness | Mounting
Minimum Maximum Hole @ Pkg.
Article No. Part No. Type in. (mm) in. (mm) in. (mm) Material Color | Qty. Drawing
FT6LG.YAZ. . . 25-.28"
155-30702 155-30702 CONNECT-TS .03" (.07) 20" (5.1) 63-7.0) PAG6HIRHS | Black 500
. . 31x.59"
151-01136 151-01136 cCc12 .02" (0.6) 25" (6.5) PA66HIRHS | Black | 5000
(8.0x15.0)
. . 35x%.67"
151-00765 151-00765 CcCco9 .02" (0.6) .25" (6.35) (9.0x 17.0) PAG6HIRHS | Black | 1000
, , 322x.728"
151-00704 151-00704 YCCFT82x185 .06" (1.5) 18" (4.5) (8.5 18.5) PAG6HIRHS | Black | 1000
. . 25-.26"
151-00675 151-00675 YCCKSFT6.5 .03" (.07) .05" (1.3) 63-6.7) PAG6HIRHS | Black 500
YCCKSFT . . 25-.26"
151-00792 151-00792 6.5-PT1.7-2.3 07" (1.7) .09" (2.3) 6.3-6.7) PAGGHIRHS | Black 500
YCCKSFT62x122 . . 24 48"
151-00835 151-00835 PT0.7-1 3 .03" (.07) .05" (1.3) 6.2%x12.2) PA66HS Black | 10000
YCCKSFT62x122 . . 24 48"
151-00836 151-00836 PT1.7-2 3 07" (1.7) .09" (2.3) 6.2x12.2) PA66HS Black | 10000
YCCKSFT62x122 , , 24 x 48"
151-00833 151-00833 PT0.7-1.3 90 .03" (.07) .05" (1.3) 6.2x12.2) PA66HS Black | 10000
YCCKSFT62x12 , . 24 48"
151-00834 151-00834 2PT1 7-2.3 90 07" (1.7) .09" (2.3) 6.2x12.2) PA66HS Black | 10000
YCCSFT , . 24 48"
151-00513 151-00513 62122 .02" (.06) .04" (1.0) 6.2%12.2) PAG6HIRHS | Black 500
YAZ-CONN-
155-31102 155-31102 TAPE-CLIP - - - PAGGHS Black 500
PAG6HS
156-00507 156-00507 T50RYCCA - - - PAGEHIRHS Black 100
PAGGHS
156-00521 156-00521 T50RYCCB - - - PAGEHIRHS Black 100
STECKERHALTER . . 26-.28"
155-36002 155-36002 iz .02" (0.6) 12" (3.0) 6.7-7.0) PAG6HIRHS | Black | 1000
" " 26 x.28"
155-03800 155-03800 FT6 LG-AMP .03" (.07) 24" (6.0) 6.7-7.0) PAG6HIRHS | Black 500
151-00429 151-00429 EC42 .06" (1.5) 16" (4.0) - PAG6HIRHS | Black 500
151-00430 151-00430 EC43 .06" (1.5) 16" (4.0) - PA66HIRHS | Black 500
151-01113 151-01113 EC46 .04" (1.0) 12" (3.0) - PA66HIRHS | Black | 10000

° For product information visit or www.hellermann.tyton.com or call 800-537-1512



Fir Tree Mount Tube Clip

Designed to offer a durable single-hole mounting, this tube clip allows the
installer to insert the fir tree with minimal force while providing a secure hold.

Bundling and Securing

Material Data
(Fom)
Material Polyamide 6.6 impact modified
(PA66HIR)
Color Black
Operating -40 °F to +110 °F (-40 °C to +230 °C)
Temperature continuous
Flammability UL94 HB
Product Selection }
Dimensions
in. (mm) Mounting | Panel
Hole @ | Thickness
Pkg.
Article No. | Part No. Type H1 H2 W1 W2 L in. (mm) | in. (mm)| Color Qty.
151-14303 | PC15FT7 | PC15FT7 | 1077 | 44" | 47" | 85" | €2" | .25 12" Black | 100
ern lain| a2 | @ie | (57| 65 | (3.055) ac

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

C Clip with Fir Tree Mount

The SC6.6 is designed for quick installation of cables to frames or rails. The unique fir tree design allows for easy insertion

of the clip into a pre-drilled hole. Once installed, the cable can be quickly snapped in place for a secure fit. The SC6.6 is
made of our durable impact modified, heat/UV stabilized PA6/6 material.

Material Data

(&

Material

Operating
Temperature

Flammability

Polyamide 6.6 high impact
modified, heat and UV stabilized
(PA66HIRHSUV)

-40 °F to +230 °F (-40 °C to +110 °C)
continuous

UL94 HB

Product Selection !

e

Panel Panel
Thickness | Thickness Bundle @ | Mounting
Minimum Maximum | Maximum Hole @ Pkg
Article No. Part No. Type in. (mm) in. (mm) in. (mm) in. (mm) Material Color | Qty.
151-00927 151-00927 SC6.6 .25" (6.35) .03" (.70) .30" (7.6) 26" (6.6) | PA66HIRHSUV| Black 100

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.
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Bundling and Securing

Grip Tie Straps

The Grip Tie is a low profile, one piece fastening device. Constructed of polyethylene hook and nylon loop and laminated back
to back, the Grip Tie features quick release for repetitive access to cable and wire. It can be opened and closed numerous times
without failure. The Grip Tie is reusable, adjustable, releasable, and easy to install.

Available in rolls and straps in 6”, 8", 11” and 15" sizes. Grip Ties are available in a variety of colors and are versatile enough
for applications ranging from network installations to bundling power cords. Grip Ties are also customizable with your
company name (minimum quantities apply).

j

Product Selection |

Min. Tensile Length Max. @ Width Width Length

Strength (L) Bundle (W) (W2) (L2) Pkg
Article No. Part No. Type Ibs. (N) in. (mm)| in. (mm) in. (mm) in. (mm) in. (mm) | Color Qty.
6" Grip Ties
854-44316 |GT.375X60C2 |GT.375X6| 40 Ibs (177.93) | 6" (152.4) | 17 (25.4) |.375"(9.525)|.75" (19.05) |1.5" (38.1) 100
854-44339 |GT.50X60P2 | GT.50X6 | 40 Ibs (177.93) | 6" (152.4) | 17 (25.4) | .5 (12.7) | 1”7 (25.4) |1.5" (38.1) | Black 10
854-44336 |GT.50X60C2 | GT.50X6 | 40 lbs (177.93) | 6" (152.4) | 17 (25.4) | .5" (12.7) | 1" (25.4) [1.5" (38.1) 100
854-44342 |GT.50X62P2 | GT.50X6 | 40 Ibs (177.93) | 6" (152.4) | 17 (25.4) | .5 (12.7) | 17 (25.4) |1.5" (38.1) Red 10
854-44341 |GT.50X62C2 | GT.50X6 | 40 Ibs (177.93) | 6" (152.4) | 17 (25.4) | .5 (12.7) | 17 (25.4) |1.5" (38.1) 100
854-44344 |GT.50X63P2 | GT.50X6 | 40 Ibs (177.93) | 6" (152.4) | 17 (25.4) | .57 (12.7) | 17 (25.4) |1.5" (38.1) 10
854-44343 |GT.50X63C2 | GT.50X6 | 40 Ibs (177.93) | 6" (152.4) | 17 (25.4) | .5 (12.7) | 17 (25.4) |1.5" (38.1) 100
854-44346 |GT.50X64P2 | GT.50X6 | 40 Ibs (177.93) | 6" (152.4) | 17 (25.4) | .5 (12.7) | 17 (25.4) |1.5" (38.1) 10
854-44345 |GT.50X64C2 | GT.50x6 | 40 lbs (177.93) | 6" (152.4) | 17 (25.4) | .5 (12.7) | 17 (25.4) |1.5" (38.1) 100
854-44348 |GT.50X65P2 | GT.50x6 | 40 lbs (177.93) | 6" (152.4) | 17 (25.4) | .5 (12.7) | 17 (25.4) |1.5" (38.1) Green 10
854-44347 |GT.50X65C2 | GT.50X6 | 40 lbs (177.93) | 6" (152.4) | 1" (25.4) | .5 (12.7) | 1”7 (25.4) [1.5" (38.1) 100
854-44350 |GT.50X66P2 | GT.50X6 | 40 Ibs (177.93) | 6" (152.4) | 17 (25.4) | .5 (12.7) | 17 (25.4) |1.5" (38.1) Blue 10
854-44349 |GT.50X66C2 | GT.50X6 | 40 Ibs (177.93) | 6" (152.4) | 17 (25.4) | .57 (12.7) | 17 (25.4) |1.5" (38.1) 100
8" Grip Ties
854-44355 |GT.50X80P2 | GT.50x8 | 40 Ibs (177.93) | 8" (203.2) |1.75" (44.45) | .5" (12.7) | 1" (25.4) |1.5" (38.1) Black 10
854-44353 |GT.50X80C2 | GT.50x8 | 40 Ibs (177.93) | 8" (203.2) |1.75" (44.45) | .5 (12.7) | 17 (25.4) |1.5" (38.1) 100
854-44358 |GT.50X82P2 | GT.50X8 | 40 Ibs (177.93) | 8" (203.2) |1.75" (44.45) | .5 (12.7) | 17 (25.4) |1.5" (38.1) Red 10
854-44357 |GT.50X82C2 | GT.50X8 | 40 Ibs (177.93) | 8" (203.2) [1.75" (44.45) | .5" (12.7) | 1" (25.4) [1.5" (38.1) 100
854-44360 |GT.50X83P2 | GT.50X8 | 40 Ibs (177.93) | 8" (203.2) [1.75" (44.45) | .5" (12.7) | 1" (25.4) [1.5" (38.1) 10
854-44359 |GT.50X83C2 | GT.50X8 | 40 Ibs (177.93) | 8" (203.2) |1.75" (44.45) | .57 (12.7) | 1" (25.4) |[1.5" (38.1) 100
854-44362 |GT.50X84P2 | GT.50X8 | 40 lbs (177.93) | 8 (203.2) |1.75" (44.45) | .57 (12.7) | 1" (25.4) |[1.5" (38.1) 10
854-44361 |GT.50X84C2 | GT.50X8 | 40 lbs (177.93) | 8" (203.2) | 1.75" (44.45) | .5" (12.7) | 1" (25.4) [1.5” (38.1) 100
854-44364 |GT.50X85P2 | GT.50X8 | 40 lbs (177.93) | 8 (203.2) |1.75" (44.45) | 5" (12.7) | 1" (25.4) [1.5” (38.1) Green 10
854-44363 |GT.50X85C2 | GT.50X8 | 40 lbs (177.93) | 8 (203.2) |1.75" (44.45) | .57 (12.7) | 1" (25.4) [1.5” (38.1) 100
854-44366 |GT.50X86P2 | GT.50X8 | 40 lbs (177.93) | 8" (203.2) |1.75" (44.45) | .5" (12.7) | 1" (25.4) [1.5" (38.1) Blue 10
854-44365 |GT.50X86C2 | GT.50X8 | 40 lbs (177.93) | 8" (203.2) |1.75" (44.45) | .57 (12.7) | 1" (25.4) [1.5” (38.1) 100

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

For product information visit or www.hellermann.tyton.com or call 800-537-1512



Bundling and Securing

Grip Tie Straps continued

L Uﬂ’ -
Product Selection l
Min. Tensile Length Max. @ Width Width Length
Strength (L) Bundle (W) (W2) (L2) Pkg
Article No. Part No. Type Ibs. (N) in. (mm)| in. (mm) in. (mm) | in. (mm) | in. (mm) | Color | Qty.
11" Grip Ties
854-44320 |GT.50X110P2 | GT.50X11| 40 lbs (177.93) |11"(279.4) |2.63" (66.802) | .5" (12.7) | 1" (25.4) |1.5" (38.1) Black 10
854-44317 |GT.50X110C2 | GT.50X11| 40 1lbs (177.93) ’(279 4) 12.63" (66.802) | .5" (12.7) | 17 (25.4) [1.5" (38.1) 100
854-44323 |GT.50X112P2 | GT.50X11| 40 1lbs (177.93) "(279.4) |2.63" (66.802) | .5" (12.7) | 1" (25.4) |1.5” (38.1) Red 10
854-44322 |GT.50X112C2 | GT.50X11| 40 1lbs (177.93) ’(279 4) 12.63" (66.802) | .5" (12.7) | 17 (25.4) [1.5" (38.1) 100
854-44325 |GT.50X113P2 | GT.50X11| 401lbs (177.93) |11”(279.4) |2.63" (66.802) | .5" (12.7) 1" (25.4) [1.5" (38.1) 10
854-44324 |GT.50X113C2 | GT.50X11| 40 1lbs (177.93) |11"(279.4) |2.63" (66.802) | .5" (12.7) | 1" (25.4) |1.5" (38.1) 100
854-44327 |GT.50X114P2 | GT.50X11| 40 lbs (177.93) |11"(279.4) |2.63" (66.802) | .5" (12.7) | 1" (25.4) |1.5" (38.1) 10
854-44326 |GT.50X114C2 | GT.50X11| 40 lbs (177.93) |117(279.4) |2.63" (66.802) | .5" (12.7) | 1" (25.4) |1.5" (38.1) 100
854-44329 |GT.50X115P2 | GT.50X11| 40 lbs (177.93) |117(279.4) |2.63" (66.802) | .5" (12.7) | 1" (25.4) |1.5" (38.1) Green 10
854-44328 |GT.50X115C2 | GT.50X11| 40 lbs (177.93) |117(279.4) |2.63" (66.802) | .5" (12.7) | 1" (25.4) |1.5" (38.1) 100
854-44331 |GT.50X116P2 | GT.50X11| 40 1lbs (177.93) |11”(279.4) |2.63" (66.802) | .5" (12.7) | 1" (25.4) [1.5" (38.1) Blue 10
854-44330 |GT.50X116C2 | GT.50X11| 401lbs (177.93) |117(279.4) |2.63" (66.802) | .5" (12.7) | 17 (25.4) [1.5" (38.1) 100
15" Grip Ties
854-44371 |GT.75X150P2 | GT.75X15| 50 Ibs (222.41) | 15" (381) |3.88" (98.552) |.75" (19.05) |1.5” (38.1) |2.5" (63.5) Black 10
854-44369 |GT.75X150C2 | GT.75X15| 50 Ibs (222.41) | 15" (381) |3.88” (98.552) |.75" (19.05) |1.5” (38.1) |2.5" (63.5) 100
854-44374 |GT.75X152P2 | GT.75X15| 50 Ibs (222.41) | 15" (381) |3.88” (98.552) |.75" (19.05) |1.5” (38.1) |2.5" (63.5) Red 10
854-44373 |GT.75X152C2 | GT.75X15| 50 lbs (222.41) | 15" (381) |3.88” (98.552) |.75" (19.05) |1.5” (38.1) |2.5" (63.5) 100
854-44376 |GT.75X153P2 | GT.75X15| 50 1Ibs (222.41) |15” (381) [3.88” (98.552) |.75" (19.05) |1.5” (38.1) [2.5" (63.5) 10
854-44375 |GT.75X153C2 | GT.75X15| 50 1Ibs (222.41) |15” (381) [3.88” (98.552) |.75" (19.05) |1.5” (38.1) [2.5" (63.5) 100
854-44377 |GT.75X154C2 | GT.75X15| 50 Ibs (222.41) |15" (381) [3.88” (98.552) |.75" (19.05) [1.5” (38.1) [2.5" (63.5) 100
854-44378 |GT.75X154P2 | GT.75X15| 50 Ibs (222.41) |15 (381) [3.88” (98.552) |.75" (19.05) [1.5” (38.1) [2.5" (63.5) 10
854-44380 |GT.75X155P2 | GT.75X15| 50 lbs (222.41) | 15" (381) |3.88” (98.552) |.75" (19.05) |1.5” (38.1) |2.5" (63.5) Green 10
854-44379 |GT.75X155C2 | GT.75X15| 50 lbs (222.41) | 15" (381) |3.88” (98.552) |.75" (19.05) |1.5” (38.1) |2.5" (63.5) 100
854-44382 |GT.75X156P2 | GT.75X15| 50 lbs (222.41) | 15" (381) |3.88” (98.552) |.75" (19.05) |1.5” (38.1) |2.5" (63.5) Blue 10
854-44381 |GT.75X156C2 | GT.75X15| 50 Ibs (222.41) | 15" (381) |3.88” (98.552) |.75" (19.05) |1.5” (38.1) |2.5" (63.5) 100
Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.
Grlp Tie Rolls Product Selection }
For custom-cut lengths, Width (W)
HellermannTyton offers the Article No. Part No. Type in. (mm) Color Pkg. Qty.
hook and loop strap on a five 854-44384  |GT.75X1800 GT.75X180 75" (19.05 | Black 180" (5 yds.)
yard and 25 yard roll. Ideal for 854-44388  |GT.75X1802 GT.75X180 75" (19.05) Red 180" (5 yds.)
job site applications, desired 854-44389  |GT.75X1803 GT.75X180 75" (19.05) 180" (5 yds.)
lengths can be cut on the spot. 854-44390 |GT.75X1804 GT.75X180 75" (19.05) 180" (5 yds.)
854-44391 GT.75X1805 GT.75X180 75" (19.05) Green 180" (5 yds.)
854-44392 GT.75X1806 GT.75X180 75" (19.05) Blue 180" (5 yds.)
854-44395 GT.75X6000 GT.75X600 75" (19.05) Black 600" (16.6 yds.)
854-44396  |GT.75X9000 GT.75X900 75" (19.05) Black 900" (25 yds.)
854-44397 GT.75X9004 GT.75X900 75" (19.05) 900" (25 yds.)

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for
specification purposes.
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Bundling and Securing

Write-on Grip Ties

In situations where instant identification is needed,
HellermannTyton provides Grip Ties with a white write-on area.
This smudge-free surface is ideal for fast and easy identification
with a ballpoint pen or felt-tip marker. The write-on area is
approximately 3/8”"(H) x 1-1/4"(W). It is positioned in the center
of the black 6”, 8" and 11" straps, as well as spaced every 12"
on the Grip Tie rolls.

I
I -
T 0 f

|

N
=

-

‘ Product Selection ‘

I
Min. Tensile Length Max. @ Width Width Length

Strength (L) Bundle (w) (W2) (L2) Pkg
Article No. Part No. Type Ibs. (N) in. (mm) in. (mm) in. (mm) | in. (mm) | in. (mm) |Color| Qty.
854-44340 |GT.50X60P2W GT.50X6W | 40 1lbs | (177.93) | 6" | (152.4) | 17 | (25.4) | .5" | (12.7) |1"| (25.4) |1.5"| (38.1) | Black 10
854-44338 |GT.50X60C2W | GT.50X6W | 40 1lbs | (177.93)| 6" | (152.4) | 1" | (25.4) | .5" | (12.7) |1"| (25.4) [1.5"| (38.1) | Black | 100
854-44356 |GT.50X80P2W GT.50X8W | 401bs | (177.93) | 8" | (203.2) [1.75"| (44.45) | .5" | (12.7) |1"| (25.4) |1.5"| (38.1) | Black 10
854-44354 |GT.50X80C2W | GT.50X8W | 401bs | (177.93)| 8" | (203.2) |1.75"| (44.45) | .5" | (12.7) |1"] (25.4) [1.5"| (38.1) | Black | 100
854-44321 |GT.50X110P2W | GT.50X11W | 40 Ibs | (177.93) | 11" | (279.4) |2.63"| (66.8) | .5" | (12.7) |1"| (25.4) |1.5"| (38.1) | Black 10
854-44319 |GT.50X110C2W | GT.50X11W | 40 1lbs | (177.93) | 11" | (279.4) |2.63"| (66.8) | .5” | (12.7) [1"| (25.4) [1.5"| (38.1) | Black 10
854-44386 |GT.75X1800W |GT.75X180W - - 180" | (5 Yds.) - - .75"1(19.05)| - - - - Black | 180"

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

Grip Ties for Plenum Applications

HellermannTyton offers UL94V-2 flame rated Grip Ties for use in air handling spaces.
These Grip Ties are UL Listed in accordance with the National Electrical Code
regulations. They are available in three lengths as well as a 180" roll.

Product Selection

Min. Tensile Length Max. @ Width Width Length
Strength (L) Bundle (w) (w2) (L2) Pkg.
Article No. Part No. Type Ibs. (N) in. (mm) in. (mm) in. (mm) | in. (mm)| in. (mm) | Color | Qty.

854-44352 |GT.50X6MP2V2 GT.50X6 |40 Ibs|(177.93)| 6" | (152.4) | 17 |(25.4) | .5" | (12.7) |1"](25.4)|1.5"|(38.1)| Maroon | 10

854-44368 |GT.50X8MP2V2 GT.50X8 |40 Ibs|(177.93)| 8" | (203.2) [1.91"| (48.5) | .5" | (12.7) [1"|(25.4)|1.5"|(38.1)

854-44334 |GT.50X12MP2V2 | GT.50X12 |40 Ibs | (177.93) | 12" | (304.8) |3.18"| (80.7) | .5" | (12.7) [1"](25.4)|1.5"|(38.1)| Maroon | 10
854-44394 |GT.75X180MV2 |GT.75X180| - - - - - - |.75"]1(19.05) | - - - - | Maroon | 180"

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

Maroon | 10

a For product information visit or www.hellermann.tyton.com or call 800-537-1512



Bundling and Securing

Cable Tie Tools

EVO® 7
For 18 Ib. to 80 Ib. cable ties

EVO tools have redefined the cable tie application tool, by
combining durability, precision and control with unparalleled
comfort. Manufactured with high-performance materials
and components, the EVO 7 has been proven to outperform
and outlast other professional manual tools on the market.
Its innovative, ergonomic design minimizes the stress on
hands and wrists and “kickback” that occur with traditional
tools, reducing the risk of repetitive motion injuries.

Features and Benefits

¢ Tensions and provides clean, flush cuts for 18 Ib.
to 80 Ib. cable ties.

¢ Impact-resistant housing and durable components for
extended service life.

EVO 7 TENSION SETTINGS
0 1 2 3 4 5 6 7 8

¢ Easy-to-adjust tension knob offers 33 different settings

for precise, repeatable applications. 4(18) 7(31) 11(49)  15(67)  19(85)  24(107)  28(125) 33(147) 37(165)

. . L AVERAGE TENSION CUT-OFF FORCE - LBS. (N)
e Advanced ergonomic design minimizes necessary hand

force and “kickback” to reduce repetitive motion injuries.

I Product Selection I
- Compatible Pkg.

Article No. Part No. Type Description Cable Tie Series Qty.
110-70083 110-70083 EVO7 EVO 7 Mechanical Hand Tool, Standard Hand Span 90 mm s, T3IOT’1;4(|)+;—050’ T80, 1
110-70084 110-70084 EVO7SP EVO 7SP Mechanical Hand Tool, Short Hand Span 80 mm s, T3|OT’1£4(|)+5T§O' T80, 1

Dimensions are approximate and subject to change. Use Part No. for ordering and Type for specification.

EVO Tool Accessories

HellermannTyton offers a variety of accessories and replacement parts for your EVO tool. Compatible with both
EVO 7 and EVO 9 tools.

| Product Selection
Part No. Description Part No. Description
Accessories and Replacement Parts

110-70021 EVO 7 Replacement Blade 110-80064 EVO 9; 2 mm Extended Nosepiece
110-70011 EVO 7 Replacement Nosepiece 110-80065 EVO 9; 3 mm Extended Nosepiece
110-70131 EVO 7; 1 mm Extended Nosepiece 110-80066 EVO 9; 4 mm Extended Nosepiece
110-70132 EVO 7; 2 mm Extended Nosepiece 110-80067 EVO 9; 5 mm Extended Nosepiece
110-70133 EVO 7; 3 mm Extended Nosepiece 110-70089 EVO Tools Calibration Tool
110-80037 EVO 9 Replacement Blade 110-70091 T8 Star Driver

110-80018 EVO 9 Replacement Nosepiece 110-99000 UC200 Digital Calibration System

HellermannTyton @



Bundling and Securing

Cable Tie Tools

EVO 9
For 50 Ib. to 250 Ib. cable ties

EVO® tools have redefined the cable tie application tool, by
combining durability, precision and control with unparalleled
comfort. Manufactured with high-performance materials
and components, the EVO 9 has been proven to outperform
and outlast other professional manual tools on the market.
Its innovative, ergonomic design minimizes the stress on
hands and wrists and “kickback” that occur with traditional
tools, reducing the risk of repetitive motion injuries.

EVO 9
STANDARD

Features and Benefits

¢ Tensions and provides clean, flush cuts for 50 Ib. to 250
lb.
cable ties, including wide strap ties.

EVO 9HT
HIGH TENSION

e EVO 9HT is optimized for applications that require higher tensions
using 120 Ib. to 250 Ib. cable ties.

¢ Impact-resistant housing and durable components for extended service
life.

¢ Easy-to-adjust tension knob offers 33 different settings for precise,
repeatable applications.

¢ Quick-adjust tension feature allows user to move three whole stops at a time, to quickly jump between higher and lower tension
ranges.

¢ Advanced ergonomic design minimizes necessary hand force and “kickback” to reduce repetitive-motion injuries.

EVO 9 STANDARD TENSION SETTINGS EVO 9 HIGH TENSION TENSION SETTINGS
0 1 2 3 4 5 6 7 8 0 1 2 3 4 5 6 7 8
12 (53) 20 (89) 25(111)  31(138)  38(169) 45(200) 54 (240) 62(276) 69 (307) 27 (120) 35(156)  44(196) 55(245) 67(298) 80(356) 94 (418) 105(467) 116(516)
AVERAGE TENSION CUT-OFF FORCE - LBS. (N) AVERAGE TENSION CUT-OFF FORCE - LBS. (N)

Product Selection
Compatible Cable Tie Pkg.
Article No. Part No. Type Description Series Qty.
EVO 9 Mechanical Hand Tool, Standard Hand Span T50, T80, T120, T150,
110-80000 110-80000 EVO9 90 mm, Tension Range 12 Ib. to 69 Ib. T250, T255, WS !
EVO 9HT High Tension Mechanical Hand Tool, Standard | T120, T150, T250, T255,
110-80004 110-80004 EVOIHT Hand Span 90 mm, Tension Range 27 Ib. to 116 Ib. WS !

Dimensions are approximate and subject to change. Use Part No. for ordering and Type for specification.

@ For product information visit or www.hellermann.tyton.com or call 800-537-1512



Other Mechanical Cable Tie Tools

Bundling and Securing

Cable Tie Tools

HellermannTyton offers an assortment of mechanical tools which can be used with any HellermannTyton cable tie. When using
these tools, the cable tie is hand applied and then manually tensioned and cut-off without the use of an extraneous power source.

MKOSST

TWT1-TWT2
Product Selection !
Article No. Part No. Type Description Cable Tie Series Pkg. Qty.
Durable and lightweight, the Mark 7 High
Tension tool is user friendly and adjustable; T30 thru T50 Series
110-07 MK7HT MK7HT ) ) . ) 1
0-07000 with top-of-the-line design features and CTT20 thru CTT60 Series
offers an increased tension range.
Adapted for use with stainless steel ties, the !
110-95000 MK9SST MK9SST MK9 Stainless Steel 00l retains the same design | ' V2| Series for both 304 1
. and 316 materials
features as the MK9 series.
The TWT1 is a lightweight and economical twist .
110-20003 TWT1 MK20 tool for standard cable ties. Offers speed and T18thruT50 Senesl 1
- o CTT20 thru CTT60 Series
efficiency. Fits into a pocket. (Color Orange).
The TWT2 is a lightweight and economical twist '
110-21060 TWT2 MK21 tool for heavy duty cable ties. Offers speed and 1120 thru T1 50. Series 1
- o CTT175 Series
efficiency. Fits into a pocket. (Color Blue).
The T150 Tool is a heavy duty installer controlled
tool for use in the field. Pliers’ action provides T150 Series
110-11150 T150 150 mechanical advantage. Padded foam grip handles CTT175 Series !
provide comfort and control.
111-11250 1250 17250 The T250 has the same design features as the T150 thru T250 Series 1

T150 Tool, but can tension and cutoff a wider tie.

CTT175 Series

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification.

HellermannTyton @



Bundling and Securing

Cable Tie Tools

Power Assisted Cable Tie Tools

HellermannTyton's Mark 7 and Mark 9 power assisted (MK7P & MK9P) tools utilize pneumatic power to tension and cut-off
HellermannTyton cable ties. The MK7P and MK9P tools feature an ergonomic design while offering time/labor savings and
ease of use benefits derived from pneumatic power. These tools feature a non-slip, comfortable grip, soft touch trigger, and
one touch tensioning/cut-off capability. HellermannTyton’s pneumatic cable tie tools are lightweight, high performance, and
suited for extended use.

Product Features

- Ergonomic

The ergonomic design of the pneumatic cable tie tools
incorporates a comfortable grip, low weight, and easy
trigger depression to reduce installer effort and strain
while installing cable ties.

- Operation MK9P
MK7P & MK9P speed assembly. Just one pulse of the
soft touch trigger assembly actuates an immediate tension and cut-off of the cable tie.

- Cable tie waste is ejected to the side after the cable tie is applied,ensuring smooth operation of the tool.

- Uses dry or lubricated air.

- Operates between 90 PSI and 105 PSI maximum.

- Supplied with a 6 inch lead which comes with a male quick connect fitting with a female coupler for 1/8” flow.

- Design
HellermannTyton's pneumatic tools are manufactured with tough, chromium steel components and high impact, glass
reinforced nylon housings for maximum durability.

- Tensioning

An easy to read indicator verifies tension settings. The tools feature an easy dial-in tension adjustment, along with a lock-
out capability. The tension adjustment on the MK7P and the MK9P is designed with an operator friendly, positive “click”
design for easy use. The tension can readily be locked out to allow the tension adjustment to remain at a constant setting
that can only be changed by approved personnel. The fine adjust tension knob has an unique lever feature used to reduce
adjustment torque.

@ For product information visit or www.hellermann.tyton.com or call 800-537-1512



Bundling and Securing

Cable Tie Tools

Mark 7 Pneumatic

The Mark 7 Pneumatic (MK7P) is built to perform in
demanding production and manufacturing
environments. Heavy duty precision parts ensure
repeatability in the tensioning process. The MK7P
fits comfortably in the operator's hand, reducing
hand, arm and wrist fatigue. Due to its ergonomic
features, HellermannTyton's MK7P makes it easier
for the installer to consistently apply cable ties while
maintaining correct tension and flush cut-off. Safety
is enhanced, as the MK7P can eliminate sharp edges
of a cut-off cable tie.

MK7P

Material Data

Power Supply | Dry or Lubricated Air
Cycle Time | 4 strokes per second

Weight | 160z

—
Pawl Travel Stroke 1.0” (2.54 cm)

. T )
Tension Force 125 to 180 N, adjustable

Product Selection ‘
Article No.| Part No. Type Description Cable Tie Series Pkg. Qty.

Includes Mark 7 Pneumatic tool and quick connect fittings. :
. ) ) . T18 thru T50 Series
110-07101 |MK7P MK7P Ergonomic tool uses pneumatic power and accomplishes rapid . 1
. ! ' ) CTT20 thru CTT60 Series
tension and cut-off with one trigger depression.

110-07111 |MK7P-342 | Replacement Blade MK7P Replacement Blade 1

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.
Minimum order quantity for MK7P-342 is 5.

HellermannTyton @



Bundling and Securing

Cable Tie Tools

MK9 Pneumatic

The Mark 9 Pneumatic (MK9P) is constructed with heavy-duty parts to
ensure that it performs optimally in demanding environments. It is ideally
designed to apply heavy-duty ties (T50-T250), clamp and button head ties.

Like the MK7P, HellermannTyton's MK9P incorporates the next level of
ergonomic improvement with its low weight, comfortable grip and easy
trigger depression. Very durable, the pneumatic MK9P features adjustable,
easy to read tension settings. Lock-out features are standard.

The MKOP is available with lower air attachment (standard) or can be MK9PUA (Upper Air)
ordered with an upper air attachment.

Material Data ‘
Power Supply | Dry or Lubricated Air
Cycle Time | 2 strokes per second

Weightﬂ_3202
4
Pawl Travel Stroke 1.25” (3.175 cm)

Tension Force | 12510310 N, adjustable

MK9P

Product Selection

Article No. | Part No. Type Description Cable Tie Series Pkg. Qty.

. ) - T50 thru T250 Series
Includes Mark 9 Pneumatic tool and quick connect fittings. CTT20 thru CTT175 Series

110-09101 |MKSP MK9P Ergonomic tool uses pneumatic power and accomplishes rapid 1

. . ) ) EL-TY Series
tension and cut-off with one trigger depression. Button Head Ties

Includeg Mark 9 Pneumat|'c tool anq quick connect fittings with 50 thru T250 Series
upper air option for top air connection. Includes a hanger for an CTT20 thru CTT175 Series
110-09112 [MK9PUA MK9P optional overhead tool balancer (not included). Ergonomic tool uses EL-TY Series 1
pneumatic power and accomplishes rapid tension and cut-off with !

) ) Button Head Ties
one trigger depression.

110-09111 |MK9P-109 | MK9P-109 |[MK9P Replacement Blade 1x*

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.
**Minimum order quantity of MK9P-109 is 5.

Common Accessories for MK7P and MK9P

HellermannTyton offers a portable kit that incorporates carbon dioxide (CO,) as the primary air source. This unique feature
will allow for greater flexibility, mobility and the elimination of air line to the tool.

‘ Product Selection ‘

Article No. Part No. Type Description Pkg. Qty.
110-09005 |MKPCOHOSE MKPCOHOSE | Regulator and hose that attaches to HPA tanks to supply portable air for all pneumatic series tools. 1

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

@ For product information visit or www.hellermann.tyton.com or call 800-537-1512



Bundling and Securing

Cable Tie Tools

Automatic Cable Tie Systems

HellermannTyton's automatic cable tie tool systems are compact, fast, reliable, and versatile accommodating a variety of
wiring harness, and bundling and securing requirements. These tool systems are designed to provide significant labor and
cost savings through process improvements, lower installed costs and greater consistency, quality and ergonomic benefits.

Product Features

- Fast
Cable ties are installed quickly with one easy trigger depression, increasing
productivity while decreasing labor costs.

- Reliable
HellermannTyton's automatic cable tie systems have been tested to
perform extremely consistently without interruption to work flow.

- Ergonomic
The ergonomic design of the automatic cable tie tool systems feature a
comfortable grip, low weight, and easy trigger depression to reduce installer
effort and strain while installing cable ties.

- Easy to Use
Equipped with a self-diagnostic LED information panel, the automatic
cable tie systems easily guide the user through the cycles of cable tie
installations.

ATS3080

- Automation
The automatic cable tie systems can be implemented into fully automated
applications to further increase productivity and decrease labor costs.

- Flexible Manufacturing/Versatility
HellermannTyton's automatic cable tie tool systems support principles of flexible
manufacturing requirements and environments. The systems can be used in
handheld, bench mount and overhead assembly configurations. The versatile
overhead assembly option provides the ultimate integration to the customer's
manufacturing area. HellermannTyton's automatic tools are powered by a
standard 110 AC 24V (AT2000) and 110 AC 27 V (AT2060) electrical outlet that
converts to a low DC voltage to the tool. All power systems offer the installer the
mobility needed to tackle different harnessing requirements.

- Uniform Fastening Quality /
HellermannTyton's automatic cable tie systems feature adjustable tension An LED panel shows the status of the tool.

control to deliver consistent levels of cable tie fastening. Product Selection L

- Range Article No. Part No. | Max. @ Bundle
HellermannTyton offers the widest range of automatic cable tie tool systems 120-00000 AT2000 -75" (20 mm)
which cover cable tie tensile strengths of 18, 30, and 50 pounds with bundle 103-00000 | AT2060 | 1.25" 31 mm)
diameters between 1/16" to over 3". 102-00000 |ATS10200000| 3.14” (80 mm)

HellermannTyton @



Bundling and Securing

Cable Tie Tools

Automatic bundling up to 3 inches
AT2000 CPK

The reliability, ease of handling and flexibility make the
AT2000 CPK ideal for a variety of applications: cable
assemblies for automotive, brown and white goods,
electronics, as well as sealing bags and parts bundling.

With the Bench Mount CPK or Overhead Suspension
CPK accessories, the AT2000 CPK can be used
stationary or mobile, depending on what is best for
the application.

The AT2000 CPK delivers the highest degree of process reliability for
automatic bundling applications.

Another option is to integrate the AT2000 CPK into

a fully automated production line by using the Power
Pack with Control Box (optional), which is the interface
between the AT2000 CPK and the production line.

Features and Benefits

¢ Independent tensioning drive provides unequalled
tensioning control and repeatability

¢ New software and user interface make managing
the bundling tension and speed, tracking
performance, troubleshooting issues and logging
data easier than ever before

e Counterbalanced hanger causes the AT2000 CPK
to feel virtually weightless, enhancing ergonomics
without restricting a user’s motion Power Pack for AT2000 CPK.

¢ Removable handle enables integration with
fully automated applications to further increase
productivity and decrease labor costs

¢ Configurable blade enables AT2000 CPK to cut cable
ties flush or with a tail, depending on application
requirements

Product Selection I

Weight
Article No. Part No. Power Supply Cycle Time Tension Force Ibs. (kg) Pkg. Qty.
Electronically, Adjustable )
106-00000 106-00000 with Power Pack CPK 0.8 sec to 1.4 sec. Adjustable 3.97 (1.8) 1

@ For product information visit or www.hellermann.tyton.com or call 800-537-1512



Bundling and Securing

Cable Tie Tools

Automatic bundling up to 34 inches
Cable Ties for AT2000 Series

AT2000 CPK is designed to use HellermannTyton’'s 18 pound
cable ties and will fasten bundles up to 34 of an inch in diameter.
Engineered specifically for automatic cable tie assembly, these
ties are offered in varying material compositions and colors,

so manufacturers can select the ties that meet the application
requirements and industry best practices.

Features and Benefits

¢ Cable ties are made from PA66, so they can be easily recycled
to meet environmental management objectives

The AT2000 Series is designed for 18 Ib. cable ties.
e HellermannTyton 18 Ib. cable ties are available in natural, black

and other colors (upon request) to support color-coded wire

management schemes

¢ Bandoleers of 50 or reels of 5,000 cable ties are available,
enabling maximum user efficiency in hand-held, bench mount
or automated processes

Material
Data Material | Polyamide 6.6 Polyamide 6.6 heat stabilized Polyamide 4.6
(PAG6) (PAB6HS) (PA46)

Operating Temperature | -40°F to +185°F (-40°C to +85°C) | -40°F to +257°F (-40°C to +125°C) | -40°F to +275°F (-40°C to +135°C)

[T —

Flammability | UL94 V2

101.5

a8 Z-ST
Bandoleer T18RA

Max. @ Bundle Min. Tensile
Article No. Part No. Strength Color Material Pkg. Qty.
in. (mm) Ibs. (N)
120-05001 T18RA50 0.75 (20.0) 18.0 (80.0) Natural (NA) PA66 500
120-05003 T18RA50HSW 0.75 (20.0) 18.0 (80.0) Black (BK) PAG6HS 500
120-05004 T18RA5000 0.75 (20.0) 18.0 (80.0) Natural (NA) PA66 5000
120-05007 T18RA5000HSW 0.75 (20.0) 18.0 (80.0) Black (BK) PAB6HS 5000
120-05015 120-05015 0.75 (20.0) 18.0 (80.0) Natural (NA) PA46 5000

All dimensions in mm and inches. Subject to technical changes. Minimum Order Quantity (MOQ) may differ from package content. More colors upon request.
Please contact us!

HellermannTyton @



Bundling and Securing

Cable Tie Tools

Automatic bundling up to 34 inches
HT Data Management

HT Data Management is the software that provides tool
management and data logging. In addition to setting
the language displayed on the TFT liquid crystal display,
the force setting, cycle speed and three-digit secure
access control are managed. Along with the software
itself, performance data such as the counter reading and
even the operating temperature and humidity are stored
in the tool. Troubleshooting is simplified because HT
Data Management doesn’t just give you error message
codes, it describes how to solve problems.

Features and Benefits

e HT Data Management communicates production
acquisition data (PDA) critical for tracking and
optimizing manufacturing processes

e Software is stored in the tool, so settings and
production data are safe even when using different
power packs

¢ Troubleshooting messages guide users through
problems, minimizing process downtime

e New user interface displays fault diagnostics and
device control in 19 languages, enabling tool sharing
and global adoption (no access code needed)

¢ Access-code based security allows only authorized
users to adjust select settings, ensuring consistency
when AT2000 CPK is shared by multiple users

Comprehensive production data acquisition (PDA) and service software
allow for process analysis and precise fault diagnosis.

With AT2000 CPK and HT Data Management software, manufacturers can have
the application flexibility and repeatability needed for today’s high volume assembly
and a platform ready for tomorrow’s fully automated processes.

For product information visit or www.hellermann.tyton.com or call 800-537-1512



Bundling and Securing

Cable Tie Tools

AT2060

HellermannTyton's AT2060 automatically installs cable ties for bundles up to
1-1/4". The many ergonomic benefits include easy trigger depression and low
weight that reduces operator effort and strain. Operation and maintenance of
the tool are enhanced by the self-diagnostic LED panel located on the AT2060.

AT2060 Technical Specificationsl_ AT2060 Cable Tie Specifications ‘—@HS)
"

Power Supply | Electrical . Operating
Cycle Time | 1.2 seconds emperature L
Natural -40 °F to +185 °F 14 18
i 40 °© ° 36 > = (4.6)
Weightﬂr3.9lbs Polyamide 6.6 (-40 °C to 485 °C) +
Pawl Travel | 1.25” (3.175 Heat stabilized, | -40 °F to +221 °F CLELGT T
Stroke | cm) black, Polyamide 6.6 (-40 °C to +105 °C) T T ] % -
| .
Tension ForceﬁrAdjustable Reel Diameter 717.7 * (450 (5.8)
Reel Width | 7.197 " (182.8) &
| (152)
Reel Weight 7 Ibs ‘
|
8 O Y
Product Selection }
Min. Tensile | Max. &
Strength Bundle
lbs. in.
Article No. Part No. Type Description (N) (mm) Pkg. Qty.

Includes AT2060 tool, power supply, power
103-00000 |AT2060 AT2060 cord, tool cord, and maintenance and 1
operation manual.

Natural Cable Ties

6,000 per carton
Cable ties on a bandolier for use with 30 Ibs 1.25" includes:
103-00002 |T30RA30 T30RA the AT2060 tool (133.44) (31) 30 per bandolier
600 per bag
6,000 per carton
Cable ties on a reel for use with 30 Ibs 1.25" includes:
103-00001 | T30RA3000 | T30RA3000 the AT2060 tool (133.44) (31) 3,000 per reel
2 reels per carton
Black, Heat Stabilized Cable Ties
6,000 per carton
Cable ties on a bandolier for use with 30 Ibs 1.25" includes:
103-00003 [T30RA300HS T30RA the AT2060 tool (133.44) 31) 30 per bandolier
600 per bag
6,000 per carton
Cable ties on a reel for use with 30 Ibs 1.25" includes:
103-00004 | T30RA30000HS T30RA the AT2060 tool (133.44) (31) 3,000 per reel
2 reels per carton

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes. V/O rated ties and 4/6 ties for

high temperatures can be made available for the AT2060. Various colors available upon request (Contact HellermannTyton for lead time).

For information on AT2060's Bench Mount System and Overhead Suspension Assembly see page 85 and 86.
For information on Wire Retainers for Harness Boards see page 87.

HellermannTyton @



Bundling and Securing

Cable Tie Tools

Accessories for AT2000 CPK/AT2060

AT2000 CPK/AT2060 accessories enable adapting the tool to
the process. The Bench Mount Kit allows bringing the work to
the tool, maximizing productivity and precision. The Overhead
Suspension Kit features a new counterbalanced hanger that
makes it very comfortable to operate in both stationary and
mobile applications, even during extended use.

Features and Benefits

e Bench Mount Kit facilitates converting the AT2000 CPK/
AT2060 to a stationary position and increase bundling
precision

¢ New counterbalanced overhead hanger system improves
ergonomics, reducing fatigue-related injuries

e Power Pack CPK with Control Box provides integration with
automated processes, speeding production and reducing
personnel requirements

e HH20 screw mount wire retainer is used as a spacer for

. i Bench Mount Kit
optimal bundling support

Pkg.
Article No. Part No. Description th.
AT2000 CPK
120-00080 HH-20 Screw Mount Wire Retainer 25
106-00100 106-00100 Power Pack CPK 1
106-00110 106-00110 Power Pack CPK with 1

Control Box
103-00023 AT20VHD Overhead Suspension Kit 1
106-00040 106-00040 Bench Mount Kit 1
AT2060
120-00080 HH-20 Screw Mount Wire Retainer 25
103-00023 AT20VHD Overhead Suspension Kit 1
103-00022 AT2BMNT Bench Mount Kit 1
Application with the Bench Mount Kit CPK. Overhead Suspension Kit

Warranty Policy HellermannTyton products are warranted to be free from defects in material and workmanship at the time sold by us; but our obligation under this warranty
and that of the seller is limited to the replacement of the product, and neither we nor the seller are bound by any other warranty, expressed, implied or statutory. Under no
circumstances are we or the seller liable for any loss, damage, expenses or consequential damages of any kind arising out of the use or inability to use these products. All are

sold with the understanding that the user will test them in actual use and determine their adaptability for the intended uses.

@ For product information visit or www.hellermann.tyton.com or call 800-537-1512



Bundling and Securing

Cable Tie Tools

AutoTool System 3080
For bundles up to 3.14"

HellermannTyton's ATS3080 automatically installs cable ties for bundles up to 3.14” in diameter with one trigger depression.
This innovative system utilizes strap and closures (ordered separately) to achieve a waste free system. The ATS3080 uses

only the required strap length required for the diameter. The strap is outside serrated so that it will not damage sensitive
wire and cable bundles.

This well balanced tool has ergonomic benefits that include low weight and a comfortable hand grip which reduces
operator strain and injury while installing cable ties. The ATS3080 possesses a LED panel that provides critical operational
feedback that makes it easier to maintain and operate the tool.

The ATS3080 has three jaw diameters available: 1.18” (30mm), 1.96” (50mm), and 3.14” (80mm). The jaws are easily
interchanged and further tool adjustment between the three jaw diameters is unnecessary.

ATS3080 Technical Specifications \
Power Supply | Electrical
Cycle Time | approx. 1.3 sec. (50 mm jaw)

Weight__3.2|bs
Installation Mobile, bench mount or
overhead

Tension Force _Adjustable

ATS3080 Cable Tie Specifications \ ﬁ'\‘oﬂs}

Material | Polyamide 6.6 high impact r
modified, heat and UV
stabilized (PA66HIRHSUV)

Operating_ -40 °C to +95 °C continuous,
Temperature | (+105 °C for 5000 h)
' Flammability | UL94 HB
Closures and strap for ATS3080 Strap Reel__
Dimensions

Reel Diameter__1 5.25” (387 mm)

Reel Width | 3.5” (88.9 mm)
Reel Weight | 6lbs (2.72 kg)

Closure Reel
Dimensions

Reel Diameter _1 5.25” (387 mm)
Reel Width | 3.5” (88.9 mm)

Reel Weight | 3.5lbs (1.58 kg)

HellermannTyton



Cable Tie Tools

Bundling and Securing

ATS3080 with mobile trolley unit

ATS3080 with overhead

l 047"

;| (12)

ATT”
(4.5)
Strap AT53080 Closures ATS3080
Product Selection |
Min
Tensile
Unlocking | Pkg. Qty.
Strength ft.
Article No. Part No. Type Description (Ibs) (m)
102-00000 |ATS10200000 ATS3080 Includes ATS30$O tool, power cord, tqol cord, and maintenance 1
and operation manual. Does not include power supply.
Power Supply Unit for ATS3080
102-00010 |ATS10200010| Power Pack ATS3080 Input: 230/115 VAC, 50-60 Hz 1
Output: 48 VDC, max. 50W
Natural Strap and Closures
1640 ft.
102-66109 |ATS10266109| Strap Natural ATS3080 ATS3080 Strap 50 lbs (500)
102-66209 |ATS10266209 | Closures Natural ATS3080 ATS3080 Closure 50 Ibs 5000 pcs
Black Strap and Closures
1640 ft.
102-66110 |ATS10266110| Strap Black ATS3080 ATS3080 Strap 50 Ibs (500)
102-66210 |ATS10266210| Closures Black ATS3080 ATS3080 Closures 50 lbs 5000 pcs
Bench Mount Kit for ATS 3080
102-00040 |ATS10200040 Bench Mount Kit Integrated pneumatic system that coordinates tool and reels. 1
Foot pedal application, other actuation options available
102-00050 |ATS10200050| Overhead Suspender Overhead Suspender ATS 3080 1
102-00030 |ATSTROLLEY Trolley ATS 3080 Trolley 1

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

For product information visit or www.hellermann.tyton.com or call 800-537-1512



Bundling and Securing

Cable Tie Tools

Quick Tool

HellermannTyton's Quick Tool is an automatic bench mount system suited for high volume cable tie applications. This air
powered tool accommodates a reel of 5,000 ties and, like HellermannTyton's other automated systems, can be integrated into
further automation as well as fully incorporated into conveyor or assembly line applications.

Product Features

- The system is a one piece, bench top unit which increases
efficiency through quick and reliable fastening.

- It can be installed where a 110 VAC electrical outlet and
pneumatic air source are available.

- Provides consistent fastening tension.

- Controls fastening tension.

- Ties are available in two styles: standard and heat stabilized.

- Custom colors for Quick Tool ties are also available. Contact
HellermannTyton for more information.

QS101 Cable Tie Specifications \—@ QS101 Technical Specifications \
Operating r Max. @ Bundle | 0.630” (16.00 mm)
Temperature Wattage4_70W
Natural | -40 °F to +185 °F (-40 °C to +85 °C) Power Supply%_EIectricaI/Pneumatic Power
Polyamide 6.6 Cycle Time | 1.2 Seconds
Heat stabilized, | -40 °F to +221 °F (-40 °C to +105 °C)

black, Polyamide 6.6 Weight%_40 Ibs.

Reel Diameter | 18” (457 mm) Installation | Bench

Reel Width | 5.20” (132 mm) Tension Force | Adijustable (9.92 Ibs - 19.84 Ibs)
Reel Weight | 4.8 Ibs (2.18 kg)

Product Selection ‘

I
Min Max. @ Bundle | Width (W) |Length (L)
Tensile
Unlocking
Strength in. in. in.

Article No.| Part No. Type Description (Ibs) (mm) (mm) (mm) Pkg. Qty.

Includes Quick Tool,
105-00000 |QS101 Gy ||ESEr Eoh iEEEe 1

and operation manual and

foot pedal.
Natural Cable Ties

. 10,000 per carton: 5,000

Cable ties on reel for use 63" 10”7 40" ' '

105-00006 |QTTIE9 QTTIE9 with the Quick Tool. 18 (16) 2.5) (101) per reel
2 reels per carton
Black Heat Stabilized Cable Ties
. 10,000 per carton: 5,000

Cable ties on reel for use 637 107 40" ! !

105-00001 |QTTIEOHS | QTTIEOHS with the Quick Tool. 18 (16) 2.5) (101) per reel
2 reels per carton

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.
Various colored cable ties available upon request. Contact HellermannTyton for more information and lead times.

HellermannTyton @



Bundling and Securing

Cable Tie Mounts

HellermannTyton’s 4-way mounting bases are available in four sizes to
accommodate T18 through T150 series cable ties. Insertion of ties can be
made from all four sides. Each mount may be secured with two screws (four
screws for the MB2.5 mount), with adhesive backing, or both, for ease of
application and stability.

For applications where higher temperatures, certain chemicals, or UV
radiation are a concern and an adhesive is the preferred method for securing,
the acrylic adhesive 4-way mounting bases are recommended. The 2-way Adhesive mounts are supplied in pairs connected
mounting bases may be secured with one screw, with adhesive backing, or together on an adhesive liner.

both, and allow ties to be inserted from two sides.

Material Data ‘ R@
Material | Polyamide 6.6 (PA66) H
Operatingg_-40 °F to +185 °F .
Temperature | (-40 °C to +85 °C) continuous esin =
Flammability | UL94 V2 (excluding adhesive) w
4-way, MB3, MB4 and MB5 mounts 2-way mount
0.0
: I
OO BT H
—w —
Cable Tie Mounting Bases - Screw Mount ~ 4way MB2.5 mount R s
File# E64139
‘ Product Selection }
Length (L) Width (W) Height (H)
Article No.| Part No. Type | Cable Tie Series | Mounting in. (mm) in. (mm) in. (mm) Color Pkg. Qty.
2- Way Screw Mount
151-29104 |MB4SH10C2 | MB4SH 1.115” (28.32) |1.115” (28.32) |.202” (5.13) White 100
151-00323 |MB4SH10H4 | MB4SH T18 - T50 #6 Screw | 1.115” (28.32) [1.115” (28.32) |.202” (5.13) White 500
151-29100 |MB4SHOC2 | MB4SH 1.115” (28.32) [1.115” (28.32) |.202” (5.13) Black 100
151-29101 |MB4SHOH4 | MB4SH 1.115” (28.32) |1.115” (28.32) |.202” (5.13) Black 500
4- Way Screw Mount
151-28901 |MB2.510C2 | MB2.5 .625” (15.88) | .625” (15.88) [.130” (3.3) White 100
151-28902 (MB2.510M4 | MB2.5 T1s #3 Screw .625” (15.88) | .625” (15.88) [.130” (3.3) White 1000
151-00285 |MB2.50C2 MB2.5 .625” (15.88) | .625” (15.88) |.130” (3.3) Black 100
151-00286 (MB2.50M4 | MB2.5 .625” (15.88) | .625” (15.88) [.130” (3.3) Black 1000
151-28302 |MB310C2 MB3 75”7 (19.0) 75”7 (19.0) 157 (3.8) White 100
151-28305 |MB310M4 MB3 75”7 (19.0) 75”7 (19.0) 157 (3.8) White 1000
T18, T30 #4 Screw
151-00136 (MB30C2 MB3 75" (19.0) 75" (19.0) 157 (3.8) Black 100
151-28301 |MB30M4 MB3 75”7 (19.0) 75”7 (19.0) | .15 (3 8) Black 1000
151-28802 (MB410C2 MB4 1.12”7 (28.5) 1.12” (28.5) 19”7 (4.8) White 100
151-00319 |MB410H4 MB4 1.12”7 (28.5) 1.12”7  (28.5) 19”7 (4 8) White 500
151-00320 |MB40C2 MB4 T18-T50 #8 Screw 1.12”  (28.5) 1.12” (28.5) 19”7 (4.8) Black 100
151-28801 |MB40H4 MB4 1.12”7 (28.5) 1.12” (28.5) 19”7 (4.8) Black 500
151-00324 |MB510C2 MB5 1.485” (37.7) |1.485” (37.7) |.245" (6.2) White 100
151-28504 (MB510F4 MB5 1.485” (37.7) |1.485” (37.7) |.245" (6.2) White 250
151-28500 |MB50C2 MB5 118 -T150 #8 Screw 1.485” (37.7) |1.485” (37.7) |.245” (6.2) Black 100
151-28501 |MB50F4 MB5 1.485” (37.7) [1.485” (37.7) |.245" (6.2) Black 250

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

@ For product information visit or www.hellermann.tyton.com or call 800-537-1512



Cable Tie Mounting Bases - Rubber-Based Adhesive

Bundling and Securing

l Product Selection }
Length (L) Width (W) Height (H)
Cable Tie
Article No. Part No. Type Series Mounting in. (mm) in. (mm) in. (mm) Color Pkg. Qty.
2- Way Mount with Rubber - Based Adhesive
151-29203 |[MB4SHA10C2 | MB4SHA 1.115" (28.32) [1.115” (28.32) |.232" (5.89) White 100
151-29206 [MB4SHA10H4 | MB4SHA|  T18 - T50 Adhesive [1.115" (28.32) [1.115” (28.32) |.232" (5.89) White 500
151-29200 [MB4SHAO0C2 |MBASHA 1.115" (28.32) [1.115” (28.32) |.232" (5.89) Black 100
4- Way Mount with Rubber - Based Adhesive
151-29002 [MB2.5A10C2 | MB2.5A 625" (15.88) | .625" (15.88) [.160" (4.1) White 100
151-00298 [MB2.5A10M4 | MB2.5A 118 Adhesive 625" (15.88) | .625" (15.88) [.160" (4.1) White 1000
151-29000 (MB2.5A0C2 | MB2.5A .625” (15.88) | .625” (15.88) [.160" (4.1) Black 100
151-29001 [MB2.5A0M4 | MB2.5A 625" (15.88) | .625" (15.88) [.160" (4.1) Black 1000
151-28718 [MB3A10C2 MB3A 75" (19.0) 75" (19.0) |.18" (4.6) White 100
151-28721 |MB3A10M4 MB3A ) 75" (19.0) 75" (19.0) |.18" (4.6) White 1000
T18, T30 Adhesive
151-28710 [MB3A0C2 MB3A 75" (19.0) 75" (19.0) |.18" (4.6) Black 100
151-28713 [MB3A0OM4 MB3A 75" (19.0) 75" (19.0) |.18" (4.6) Black 1000
151-28421 |MB4A10C2 MB4A 1.12" (28.0) | 1.12" (28.0) |.22" (5.6) White 100
151-00321 [MB4A10H4 MB4A ) 1.12" (28.0) | 1.12" (28.0) | .22" (5.6) White 500
T18 - TS50 Adhesive
151-28403 [MB4A0C2 MB4A 1.12" (28.0) | 1.12" (28.0) |.22" (5.6) Black 100
151-28406 [MB4A0H4 MB4A 1.12" (28.0) | 1.12" (28.0) |.22" (5.6) Black 500
151-28529 [MB5A10C2 MB5A 1.485" (37.7) [1.485" (37.7) |.275" (6.9) White 100
151-00427 [MB5A10F4 MB5A ) 1.485" (37.7) [1.485" (37.7) |.275" (6.9) White 250
T18 - T150 Adhesive
151-28602 [MB5A0C2 MB5A 1.485" (37.7) [1.485" (37.7) |.275" (6.9) Black 100
151-28605 [MB5AO0F4 MB5A 1.485" (37.7) [1.485" (37.7) |.275" (6.9) Black 250
Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes. N
. . . . [H us
Cable Tie Mounting Bases - Acrylic Adhesive it £64139
l Product Selection }
Length (L) Width (W) Height (H)
Article No. Part No. Type | Cable Tie Series | Mounting in. (mm) in. (mm) in. (mm) Color Pkg. Qty.
4 - Way Screw Mount Acrylic Adhesive
151-00331 |MB3A10A2C2 | MB3A 75" (19.0) 75" (19.0) | 18" (4.6) White 100
151-28717 |MB3A10A2H4 | MB3A ) 75" (19.0) 75" (19.0) | .18" (4.6) White 500
T18, T30 Adhesive
151-28711 |MB3A0A2C2 |MB3A 75" (19.0) 75" (19.0) | .18" (4.6) Black 100
151-28709 |MB3A0A2H4 |MB3A 75" (19.0) 75" (19.0) | .18" (4.6) Black 500
151-28420 |MB4A10A2C2 | MB4A 1.12" (28.5) | 1.12" (28.5) | .23" (5.9 White 100
151-00322 |MB4A10A2H4 | MB4A ) 1.12" (28.5) | 1.12" (28.5) | .23" (5.9 White 500
T18 - T50 Adhesive
151-28402 |MB4A0A2C2 |MB4A 1.12" (28.5) | 1.12" (28.5) | .23" (5.9 Black 100
151-28405 |MB4A0A2H4 | MB4A 1.12" (28.5) | 1.12" (28.5) | .23" (5.9 Black 500
151-28607 |MB5A10A2C2 | MB5A 1.485" (37.7) |1.485" (37.7) |.275" (6.9) White 100
151-28610 |MB5A10A2F4 | MB5A T18 - T150 Adhesive 1.485" (37.7) |1.485" (37.7) |.275" (6.9) White 250
151-28600 |MB5A0A2C2 |MB5A 1.485" (37.7) |1.485" (37.7) |.275" (6.9) Black 100
151-28604 |MB5A0A2F4 | MB5A 1.485" (37.7) |1.485" (37.7) |.275" (6.9) Black 250

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

Cable Tie Mounting Bases - High Temperature/Heavy Bond Adhesive
For extreme heavy duty applications, our high temperature/heavy bond adhesive mounts work well on difficult surfaces such as
paint or plastics. The mounts are made of our high temp, impact modified PA66 material and use a specially formulated acrylic
adhesive making the bond extremely durable.

|

‘ Product Selection |
Length (L) Width (W) Height (H)
Cable Tie
Article No. Part No. Type Series Mounting in. (mm) in. (mm) in. (mm) Color Pkg. Qty.
151-00432 [151-00432 MB3APT T18, T30 Adhesive 75" (19.0) 75" (19.0) | .15 (3.8) Black 100
151-00433 |151-00433 MB4APT T18 - T50 1.17  (28.0) 1.17  (28.0) 19 (4.7) Black 100

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

HellermannTyton @



Bundling and Securing

Low Profile Cable Tie Mounts

, . . Material Dat
Low profile mounts are intended for use in aterial Jate | @

. o Material Polyamide 6.6 (PA66)
securing bundles where space is limited. Each e .
. . . Operating | -40 °F to +185 °F (-40 °C to +85 °C) continuous
mount is fastened with a single screw.
Temperature

Flammability%*UL94 V2

Product Selection }

Length (L) Width (W) Height (H)
Article No. | Part No. | Type | Cable Tie Series | Mounting in. (mm) in. (mm) in. (mm) Color Pkg. Qty.
151-28119 |MB19C2 500" (12.70) |.312" (7.92) |.130" (3.30) Natural 100
151-28101 |MB19M4 VB T8 #2 Screw | .500” (12.70) |.312" (7.92) |.130" (3.30) Natural 1000
151-00295 |MB10C2 500" (12.70) |.312" (7.92) |.130" (3.30) Black 100
151-00296 |MB10M4 500" (12.70) |.312" (7.92) |.130" (3.30) Black 1000
151-00227 |MB29C2 .807" (20.50) |.490" (12.45) |.130" (3.30) Natural 100
151-00297 |MB29M4 .807" (20.50) |.490" (12.45) |.130" (3.30) Natural 1000
MB2 T18 - T50 # 8 Screw
151-28210 |MB20C2 .807" (20.50) |.490” (12.45) |.130" (3.30) Black 100
151-28202 (MB20M4 .807" (20.50) |.490” (12.45) |.130" (3.30) Black 1000

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

Low Profile Rivet Mounts

Material Data ‘ @

Material | Polyamide 6.6 (JPA66)
Operatinggk-40 °F to +185 °F (-40 °C to +85 °C) continuous
Temperature
Flammability | UL94 V2

The low profile rivet mount is designed to
secure wiring bundles and fastens with the
drive rivet through a predrilled hole. This
mount is ideal for use in applications where
space is limited.

Product Selection 1

Mounting Max. Panel
Cable | poje Thickness | Length (L) | Width (W) | Height (H)
Tie Pkg.
Article No. Part No. Type | Series in. (mm) in. (mm) in. (mm) in. (mm) in. (mm) Color Qty.

151-27000 [LKCRF19C2 |LKCRF1| T18- | .250" (6.35) | .134" (3.4) |.938" (23.82) |.470" (11.94) [.157" (3.99) Natural 100
151-27009 |LKCRF19H4 |[LKCRF1| T50 250" (6.35) | 134"  (3.4) |.938" (23.82) |.470" (11.91) |.157" (3.99) Natural 500
Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

@ For product information visit or www.hellermann.tyton.com or call 800-537-1512



Bundling and Securing

Push Mounts

. . . Material Data
Intended for use in a predrilled hole, this push mount accepts : R"“S)

T18 th h T50 . ble ti 0 ) dth h th Material Polyamide 6.6 (PA66)
throug senes. cable ties. Once inserted through the Operating 40 °F to +185 °F (-40 °C to
hole, the mount locks into place.

Temperature +85 °C) continuous

Flammability | UL94 V2

——

NN

E-ml.lﬁ

File# E64139

Product Selection |

Mounting Max. Panel Length Width Height
Cable Hole @ Thickness L (w) (H)
Tie Pkg.
Article No. Part No. Type | Series in. (mm) in. (mm) in. (mm) in. (mm) in. (mm) Color | Qty.
151-40106 [TM1SF10C2 | TM1SF 25" (6. 134" (3.4) |.616" (15.65) |.401" (10.19) |.181" (4.60) White 100

3) )
151-00328 [TM1SF10M4 |TM1SF| T18- | .25 (6.3) 1347 (3.4) [.616” (15.65) [.401” (10.19) [.181" (4.60) | White | 1000
151-40100 [TM1SFOC2 TM1SF| T50 25" (6.3) 134" (3.4) |.616” (15.65) |.401" (10.19) |.181" (4.60) Black 100
151-40101 [TM1SFOM4  [TM1SF 25" (6.3) 134" (3.4) |.616” (15.65) |.401” (10.19) |.181" (4.60) Black | 1000
Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

Push Button Mounts Material Data S n@
Material Polyamide 6.6 (PA66)
The push button mounts are used where the back of the panel Operating | -40 °F to +185 °F (-40 °C to
is accessible. Temperature | +85 °C) continuous
Flammability | UL94 V2

a3

File# E64139

Product Selection 1
Mounting Max. Panel Width Height Height
CET‘:"e'e Hole @ Thickness (w) (H) (H2)

Article No. | Part No. |Type| Series in. (mm) in. (mm) in. (mm) in. (mm) in. (mm) Color Pkg. Qty.
151-00230 |PBM10C2 |PBM 25" (6.4) 1227 (3.1) 26" (6.60) |.40" (10.16) |.08" (2.03) White 100
151-00231 |PBM10M4 |PBM | T18 - 25" (6.4) 22" (3.1) 26" (6.60) |.40" (10.16) |.08" (2.03) White 1000
151-00228 |PBMO0C2 PBM | T50 25" (6.4) 122" (3.1) 26" (6.60) |.40”" (10.16) |.08" (2.03) Black 100
151-00229 (PBMOM4 | PBM 25" (6.4) 122" (3.1) 26" (6.60) |.40" (10.16) |.08" (2.03) Black 1000

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

HellermannTyton @



Bundling and Securing

Cable Tie Anchor Mounts (CTAM)

Cable ties may be inserted from any of the four sides of the CTAM. This feature allows the mount to be placed either

parallel or perpendicular to the wires.
Material Data R;%
Material | Polyamide 6.6 (PA66) (.. ~

Operating | -40 °F to +185 °F
Temperature (-40 °C to +85 °C) continuous

Flammability | UL94 V2

=i (O] ]
p——to—r} | r.mus
File# E64139
{ Product Selection }
Width (W) Length (L) Height (H)

Article No. Part No. Type | Cable Tie Series | Mounting in. (mm) in. (mm) in. (mm) Color Pkg. Qty.
151-31103 [CTAM110C2 | CTAM1 400" (10.16) |.800" (20.32) |.200" (5.08) White 100
151-31106 [CTAM110M4 | CTAM1 48 screw 400" (10.16) [.800" (20.32) |.200" (5.08) White 1000
151-31101 [CTAM10C2 | CTAM1 400" (10.16) [.800" (20.32) |.200" (5.08) Black 100
151-00287 [CTAM10M4 | CTAM1 T18 - T50 400" (10.16) [.800" (20.32) |.200" (5.08) Black 1000
151-31203 |CTAM210C2 | CTAM2 400" (10.16) |.800" (20.32) |.200" (5.08) White 100
151-31205 |[CTAM210M4 | CTAM2 410 screw 400" (10.16) |.800" (20.32) |.200" (5.08) White 1000
151-31201 [CTAM20C2 | CTAM2 400" (10.16) |[.800” (20.32) |.200" (5.08) Black 100
151-31202 [CTAM20M4 | CTAM2 400" (10.16) [.800” (20.32) |.200" (5.08) Black 1000

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

Cable Tie Anchor Plates (CTAP)

These plates have slotted mounting holes to provide for easier alignment of mount and bundles. Once aligned, they are
fastened securely by tightening the applied screw. The CTAP2 allows an additional screw for maximum stability. Both plates
are used perpendicularly to the wire bundle.

Material Data R@

Material Polyamide 6.6 (PA66)
Operatingi*-40 °F to +185 °F
Temperature (-40 °C to +85 °C) continuous
Flammability | UL94 V2

r.mus

File# E64139

Product Selection

[
Width (W) Length (L) Height (H)
Article No. Part No. Type | Cable Tie Series | Mounting in. (mm) in. (mm) in. (mm) Color Pkg. Qty.
151-30100 |CTAP110C2 | CTAP1 507 (12.7) [ 1.34" (34.04) | .15 (3.81) White 100
151-00288 |CTAP110M4 | CTAP1 507 (12.7) [ 1.34" (34.04) |.15" (3.81) White 1000
151-00289 |CTAP10C2 CTAP1 507 (12.7) [1.34" (34.04) |.15" (3.81) Black 100
151-00290 [CTAP10M4 | CTAP1 50" (12.7) | 1.34" (34.04) |.15" (3.81) Black 1000
151-30200 |[CTAP210C2 | CTAP2 T18-130 #10 screw 50" (12.7) |2.13" (54.1) | .14"  (3.5) White 100
151-00308 |CTAP210H4 | CTAP2 50" (12.7) |2.13" (54.1) [ .14"  (3.5) White 500
151-00291 |CTAP20C2 CTAP2 507 (12.7) (2137 (54.1) |.14"  (3.5) Black 100
151-00292 |CTAP20M4 | CTAP2 507 (12.7) (213" (54.1) |.14"  (3.5) Black 500

Dimensions are approximate and subject to technical changes. Use Part No. for ordering and Type for specification purposes.

@ For product information visit or www.hellermann.tyton.com or call 800-537-1512



Bundling and Securing

Cable Tie Mounting Plates

Allowing multiple cables to be run in parallel,